
Ecolution® High Solids Floor Finish is a Green SealTM

(GS-40, 2011) certified high gloss finish designed to
perform as well or better than conventional finishes
while offering superior shine and durability.

High Solids Floor Finish
Green Seal™ Certified, High Gloss Finish

®
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20 GL - Drum

5 GL - Pail

1-GL - CS4

State Floor Care
High Solids Floor Finish
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Puerto Rico
Royal Industrial Park, Bldg “M”
Local #5, Carr 869, km 1.5 Palmas 
Cataño, P.R. 00962
To Order Call: 787-275-3185

Canada
1745 Meyerside Drive, Unit #1
Mississauga, Ontario L5T 1C6
To Order Call: 1-800-668-6513

State Industrial Products
3100 Hamilton Avenue
Cleveland, OH 44114
To Order Call: 1-866-747-2229
www.stateindustrial.com

SAFER FORMULATION
Ecolution® High Solids Floor Finish is an active formula-
tion of styrene/acrylic copolymers that do not contain
zinc as a cross-linking agent. This special formulation
provides high gloss and durability and resists scuffing,
black marking and powdering to help maintain its origi-
nal appearance. It rivals any conventional floor finish on
the market.  

HIGH GLOSS AND DURABILITY
Ecolution® High Solids Floor Finish has a 23% solids
content which results in a showroom look and durable
protection for longer periods of time. Its self-leveling
properties guarantee an even, beautiful finish that is eas-
ily removed with Ecolution® Floor Stripper. Plus, the fin-
ish meets required slip-resistance testing, providing a
floor that is safe to walk on even in high-traffic environ-
ments.

CERTIFICATION
This product meets the Green SealTM standard for indus-
trial and institutional floor-care products (GS-40; 2011)
based on its reduced human and aquatic toxicity and re-
duced smog production potential.

DIRECTIONS FOR USE:
Please review label and MSDS for all product directions,
precautions and first aid information.

1. Remove all old finish using Ecolution® Floor Stripper.
2. Rinse floor with cool water, making sure all residue is 

removed.
3. Apply Ecolution® High Solids Floor Finish using a 

rayon mop or lambswool applicator.

4. Allow 45-60 minutes of dry time between coats, 
more if humidity is high.

5. For best results, apply five coats of finish to the 
floor.

6. Never pour any unused finish back into its original 
container.

7. Wait 24 hours until burnishing with a high speed 
machine.

Dispose of unused product in accordance with Fed-
eral, State and Local regulations. Use product in ac-
cordance with prescribed use dilutions. Empty
containers can be recycled. 

TECHNICAL DATA
Appearance: Milky, white liquid
Odor: Neutral
Refractive Index: 1.3789
pH: 7.0 
Ammonia Content: None
Solids Content Polymer: 23%
Type: Non-zinc interlocked styrene acrylic copolymer
Flash Point: None 
Shelf Stability: Minimum one year
Water Spotting: None by ASTM D-1793-79
Static Coefficient of Friction: Not less than 0.50 as
tested by ASTM D-2047-82 
Removal: Use Ecolution® Floor Stripper
Coverage: 1,500 - 2,000 square feet per gallon

PERSONAL PROTECTIVE EQUIPMENT

PACKAGING

Safety Glasses      Gloves


