* Forms a long lasting water tight seal

* Locks out air and moisture

* Sprays on easy, dries fast, paintable :

* Can be used on most materials : tate®
» Use on leaking gutters and asphalt roof shingle _  Since 1911

e Available in Black or Clear
CARE FOR WORK ENVIRONMENTS®




Handy Seal

Liguid Rubber Sealant Coating

Directions

Handy Seal is a versatile, fast drying, easy to use
sealer. Handy Seal forms a long lasting water
tight seal that is paintable, protects surfaces, and
locks out air and moisture.

Handy Seal can be used on many surfaces such
as metal, aluminum, galvanized metals, PVC,
concrete, masonry, asphalt, wood, vinyl siding,
fiberglass. Handy seal works great as a water
seal for roof and gutter leaks, A/C drip pan
leaks, duct work, windowsills, and asphalt
shingles.

PACKAGING
125171-12 DZ16 (Black)
125985-12 DZ16 (Clear)

1.
2. Shake can for one minute

3. Hold can 12 inches from surface

4. Spray with an even sweeping motion
5.
6
7

For best results apply to a clean, dry surface

Apply several coats for best water tight seal

. Occasionally shake can during use
. After use, invert can and apply a short burst

to cleaner nozzle

Technical Data

Appearance: Black or Clear liquid aerosol
Odor: Mild

Fill weight: 12 0z / can
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www.statechemical.com

To Order Call: 787-275-3185
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