
NET CONTENTS: 1 U.S. GAL. OR 3.785 LITERS
HILLYARD INDUSTRIES  • PO Box 909  • St. Joseph, Missouri 64502-0909 U.S.A. • Telephone: 816-233-1321 • www.hillyard.com 

®

HI L L Y A R D
HIL0015206DANGER

HAZARD STATEMENTS: Harmful in contact with skin. Causes 
severe skin burns and eye damage. Causes serious eye damage. 
Harmful if inhaled. May cause respiratory irritation. 
PRECAUTIONARY STATEMENTS: Prevention: Do not breathe 
mist or vapor. Wash thoroughly after handling. Do not eat, drink or 
smoke when using this product. Use only outdoors or in a 
well-ventilated area. Wear protective gloves/protective clothing/eye 
protection/face protection. 
RESPONSE: First Aid: If swallowed: Rinse mouth. Do NOT induce 
vomiting. If on skin (or hair): Take off immediately all contaminated 
clothing. Rinse skin with water/shower. If inhaled: Remove person 
to fresh air and keep comfortable for breathing. If in eyes: Rinse 
cautiously with water for several minutes. Remove contact lenses, 
if present and easy to do. Continue rinsing. Immediately call a 
poison center/doctor. Take off contaminated clothing and wash 
before reuse.
PERSONAL PROTECTIVE EQUIPMENT: For eyes use chemical 
safety goggles; for skin wear impervious rubber gloves, boots, and 
aprons where splashing of concentrate is a problem. Wear 
impervious/slip resistant boots such as Hillyard Stripping Boots 
while standing in the stripping solution.
STORAGE: Store in a well ventilated place. Keep container tightly 
closed. Store locked up.
DISPOSAL: Do not dispose of in storm drain. Buyer assumes all 
risk and liability associated with disposal of this product (original 
concentration or dilution) in violation of applicable law.
CONTAINER DISPOSAL: Triple rinse (or equivalent). Then offer 
clean, dry container for recycling or reconditioning.

HIL0015206

CONTAINS: Butyl Cellosolve (CAS #111-76-2); Ethanolamine 
(CAS #141-43-5); Potassium Hydroxide (CAS #1310-58-3); 
Sodium Metasilicate (CAS #6834-92-0); Water (CAS #7732-18-5); 
Sodium Xylene Sulfonate (CAS #1300-58-3). Corrosive. USE 
WITH ADEQUATE VENTILATION. 
See Safety Data Sheet for additional information.

HMIS Rating: Health = 3, Flammability = 0, Reactivity = 0

READ LABEL AND SDS BEFORE USING

DIRECTIONS: Do not use on asphalt tile, linoleum, synthetic sports 
floors, rubber, painted, or varnished surfaces. (DO NOT USE ON 
WOOD.)
PRETEST: Pretest in small area for color bleeding or discoloration 
or softening that may occur on linoleum, rubber, or asphalt tile on 
an inconspicuous area. Do not continue use of product if any 
bleeding or softening is observed.
APPLICATION: 
1. Dilute accordingly with cool to warm water. For normal stripping 
dilute 13 oz./gallon (1:10) of water. For aggressive stripping dilute 
26 oz./gallon of water (1:5).
2. Apply solution liberally with a mop.
3. Allow 4-5 minutes contact time. Be sure to keep surface wet at all 
times. Agitate with a low-speed rotary machine or automatic 
scrubber.
4. Pick up solution using a wet vacuum or automatic scrubber.
5. Allow floor to dry thoroughly. Rinse with Hillyard Nutra-Rinse® 
solution for best results.
NOTICE: Floor may become slippery when stripper is present. Pick 
up solution immediately with wet vac or mop. Damp mop rinse. 
Apply polish after floor is clean and dry. Stripper vapors or liquid 
may cause discoloration on uncured, light colored painted surfaces. 
DO NOT USE ON GLASS.
DISCLAIMER OF WARRANTY: Seller makes no warranty of any 
kind, express or implied, except that this product shall be of seller’s 
standard quality.

PELIGRO
NOCIVO POR INGESTIÓN - PROVOCA 
QUEMADURAS GRAVES EN LA PIEL Y 
DAÑO A LOS OJOS - PERJUDICIAL SI 

EN CONTACTO CON LA PIEL
NOCIVO EN CASO DE INHALACIÓN 

PUEDE CAUSAR IRRITACIÓN DE LAS 
VÍAS RESPIRATORIAS

LAS INDICACIONES DE PELIGRO: Nocivo en contacto con la 
piel. Causa quemaduras graves en la piel y daño a los ojos. Causa 
graves daños en los ojos. Nocivo si se inhala. Puede causar 
irritación de las vías respiratorias. 
INDICACIÓN DE PRECAUCIÓN: La Prevención: No respirar vapor 
o vapor. Lávese cuidadosamente después de la manipulación. No 
comer, beber o fumar cuando se utiliza este producto. Utilice sólo al 
aire libre o en un área bien ventilada. Usar guantes protectores y 
ropa de protección/protección para los ojos/la cara.
RESPUESTA: Primeros Auxilios: En caso de ingestión: Enjuagar 
la boca. No se debe inducir el vómito. Si en la piel (o el pelo): 
Quitarse inmediatamente la ropa contaminada. Enjuagar con 
abundante agua y ducha. Si se inhala: Llevar a la persona a 
mantener aire fresco y cómodo para la respiración. Si en los ojos: 
Enjuague con cuidado con agua durante varios minutos. Quite los 
lentes de contacto, si los hay, y muy fácil de hacer. Continúe 
enjuagando. Inmediatamente llame a un centro de 
envenenamientos/médico. Quitarse la ropa contaminada y lávela 
antes de volver a utilizarla.
EQUIPO DE PROTECCIÓN PERSONAL: para los ojos utilizar 
gafas protectoras contra productos químicos; de piel impermeable 
guantes de goma, botas y delantales en salpicaduras de 
concentrado es un problema. Impermeable y resistente, como 
botas Botas Hillyard pelado mientras está de pie en el pelado.
ALMACENAMIENTO: Conservar en lugar fresco y bien ventilado. 
Mantener el recipiente herméticamente cerrado. Store está 
bloqueado.
ELIMINACION DEL PRODUCTO: No elimine en drenajes de 
aguas pluviales. El comprador asume todos los riesgos y 
responsabilidades asociados con la eliminación de este producto 
(en su concentración original o diluido), que viole cualquier ley 
aplicable.

ELIMINACION DEL ENVASE: Enjuague tres veces (o en forma 
equivalente). Luego descarte el envase seco de acuerdo a los 
programas de reciclado o de reacondicionamiento.
CONTIENE: Cellosolve Butilico (CAS #111-76-2); Etanolamina 
(CAS #141-43-5); Hidroxido de Potasio (CAS #1310-58-3); 
Metasilicato de Sodio (CAS #6834-92-0); Agua (CAS #7732-18-5); 
Xilenesulfonato de Sodio (CAS #1300-58-3). Corrosivo. USE CON 
VENTILACIÓN ADECUADA. 
Ver la Hoja de Datos de Seguridad para obtener información 
adicional.

MANTENGASE FUERA DEL ALCANCE DE 
LOS NIÑOS

Clasificación HMIS: Salud = 3, Inflamabilidad = 0, 
Reactividad = 0

LEA LA ETIQUETA Y LAS SDS ANTES DE
USAR EL PRODUCTO

INSTRUCCIONES: No use en losa de asfalto, linóleo, pisos 
deportivos sintéticos o en superficies pintadas, barnizadas o de 
hule. (NO USE EN MADERA.)
PRUEBA PRELIMINAR: Haga una prueba preliminar en un área 
pequeña y poco visible para determinar el corrimiento, 
decoloración o apagado de color que podría ocurrir en el linóleo, 
goma o losa de asfalto. No use el producto si observa cualquier 
corrimiento o apagado del color.
APLICACIÓN:
1. Diluya con agua fría a tibia. Para una separación normal, diluya 
390 ml por 3,785 litros (1:10) de agua. Para una separación 
corrosiva, diluya 780 ml por 3,785 litros de agua (1:5). 2. Aplique la 
solución abundantemente con un trapeador. 3. Permita un tiempo 
de contacto de 4-5 minutos. Asegúrese de mantener la superficie 
mojada en todo momento. Agite con una máquina giratoria a baja 
velocidad o con un cepillo automático. 4. Recoja la solución usando 
una aspiradora de líquidos o un cepillo automático. 5. Deje que el 
piso seque perfectamente. Enjuague con una solución de Hillyard 
Nutra-Rinse para los mejores resultados.
ATENCIÓN: El piso puede volverse muy resbaloso con el líquido 
quitapinturas. Recoja la solución inmediatamente con una 
aspiradora de humedad o trapeador. Enjuague con un trapeador 
humedecido. Aplique el barniz cuando el piso esté limpio y seco. 

Los vapores de la solución quitapinturas o el líquido pueden 
causar decoloración en superficies no curadas pintadas con 
colores claros. NO SE USE SOBRE VIDRIO.
RENUNCIA DE GARANTIA: El vendedor no ofrece garantías de 
ninguna clase, explícitas o implícitas, con excepción de que este 
producto es de la calidad normal del vendedor. 
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DANGER/PELIGRO
HARMFUL IF SWALLOWED

CAUSES SEVERE SKIN BURNS AND EYE DAMAGE
HARMFUL IF IN CONTACT WITH SKIN

HARMFUL IF INHALED
MAY CAUSE RESPIRATORY IRRITATION

KEEP OUT OF REACH OF CHILDREN
(See side panels for additional precautions and first aid.)

Super Strip
Recommended For Removing Water-based Acrylic And Urethane Fortified Floor 
Finishes From Resilient And Hard Floors
Recomendado Para Quitar Los Acabados De Madera Reforzados Con Uretano Y Acrílico 
Con Base De Agua De Pisos Duros Y Resistentes


