ADVERTISEMENT FOR BIDS 
The City of Meridian will accept competitive sealed bids until 11:00 AM, Tuesday, August 16, 2016, at City Hall Purchasing, 601 23rd Avenue, Meridian, Mississippi 39301 for the purpose of purchasing a:
COLD MILLING MACHINE
BID #16-22
Specifications may be obtained by contacting Eugene Perry, Purchasing Agent at 
601-485-1938, eugeneperry@meridianms.org, or from the address above.

The City of Meridian is an equal opportunity employer and hereby notifies all bidders that it will affirmatively insure that, in any contract entered unto pursuant to this advertisement, minority business enterprises will be afforded full opportunity to submit bids in response to this invitation and will not be discriminated against on the grounds of race, color, sex, age, disability or national origin in consideration for an award.

The City of Meridian reserves the right to reject any and/or all bids, waive technicalities, informalities or irregularities in the bids received, solicit new bids or to choose that bid which is deemed to be in the best interest of the City of Meridian.









Eugene Perry








Purchasing Agent

Publishing Dates:
07/27/16

08/03/16
INVITATION TO BID
COLD MILLING MACHINE
BID #16-22
PART 1 - GENERAL INFORMATION

The intent of these specifications is to define the requirements for a Cold Milling Machine.  All bids must be equal in performance and quality to the specifications.

1.1
ACCEPTANCE OF MATERIALS OR SERVICES

A.
The material and/or services provided under this contract shall remain the property of the 


seller until a physical inspection and actual usage of this material and/or services is made 


and thereafter accepted to the satisfaction of the City.

B.
Materials and/or services must comply with all the terms herein.  In the event the material 


and/or service supplied to the City is found to be defective or does not conform to the 


specifications, the City reserves the right to cancel the order upon written notice to the 


seller.  Materials shall be returned to the seller at the seller’s expense.
1.2
ADDENDA

A.
The City Purchasing Agent will notify all bidders in writing, by addendum duly 
issued, of any 


interpretations made of specifications or instructions.  It will be the responsibility of the 


bidder to contact the Purchasing Division prior to submitting a bid to ascertain if any 



addenda have been issued, to obtain all such addenda, and return executed addenda with 


the bid.


B.
The City will assume no responsibility for oral instruction or suggestions.  All official 



correspondence in regard to the specifications should be directed to and will be issued by 


the City Purchasing Agent.

1.3
BID PRICE

A.
A bidder may offer only one (1) price on item(s) though they may have two (2) or more types 

that meet specifications.  Bidders must determine for themselves which to offer.  



Submission by a single bidder of more than one (1) price for a single item shall be sufficient 


cause for rejection of all prices for that item by the bidder.



Bids stipulating “Price in effect at time of shipment” or other similar conditions will be 



considered not responsive to the bid invitation and will not be accepted.  All prices shall 


be quoted F.O.B. Meridian, unless otherwise stipulated in the bid invitation. 
1.4
BID OPENING

A.
Bids will be received until the date and time stated in this Invitation to Bid and will be publicly 

opened and read at the place, time and date stated.  It is the bidder’s responsibility to assure 

that the bid is delivered at the proper time and place of the bid opening.  


B.
No responsibility will attach the Purchasing Division for the premature opening of a bid 


not properly addressed and identified.  Bidders or their authorized representatives are 


invited to be present at the opening of the bids.


1.5
COMPARISON AND AWARD OF BIDS

A.
The City of Meridian reserves the right to reject any and/or all bids; waive technicalities, 


informalities or irregularities in the bids received; solicit new bids; or to choose that bid which 

is deemed to be in the best interest of the City of Meridian.

B.
In determining the lowest and best bid, the City of Meridian may consider factors other than 


the dollar amount of the bid.  References shall be used to assist in evaluating each bid.  


Factors that may be used include information relative to the bidder’s:  past performance, 


quality of the bid, past work, skill, facilities for carrying out the contract, honesty and 



integrity, parts, service, warranty and any and all other relevant and reasonable factors. 


C.
Bids which show any omission, irregularity, alteration of forms, additions not called for 


conditional or unconditional unresponsive bids, or bids obviously unbalanced may be 


rejected.
1.6
DEFECTS

A.
In the event any item(s), sold and delivered hereunder, shall be defective in any respect 


whatsoever, seller will indemnify and save harmless the City from all loss or expense by 


reason of all accidents, injuries, or damages to persons or property resulting from the use of 


such item(s) or which are contributed to be said defective condition.


B.
Goods shall be replaced at no additional charge to the City if they prove to be defective 


and/or not in accordance with specifications.  Rejected materials shall be returned at the risk 

and expense of the seller.  If the City does not desire replacement, seller is to issue full 


credit.

1.7
DELIVERY

A.
F.O.B. Meridian.  All freight / delivery charges, installation costs and any/all 



set-up charges shall be included in the bid price, unless otherwise stated in the 



specifications or bid.  




Delivery shall include assembly, servicing and placement of equipment in operable status 


unless otherwise specified, herein.



When requested, seller will acknowledge order promptly and state when delivery will be 


made. 
1.8
DISPUTES

A.
In cases of disputes, as to whether or not an item or service quoted or delivered meets 


specifications, the decision of the City shall be final and binding on all parties.  
1.9
EXCEPTIONS

A.
The submission of a bid shall be considered an agreement to all the terms, conditions, and 


specifications provided herein and in the various bid documents, unless specifically noted 


otherwise in the bid.



All items quoted must comply with the specifications.  If you are taking exception, indicate 


those exceptions on company letterhead and attach with this Invitation for Bids. 

1.10
IMPROPER BIDS

A.
Bids which show any omission, irregularity, alteration of forms, additions not called for 


conditional or unconditional unresponsive bids, or bids obviously unbalanced may be 


rejected.

1.11
INJURY

A.
If seller performs services, constructs, erects or delivers on the City’s premises, seller will 


indemnify and save harmless buyer from all loss or expense by reason of any
accident, 


injury, or damage to persons or property occurring in connection therewith. 

1.12
NON-PERFORMANCE

A.
Time is of the essence in this contract and failure to deliver within the time period shall be 


considered a default.



In case of default, the City may procure the required commodity from other sources and hold 

the Contractor responsible for any excess costs occasioned thereby and may immediately 


cancel the agreement.
1.13
PAYMENT

A. 
The City of Meridian will issue a check for payment of the goods and services no later than 


45 days after receipt of each invoice and receipt, inspection and approval of the goods or 


services for that invoice.

1.14
PROTEST OF AWARD

A.
Any protest concerning the award of a contract shall be decided by the Purchasing Agent.  


Protests shall be made in writing to the Office of Purchasing and shall be filed within 48 


hours of issuance of Award Notification.  A protest is considered filed when received by the 


Office of Purchasing.  


The written protest shall include the name and address of the protestor, identification of the 


procurement, a statement of the specific reasons for the protest and supporting exhibits.  






The Office of Purchasing will respond to the written protest within seven (7) days.  The 


Purchasing Agent’s decision relative to the protest may be appealed to the City Council.

1.15
QUALITY

A.
All deliveries and services furnished under this Bid must be of the quality specified or in the 


event no quality is specified, must be the best of their respective kinds, and will be subject to 

inspection and approval of the City within a reasonable time after delivery of goods or 


completion of services.


Bidder warrants that all equipment, materials and workmanship furnished whether furnished 


by bidder or its sub-suppliers, will comply with its and the City’s specifications, drawings and 


other descriptions supplied or adopted, and will be new, fit and sufficient for purpose for 


which they are intended, of good materials, design and workmanship and free from defects 


or failure.



When manufacturing specifications are referred to, such specifications shall be deemed to 


be an integral part hereof, as if duly set out herein.



All products, equipment, merchandise, and miscellaneous material bid shall comply with 


applicable requirements and standards of the Occupational Safety and Health Act and 


applicable Mississippi codes.



Bidder may be required, at no expense to the City, to make available for test/demonstration, 


material or equipment equal in all aspects to the bid, and/or equal material or equipment that 

may be seen under operating conditions in the East Mississippi area.
1.16
SUBSTITUTIONS

A.
Brands, other than those listed, may be acceptable with prior approval of the City.

1.17
UNIT PRICES

A.
All charges shall be included in the unit price.  Total bid price should be the actual sum 


of the extension of unit prices.  In the event of any discrepancy between a unit price(s), 


extended price(s), and/or total price(s), unit prices will govern and the bid will 
be refigured 


accordingly.
1.18
WARRANTY

A.
All warranty service shall be provided at no cost to the City during the warranty period.  


Warranty service shall include, but not be limited to labor, repair parts, equipment, time and 


travel.



Vendor shall provide the written and precise terms of the warranty, with his bid
PART 2 - INSTRUCTIONS TO BIDDERS

2.1
BID SUBMITTAL


A.
The City of Meridian will accept competitive sealed bids until 11:00 AM, Tuesday, 



August 16, 2016, at City Hall Purchasing, 601 23rd Avenue, Meridian, MS 39301, for the 


purpose of purchasing a new Cold Milling Machine. 



If City Hall is closed for business at the time bids are due, for whatever reason, sealed bids 


will be accepted and opened on the second business day of the City, at the originally 


scheduled hour.

B.
Bids shall be submitted on the bid form provided, sealed in an envelope with the following 


plainly marked on the outside of the envelope:



1.  Company Name and Address



2.  Bid Name and Number



3.  Opening Date

“Bid on COLD MILLING MACHINE – BID#16-22 – AUGUST 16, 2016”

C.
Return the entire Bid package.  DO NOT remove any part.  All Bids must be signed by an 


authorized officer or agent of the company submitting bid.  All signatures shall be in blue 


ink.  DO NOT fax bid submittal.

D.
All bids will be considered improper and rejected which contain bids not asked for, which do 


not bid on all items or subdivisions, or which do not contain prices in words and figures for 


all items given.  In case of discrepancy, the amount in words will govern.

E.
All prices and notations must be printed in ink, typewritten or computer generated.  No 


erasures permitted.  Errors may be crossed out and corrections printed in ink or typewritten 


adjacent, and must be initialed in ink by person signing bid.  Discounts other than "time" 


discount offered should be deducted from the unit price.  Bid prices must be net.


2.2
SPECIFICATIONS


A.
Specifications may be obtained by contacting Eugene Perry.  All procedural and technical 


questions, or if the attached specifications are incomplete, not clear, or not standardized, 


shall be made in writing and addressed to:


Procedural Questions



Technical Questions


City of Meridian





City of Meridian


Eugene Perry, Purchasing Agent


Mike VanZandt


2412 7th St






311 27th Avenue


Meridian MS 39301



Meridian MS 39301



Ph 601-485-1938




Ph 601-485-1917


Fx 601-485-1979




mikevanzandt@meridianms.org


eugeneperry@meridianms.org





Any bidder who finds a discrepancy in or omission from the specifications, or is in doubt as to 

their meaning, or feels that the specifications are discriminatory, shall notify the City 



Purchasing Agent in writing not later than five (5) days prior to the scheduled opening of bid.  

Exceptions taken do not obligate the City to change the specifications.


B.
This piece of equipment shall comply with all federal, state and local laws binding upon this 


type of equipment.  

C.
Brands, other than those listed, may be acceptable with prior approval of the City.  Any 


reference to manufacturers make or series of equipment stated in the following 



specifications is intended only to establish an acceptable standard and is not intended to 


limit the bidding.


Used, prototype, re-manufactured, or otherwise rebuilt equipment shall not be bid.

D.
Factory literature must be submitted with bid to verify compliance to the specifications.

E.
TEST / DEMONSTRATION:  Bidder may be required, at no expense to the City, to make 


available for test/demonstration, material or equipment equal in all aspects to the bid, and/or 

equal material or equipment that may be seen under operating conditions.
III.
PRODUCT

Vendor must note his/her compliance to the specifications in the spaces provided.  Deviations 
or changes must be noted and explained.  Vendor must meet or exceed the specifications.  


	Cold Milling Machine Specifications

	
	

	GENERAL:  Shall be a front loading pavement profiler, mounted on four crawler tracks. Shall be complete with all standard equipment as described in the manufacturers published literature and manuals as well as special accessories described herein. Shall be completely serviced and ready for use prior to inspection and delivery. Design to be current the last 24 months and more than 10 units operating in North America.

	1.    Dimensions and Capacities
	

	Maximum Overall Length of 41.5 feet (transport) 
	YES □  NO □  

	Maximum Transport Height of 9.8 feet                                                                 
	YES □  NO □  

	Width shall be 8.7 feet                                                                               
	YES □  NO □  

	Minimum Shipping Weight of 41,226 lbs
	YES □  NO □  

	Minimum Operating Weight of 43,872 lbs
	YES □  NO □  

	Maximum Operating Weight of 53,352 lbs
	YES □  NO □  

	2.  Milling Drum
	 

	Minimum Drum diameter at cutting bit of 39 inches tip to tip
	YES □  NO □  

	Minimum Cutting Width of approximately 48 inches
	YES □  NO □  

	Cutting depth range in single pass of 0-13 inches
	YES □  NO □  

	Number of teeth on drum equals 115
	YES □  NO □  

	Number of teeth per inch of drum length equals 2.5
	YES □  NO □  

	Maximum cross slope angle of 5 degrees
	YES □  NO □  

	3.    Conveyors
	 

	Swing angle, from center Minimum of 60 degrees left/60 degrees right
	YES □  NO □  

	Width, pickup Minimum of 26 inches
	YES □  NO □  

	Width, load out Minimum of 24 inches
	YES □  NO □  

	Length, horizontal from pivot Minimum of 25.75 feet
	YES □  NO □  

	Loading height, ground to bottom of conveyor Minimum of 18.1 feet
	YES □  NO □  

	4.    Travel Speed
	 

	Self-transport, Maximum speed of 4.7 mph
	YES □  NO □  

	Milling speed of 0 - 105 fpm
	YES □  NO □  

	Inside turning radius Maximum of 79 inches
	YES □  NO □  

	5.    Tank Capacities
	 

	Fuel Capacity Minimum of 161 US Gals, Shall be full at delivery
	YES □  NO □  

	Water Tank Capacity Minimum of 422 US Gals
	YES □  NO □  

	Hydraulic Oil Capacity Minimum of 34 US Gals
	YES □  NO □  

	6.    Engine Water cooled diesel, “Cummins”, QSL 9, 333 SAE Net HP (min), TIER 4f
	YES □  NO □  

	If not standard equipment, the following items shall be furnished and installed:
	 

	A.    Dry type air cleaner with service indicator.
	 

	B.    Fuel/water separators and filters shall be provided in accordance with engine manufacturer’s recommendations.
	 

	C.    Visual and audible warning devices for high coolant temperature and low oil pressure. Visual warning shall have a light for temperature and low oil pressure warning.
	 

	D.    Lube oil filters in accordance with engine manufacturer’s recommendations.
	 

	F.     Engine power to ground drive system shall be hydrostatic drive, provided by a single variable displacement pump.
	 

	G.    Engine power to milling drum shall be via transfer gearbox, heavy-duty drive belts with automatic tensioner, two reversible sheaves and planetary reduction gearbox inside the drum. The drum drive clutch shall be a hydraulically engaged, dry, multi-disc type. Countershaft style drum drive transmissions are not acceptable. A hydraulic drum drive system via a combination of hydraulic pumps and motors is not acceptable.
	 

	H.    Fuel tank to include a clean-out access cover.
	 

	7.    Chassis -  Shall be designed for heavy use and be capable of withstanding all forces and loads developed in pavement milling operations without permanent deformation or cracking. The chassis or accessories shall provide at least one completely unobstructed side for flush curbside cuts. Chassis shall include the following items or accessories.
	YES □  NO □  

	A.    Work platform for operator(s) with adequate, supported access ladder and hand railing.
	 

	B.    Toolbox and/or locking compartments.
	 

	C.    Hydraulic oil tank with integral cleanout/inspection cover.
	 

	D.    Water tank with integral cleanout/inspection cover.
	 

	E.     Operators control station with fully adjustable seat, steering column and hydraulically lowering weather canopy.
	 

	F.     Water spray system milling drum.
	 

	G.    Hydraulic ground drive.
	 

	H.    The milling drum shall be positioned in the rear of the machine, between and on a direct line axis with the rear tracks to provide for maximum weight transfer to the milling drum. The milling drum shall not be located in front of any drive or steering tracks. The operator platform shall be directly positioned over the drum to allow for maximum control and visibility.
	 

	I.     The front tracks shall be fitted to individually suspended support legs. Each front support leg shall utilize hydraulic cylinders, which can be simultaneously actuated to adjust the height of the front of the machine. The front leg cylinder hydraulic system shall be constructed so that both tracks remain in contact with the ground on uneven surfaces or when making a partial cut.
	 

	J.     The rear tracks shall be fitted to individually suspended support legs. Each rear support leg shall utilize hydraulic cylinders, which can be individually or simultaneously actuated to adjust the milling depth and angle. The track and support leg at the right rear shall pivot 180 degrees, hydraulically, without the need for hand tools to be used in the operation, to increase the side clearance and allow for flush cutting next to curb. The track in the out board position should be in line with the cutter. The pivoting in and out of the right rear track must be possible without putting the weight of the machine on the drum.
	 

	8.    Instruments and Controls - The following instruments shall be provided in a centrally located operator’s control station.
	YES □  NO □  

	A.    Hour meter
	 

	B.    Low engine oil pressure warning light and buzzer
	 

	C.    High engine temperature warning light and buzzer
	 

	9.    Electric Gauges - All shall be illuminated and have a vandalism protection cover over the operator panel with a lockable hasp. Cover shall be removable or hinged and shall not hinder the operator’s view. A level of on-board diagnostics must be available without the use of an external laptop computer.
	YES □  NO □  

	The following controls shall be provided at the operator’s control station:
	YES □  NO □  

	A.    Profiler directional controls (steering wheel type).
	 

	B.    Multifunctional Armrest. Multifunctional, individually adjustable armrest.
	 

	C.    Multicolor display mounted in front of armrest.
	 

	D.    Illuminated cutting drum operating controls (start/stop).
	 

	E.     Ground speed control with incorporated brake on/off control.
	 

	F.     Conveyor system controls (elevation, swing, on/off and speed control).
	 

	G.    Illuminated water spray system controls (on/off).
	 

	H.    Mold board controls.
	 

	I.     Full automatic grade controls, with manual override, 1/8 inch tolerance (min).
	 

	J.     Machine elevation with manual override (if applicable).
	 

	K.    Emergency shut-off button.
	 

	L.     Multi-position ignition (off, on and work light position).
	 

	M.    Control for flow divider (off, on and momentary on).        
	 

	N.    Selector switch (off/on), for automatic performance regulator, with adjustment for engine RPM range, and manual control of ground drive system.
	 

	O.    Monitoring system with 2 cameras and screen.
	 

	P.     Equipped with the telematics service monitoring system at no charge for 3 years.
	 

	10.    Auxiliary Controls
	 

	A.    Emergency engine stop switch(s), mounted at the operator’s control panel(s), easily accessible and operable by an operator wearing work gloves.
	YES □  NO □  

	B. All instruments and controls shall be fully labeled. All labels shall be of the international symbol type.            
	YES □  NO □  

	11.    Electrical System -  Shall be 24 volt, direct current, negative ground. All electrical circuits shall be protected by resettable circuit breakers. Alternator, regulator, starter, battery disconnect switch.
	YES □  NO □  

	12.    Hydraulic System -  Shall provide hydraulic power to the following systems:
	YES □  NO □  

	A.    Ground drive
	 

	B.    Steering
	 

	C.    Chassis lift
	 

	D.    Mold board
	 

	E.     Conveyor and conveyor lift
	 

	F.     Hydraulic side plate lifters
	 

	Hydraulic System shall be manufacturer’s standard design and shall include the following accessories if not standard.    
	YES □  NO □  

	A.    150 micron oil strainer(s)
	 

	B.    10 micron return line filter(s)
	 

	C.    10 micron suction filter(s)
	 

	D.    Oil cooler
	 

	 
	 

	All fittings shall be in accordance with recommended practices. Black iron piping is not acceptable. Shall have shut-off valves or other means to change filters without loss of hydraulic fluid. The reservoir shall have a filter breather/filler cap and a drain.
	YES □  NO □  

	13.    Ground Drive - Shall be as follows:
	YES □  NO □  

	A.    Four (4), 52” long by 10” (minimum size), hydraulically driven tracks at the front and rear of the machine. Track assemblies shall have a minimum of three bottom support rollers.
	 

	B.    Bolt-on polyurethane track pads easily replaceable without disassembly of the crawler tracks.
	 

	C.    The right rear track shall be steerable to enhance the machines maneuverability
	 

	D.    The right rear track shall be able to pivot in and out without putting the weight of the machine on the drum.
	 

	E.     Full hydraulic (hydrostatic) proportional balanced drive, infinitely variable throughout the travel and milling speed ranges. 
	 

	F.     Hydrostatic drive type brakes, providing dynamic braking.
	 

	G.    Over-pressure bypass valve, over-pressure cut-off valve to prevent excessive temperatures in the pump.
	 

	H.    Parking brake, spring applied, hydraulically released disc type on all four tracks.
	 

	I.      Hydraulic flow divider to ensure consistent tractive effort and to prevent track slippage. Shall be switchable by operator (off, on and momentary on).
	 

	J.     An emergency tow valve shall allow the machine to be towed in case of engine power loss. The tow package shall release the parking brake system without the need of external engine or hydraulic power and create a temporary internal by-pass in the hydraulic ground drive system so that the machine may be towed for short distances.
	 

	14.    Milling Drum System - Shall include the following:
	 

	DEPTH OF CUT:  
	YES □  NO □  

	Cutting mandrel shall be capable of reaching and cutting 13 inches below grade without removing grade shoes. Must be capable of planning or excavating (mining) to 13 inches minimum.
	 

	DRIVE:
	YES □  NO □  

	A.    2-speed belt driven milling drum drive with planetary reduction gears in the drum.
	 

	B.    Belt drive shall have an automatic hydraulic belt tensioner.
	 

	C.    Unit shall have a hydraulically engaged, dry, multi-disc drum clutch.
	 

	D.    Unit shall have power transfer gearbox between the clutch and V-belt drive.
	 

	DRUM, BITS, FLIGHTING:
	YES □  NO □  

	A.    Welded, triple-wrap flighting attachment to drum.
	 

	B.    Bolt-on tool holder system, “Quick Change” type with a single bolt per holder, allowing easy field replacement without the need for a welder, using only common hand tools, ensuring correct realignment of holder geometry to maintain high tooth endurance. Holders should be the same across the drum. No lefts or rights. 
	 

	C.    Bits shall be industry standard type with a 0.765 inch shank diameter.
	 

	D.    Drum shall be equipped with manganese faced, bolt-on material removal paddles.
	 

	E.     Automatic disengagement of the drum drive when the access door is open.
	 

	F.     The support bearing on the opposite end of the drum from the gearbox shall be a heavy duty, long life, cylindrical roller bearing using oil bath lubrication.
	 

	G.    Hydraulic side plate lifters to enhance curb cutting capability. Side plates shall lower automatically except when drum access door is open for the service.
	 

	H.    FCS drum changing system for quicker drum swaps.
	 

	MOLDBOARD:
	YES □  NO □  

	A.    Shall have segmented, replaceable, abrasion resistant carbide steel scraper blade wear edges, across the full width.
	 

	B.    Hydraulic lift cylinder(s) with positive up/down controls and a “float” mode.
	 

	C.    The moldboard shall have a positive mechanical lock to keep the back door up if the hydraulic suspension should fail.
	 

	AUTOMATIC GRADE PROFILING CONTROLS:
	YES □  NO □  

	A.    Referencing from the drum housing side plates for normal milling operations.
	 

	B.    Electronic wire rope grade sensors, on both the right and left side of the machine with +/- 1/8 inch tolerance. Controls shall accept sonar and laser sensors without modification. 
	 

	C.    System shall use “proportional” hydraulic valving for smooth operation and grade transitions.
	 

	D.    Zero curbside clearance on the right side for curb and gutter cutting. 
	 

	E.     Readout window for the slope of the machine even when running dual grade.
	 

	15.    Conveyor System - Shall be capable of both discharging into a truck bed and windrowing onto the pavement. Shall be capable of loading tandem-axle trucks from the rear or side, and semi-trailers from the side. Discharge of the conveyor must extend 25 feet from the front of the machine frame.
	YES □  NO □  

	16.    Conveyor System Components - Must include the following:
	YES □  NO □  

	A.     Hydrostatically powered conveyor, two pieces. Conveyor belt speed shall be infinitely adjustable, from zero to maximum speed.
	 

	B.     Left and right swing of at least 60 degrees each direction from center.
	 

	C.     Single assembly conveyor carrier and bottom support rollers. Drive pulley tension must be adjustable. Drive pulley and return pulley tracking must be adjustable.
	 

	D.    Permanent pressure lubrication fittings on all idlers, or alternately, the idler bearings shall be sealed and permanently lubricated.
	 

	E.     The conveyor shall have a discharge capacity to handle all material milled by the drum within the operating speed and depth specifications.
	 

	F.     The conveyor must be easily and quickly detachable, by one man, without the need for hand tools. The machine must be capable of rear flush cutting to allow for milling out of corners and flush cutting to barriers.
	 

	G.    The conveyor must have a reversing mode feature.
	 

	H.    The conveyor shall have a hydraulic folding device.
	 

	17.    Water Spray System - Must meet the following:
	YES □  NO □  

	A.    Main water tank, 422 gallon capacity.
	 

	B.    Tank shall be corrosion protected.
	 

	C.    Nozzle shall be of the quick removal, twist-off design, and easily accessible for service.
	 

	D.    The spray bar shall be located at the top rear of the drum housing.
	 

	E.     Water filter, in-line between the tank and pump. The filter shall be rated for system water flow rate and pressure with 80 mesh nominal filtration and basket type construction. The water system shall have a non-gravity-drip solenoid to keep water from draining out of the tank when the pump is shut off. The water pump shall be connected for, and capable of loading the machines main water tank for a separate reservoir.
	 

	F.     Pump shall be a high capacity, centrifugal type to ensure lowest possible milling bit temperature.
	 

	G.    Pressure washing circuit with quick disconnect located near cutter drum.
	 

	18.    Additional Required Equipment
	YES □  NO □  

	A.    Electric backup alarm, steam cleanable.
	 

	B.    Exhaust stack with rain cap and heat shield (if applicable).
	 

	C.    All deck walking areas shall be “gripstrut”, decking, grating or non-skid coated plate type decking.
	 

	D.    Operator’s platform shall have conveniently located controls and provide excellent visibility forward and backward.
	 

	19.    Lighting - The following quick-disconnect, halogen lights shall be furnished and installed. 
	YES □  NO □  

	A.    Two work lights on the front of the machine.
	 

	B.    One work light on right side of the machine to illuminate the drum working area.
	 

	C.    Two work lights at the loading end of the secondary conveyor.
	 

	D.    Amber warning light, halogen, with on/off switch at the operator’s panel.
	 

	20.    Warranty
	 

	5 Year/5000 Hour (whichever occurs first) entire machine warranty including transport fees when machine cannot be repaired on site. (Attach Warranty)
	YES □  NO □  

	10 Year/Unlimited Warranty on all Tier 4 Exhaust components. (Attach Warranty)
	YES □  NO □  

	21.    Maintenance
	 

	All maintenance requirements to be provided by vendor, on site, at no cost to City of Meridian during the warranty period. (Attach manufacturers maintenance schedule)
	YES □  NO □  

	22.    Training
	 

	8 hours of initial training to be provided within 2 days of machine delivery.  5 additional days of training to be provided by the vendor at no additional cost and scheduled by the City of Meridian within 3 years of machine delivery. 
	YES □  NO □  

	23.    Delivery
	 

	180 days or less from receipt of purchase order.
	YES □  NO □  

	 
	 

	Failure of personnel to discover defects or omissions of spec required items during the acceptance inspection does not relieve the Winning Bidder from the responsibility for correcting the area of non-compliance found after delivery of the inspected machine and on prior or subsequent machines.
	 


Signature: _______________________________ Company: __________________________ Date: __________
REFERENCES
COLD MILLING MACHINE
BID #16-22
Company Name:
_____________________________________________________________________

Signature:

_______________________________________________  Date: ________________

Our company has successfully supplied Cold Milling Machines to the following entities:

1.
Company Name
_____________________________________________________________________


Mailing Address
_____________________________________________________________________


Contact Person
___________________________________


Telephone No.
___________________________________


E-mail Address
___________________________________
2.
Company Name
_____________________________________________________________________


Mailing Address
_____________________________________________________________________


Contact Person
___________________________________


Telephone No.
___________________________________


E-mail Address
___________________________________
3.
Company Name
_____________________________________________________________________


Mailing Address
_____________________________________________________________________


Contact Person
___________________________________


Telephone No.
___________________________________


E-mail Address
___________________________________
4.
Company Name
_____________________________________________________________________

Mailing Address
_____________________________________________________________________

Contact Person
___________________________________

Telephone No.
___________________________________

E-mail Address
___________________________________

BID FORM

COLD MILLING MACHINE
BID #16-22
We are pleased to submit the following bid for
MAKE AND MODEL # 
______________________________________________________________
TOTAL BID IN:
NUMBERS
$_______________________________
WORDS ______________________________________________________ Dollars ____________________ Cents
Amounts are to be shown in both figures and words.

In case of discrepancy, the amount in words will govern.

Price(s) quoted - shall be firm for 60 calendar days from bid opening date.

This checklist is for the Bidder’s use in preparing his bid.  It is not intended that it include all details necessary to prepare a bid nor is it intended as a substitute for the requirement of the Specifications.  Use of this checklist does not relieve the Bidder from the responsibility of meeting all requirements of the Specifications concerning the preparation of an acceptable bid.

FAILURE TO PROVIDE EACH OF THE FOLLOWING ITEMS, 1 THROUGH 5, 

WITH BID OFFERING, MAY RESULT IN BIDDER BEING DISQUALIFIED


1.
Entire Bid Packet - Pages 1 – 10

2.
Warranty – Page 5

3.
Literature – Page 8 


4.
References - Page 9

5.
Addendums, if any
COMPANY NAME:
________________________________________________________________________________________

MAILING ADDRESS:
________________________________   
CITY, STATE, ZIP:
_______________________________________
CONTACT FOR BIDS:
___________________________________________

E-MAIL ADDRESS:
___________________________________________
TOLL FREE NO:
___________________________________________


TELEPHONE NO:
___________________________________________



FAX NO:
___________________________________________


Signature of Authorized Officer or Agent – (Blue Ink):

SIGNATURE:
___________________________________________

TITLE: ___________________________________
PRINT NAME:
___________________________________________

DATE:
___________________________________
[   ]
We wish to submit a "NO BID" at this time, but request that our company remain on your bidders list for future solicitations
