[bookmark: _GoBack]RE:  ADVERTISEMENT FOR NEW VEHICLE

RESOLUTION OF THE BOARD OF SUPERVISORS OF BENTON
COUNTY, MISSISSIPPI DECLARING ITS INTENTION TO ADVERTISE FOR
NEW VEHICLES

	WHEREAS, the Board of Supervisors of Benton County, Mississippi, desires to give notice that it intends to purchase new Truck for and on behalf of the County; and
	WHEREAS, existing laws provide that proper notice of the intention of the Board to accomplish these things should be given in the manner and form required by law;
	NOW, THEREFORE, BE IT RESOLVED by the Board of Supervisors of Benton County, Mississippi, said notice to be substantially as follows:
1.  That notice of the intention of the Board to purchase new equipment be given as required by law, as follows:
a. Diesel Truck 260 HP, 660 lb Torque@1300RPM, Governed@2600 RPM, #2 Bell Housing, Spin-On Oil Filter

The Board reserves the right to reject any or all bids, to waive any formality in bids, to accept in whole or in part such bid or bids as may be deemed in the best interest of the county.
Sealed bids for the said item will be received at the office of the clerk of this board, Benton County Chancery Clerk, P. O. Box 218, Ashland, Mississippi 38603, 
662-224-6300 until 10:00 o’clock A.M. on October 26, 2016.  Published by order of the Board of Supervisors of Benton County, Mississippi this the 30th day of September, 2016.
2. That the Clerk of this Board is hereby authorized and directed to execute the foregoing Notice and cause the same to be published in the Southern Advocate, a weekly newspaper, published in and having a general circulation throughout Benton County, Mississippi, as required by law.
	Upon motion being duly made by Supervisor Shoup, seconded by Supervisor Lowry, and thence receiving the unanimous vote of all members present and voting, the President declared said motion carried and the order adopted this the 30th day of September, 2016.

							____________________________________
							RICKY PIPKIN, PRESIDENT
							BOARD OF SUPERVISORS 
							BENTON COUNTY, MISSISSIPPI


Publish Dates:  October 6 and October 13
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SPECIFICATIONS FOR CHASSIS

ENGINE: Diesel, 260HP, 660-Ib Torque @1300RPM, Governed @2600 RPM, #2 Bell Housing, Spin-On Oil
Filter

TRANSMISSION: Allison 2500 RDS Automatic, Wide Ratio 5 Speed w/Overdrive, includes oil level sensor
w/PTO provision, less retarder, 33,000lb GVW.

SINGLE REAR AXLE: 21,000lb capacity with 20,000Ib capacity vari-rate spring suspension with 4500lb
auxiliary rubber spring 5.57 axle ratio.

SYNTHETIC LUBE: In rear axle and transmission

FRONT AXLE: 10,000lb capacity with 10,000lb parabolic, taper leaf suspension with shock absorbers
AIR BRAKE SYSTEM: With full vehicle wheel control ABS

FRONT AIR CAM: 15.0”X4.0”

REAR AIR CAM: 16.5"x7.00”

AIR DRYER: Bendix AD-9 with heater

AIR COMPRESSOR: 18.7 CFM minimum

EXHAUST: Horizontal after treatment device with horizontal tail pipe, must provide clean CA above rail.
FUEL TANK: Minimum 50 gallon aluminum mounted under cab

FRAME RAILS: Heat treated alloy steel, 80,000 PSl Yield; 10.250"X3.092"X0.375"

FRONT TOW HOOKS: 2 frame mounted inside rail

BATTERY SYSTEM: 2-12 volt, 1850 CCA minimum

BODY BUILDER WIRING: To include sealed connections for tail/amber turn/marker/backup/accessory
power/ground and sealed connector for stop/turn.

THROTTLE, HAND CONTROL: Engine speed control for PTO; Electronic, stationary pre-set, two speed
settings, mounted on steering wheel

AIR CONDITIONER: with integral heater and defroster and fresh air filter
MIRRORS: Rectangular 7.55”x14.1” with breakaway brackets and 7.44” square convex on both sides

OVERHEAR CONSOLE: with dual storage pockets and retainer nets and CB radio pocket
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STORAGE POCKET: Drivers door, full length

Cruise Control, Cigar Lighter, AM/FM/WB Radio, Air Ride Driver Seat, Two Man Passenger Bench
AIR HORN

LOW COOLANT LEVEL INDICATOR

CHROME GRILL

CIRCUIT BREAKERS: To replace all fuses except 5 Amp fuses

WHEELS: 22.5”x7.50” painted steel, hub piloted, flanged nut, metric mount with steel hubs, 2 hand
hole, 10 stud

TIRES: Front 275/80R22.5 Steer Position 14 Ply
Rear 275/80R22.5 Drive Position 14 Ply

WARRANTY:  Chassis — 24 Months/ Unlimited Miles
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All steel Hi-Tensile
Body floor shall be 7 gauge 100,000 psi steel with 7 gauge support gussets. (flat floors not acceptable)
Front bulkhead — 3/16” steel
Sides and roof — 10 GA 80k of curved shell design (No side bracing)
Ejection panel — 10 GA with 3” & 4” structural steel tube bracing
Hopper floor — %” and hopper back- %" T-1 Steel
Tailgate Construction - 10 GA upper and 7 GA lower with horizontal 7GA formed bracing.
Sweep and pack blades — %"
Up to 950 Ib per yard compaction rate
Hopper capacity-3.0 cubic yards
Packing mechanism must ride on replaceable polyethylene shoes, rollers or metal shoes not acceptable.
Ejection slide shoes must be replaceable without removing ejection blade.
Pack cylinders —4.5”
Sweep cylinders —5”
All welds continuous
Ejection blade must advance automatically with packed against by means of back pack valve.
Automatic tailgate locks.
Tailgate controls direct linked to control valve which is mounted to upper right side of tailgate for east
access.
Proximity type switch for auto throttle advance
Polyethylene slide shoes replaceable from outside confines of tailgate without removing slide
In tank 10 micron return line filter
il reservoir — 40 gallon min.
Pump —29 GPM @ 1400-1500 rpm.Normal operating pressure shall not exceed 2450 PSI
PTO - Hot shift direct mount with over speed protection
Mid body turn signals
Rear mounted 4 lamp light bar with stop and turn lights, additional set of stop lights and back-up lights
mounted below hopper
Stop/turn/tail lamps must be LED type
Front and rear strobe light with in cab switch
1 year warranty on body
2 year warranty on cylinders
Emergency shot down button at rear control station
Primed and painted with acrylic enamel with hardener
Back up alarm
Reflective safety striping on rear of tailgate and sides of body
Street side access door to allow access to body - 30x30 inch door shall be securely fastened to the body
side wall with removable hinges.
Service and parts manuals
Two Halogen white lamps shall be mounted on the upper half of the tailgate. The lights shall be capable
of illuminating the hopper of the tailgate. The lights will be activated by a switch in the cab of the
chassis.

5.6 inch flat screen camera with audio for safety of workers and passers-by.




