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Electronic Update Page — RUSH/Start It Up Price List

» New pages will be placed at the back of the document.
» Updated pages will replace existing pages within the document.

Date Page Details

August 2013 Page 777 * Update - October 1, 2012 Haworth Product Non-Obsolescence and Warranty
Policy was replaced with August 1, 2013 version.

December 2013 Page 743-744 * Update - RUSH symbols added to fabrics.

December 2013 Page 1A *New - Pixo and Voyage lights were added to the RUSH program.

March 2014 Page 738 * Update - Wood Group A removed from Wood Finish / Color Legend.

March 2014 Page 468 » Update - 450 Series edge option enhancements added.

This Haworth North American price book contains US list prices.

www.Haworth.com/Canada to find the current Canadian multipliers. These multiplier factors

‘ Canadian customers can convert the US list price into their Canadian equivalent by going to
allow you to convert the US list price into a Canadian list price.
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450 Series Tables

Stationary Tables ......... ... ... i 468-469

Wire Management/Electrical ................ ..., 470
if® Conference End

Four Straight Legs with Casters ......................... 471

Four Straight Legs with Glides  ................. ... ..... 471
if Egg Tables

Four Straight Legs with Casters ......................... 472

Four Straight Legs with Glides .......................... 472
if Round Tables

Four Straight Legs with Glides .......................... 473

6 March 2013/ N.A.

if Collaborative Tables

Straight Leg Table with Casters — No Power ............. 475

Straight Leg Table with Glides — No Power .............. 474
if Desktop Screens

Fabric Tackable Desktop Screen ........................ 476

Frosted Desktop Screen ..., 476
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Round —PostBase ............ ... i, 477
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Symmetric with Glides ............ .. ... ... ... ... ... 482
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Round — Laminate Top ........oiiiiiiii i 484
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Rectangular Table — Laminate .......................... 485

Round Table — Laminate ..., 485
Improv® Series Occasional Tables

Round ... o 487
Casegoods

Product Directory ......... ... .. i 490-501

V Series® Desks
Desk-Height Return — Laminate Top with Painted Steel

Drawer Fronts .......... i 504
Full-Storage Credenzas — Laminate Top with Painted Steel

Drawer Fronts ......... .. i 505
Standard Desk — Double Pedestal Laminate Top with

Painted Steel Drawer Fronts  .............. ... ..., 502
Standard Desk — Single Pedestal Laminate Top with

Painted Steel Drawer Fronts  .............. ... ... ..., 503

V Series Pedestals
Box/Box/File — Attached ............. .. ..o i, 506
Box/Box/File — Mobile .......... ... i 507
Box/Box/File — Suspended .............. ..o, 506
Box/File — Mobile ... 507
Box/File — Suspended .......... ... i 506
File/File — Attached ......... ... ..o i, 506
File/File — Mobile ......... ..., 507
File/File — Suspended ..., 506
V Series Personal Storage Towers with Upper Storage
Five-High with Bookcase Upper Storage ................. 511
Five-High with Hinged Door Upper Storage  .............. 510
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Steel Drawer Fronts ...t 515
Standard Desk — Single Pedestal Laminate Top with Painted
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PREMISE Foundation Elements — Monolithic Panels

Fabric Surface — Standard

=

AN

NMFF-SN
(Non-Powered)

NMFF-SA
(Open Base)

N

NMFF-SP
(3-Circuit Powered)

cus
NOTES:

18”(457mm) wide panels are
non-powered only. Specify
extended power connectors to
confinue power through
18”(457mm) panels.

Receptacle ports on the raceway
cover measure 2”(51mm) fop-to-
bottom and 4 3/4”(121mm)
side-fo-side.

Powered panels with raceway
covers ship with receptacle ports in
the base raceway cover. Non-
powered panels ship without
receptacle ports in the base
racewaqy cover. Powered panels
with PDA but without raceway
covers require separately specified
base raceway covers for power
and communication port locations
other than the standard powered
base raceway cover.

Some building codes may restrict
the use of panel heights greater
than 69”7 (1753mm). Consult your
local code authority to assure that
the furniture layout is compliant
prior to installation.

12 March 2013/ N.A.

Features

Non-powered and powered panels include panel
assembly, panel locks, with or without painted top cap,
with or without one-piece raceway cover; power
distribution assembly/flex connector(s) when power is
specified, and attachment hardware.

Open base panels include panel assembly, panel locks,
with or without painted top cap, and attachment hardware.
Tackable, acoustical panel surfaces.

Panel surfaces may have the same fabric on both sides or
a different fabric on each side.

Monolithic panel thickness is 3”(76mm).

Top raceway is 2”(51mm) deep; base raceway is

6 3/4”(171mm) high.

Powered panels are available for countries that utilize 120
volt 60 hertz electrical systems and U.S. configured plugs
and outlets.

Shipped with unassembled top cap and base raceway
cover (if applicable).

Specification Tips

Connectors are required to create panel runs and
intersections; specify separately.

Monolithic panels will accept upper structure elements up
to 120”(3048mm). See the product application guideline
section for planning rules.

No top cap option is offered to reduce the number of top
cap seams within a panel run. To be used with a
separately specified grooved top cap long enough to span
more than one panel. Refer to Grooved Top Cap for
application details.

No top cap option must be used with a separately
specified grooved top cap.

Flex connectors provided for powered monolithic panels
accommodate straight in-line, inside 90°, and inside 120°
conditions (if applicable). See price list for additional flex
connector applications.

Powered monolithic panels will only accept triplex
receptacles; specify separately.

Open base is not available with power or base raceway
cover.

3-circuit and 4-circuit powered panels can be field
retrofitted for beltline power with the
Power/Communication Port Kit.

Use extended power connectors to pass through
18”(457mm) or 24”(610mm) non-powered panel.

Base raceway is 6 3/4”(171mm) high for all power options.

Do not mix 3-circuit with 4-circuit components. Do not mix
2+2 and 3+1 components. Components have unique
polarity key and color coding.

3-circuit and 4-circuit power options include power
distribution assembly, flex connector and powered
raceway cover.

Raceway cover needs to be separately specified for no
raceway cover option.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
1) Product number, including:
© Top Cap Option:
S Standard
@ Base Option:
N Non-Powered
A Open Base
3-Circuit: 247-60” wide
P 3-Circuit, add $176.80 list
4-Circuit: 247-60” wide
2 4-Circuit — 2+2, add $184.08 list

4 4-Circuit — 3+1, add $184.08 list
2) Fabric/colorway for side one.*
3) Fabric/colorway for side two.*

4) Trim color for base raceway cover
(if applicable).*

5) Trim color for top cap (if applicable).*

*Note: Upcharge for mixed grade fabric or trim
surfaces, refer to the electronic catalog for

pricing.
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PREMISE Foundation Elements — Monolithic Panels

Fabric Surface — Standard

Trim A Trim B
Fabric Grade Fabric Grade

Width Number @@ A B A B

32”(813mm) High

247(610mm) NMFF-3224- $ 446.16 $ 474.24 $ 462.12 $ 490.20
30”(762mm) NMFF-3230- 498.16 534.56 514.12 550.52
36”(914mm) NMFF-3236- 550.16 594.88 566.12 610.84
42”(1067mm) NMFF-3242- 602.16 655.20 618.12 671.16

487(1219mm) NMFF-3248- 654.16 715.52 670.12 731.48
60”(1524mm) NMFF-3260- 758.16 836.16 774.12 852.12
42”(1067mm) High

24(610mm) NMFF-4224- $ 466.96 $ 499.24 $ 482.92 $ 515.20
30”(762mm) NMFF-4230- 518.96 559.56 534.92 575.52
36”(914mm) NMFF-4236- 570.96 619.88 586.92 635.84
42”(1067mm) NMFF-4242- 622.96 680.20 638.92 696.16
48”(1219mm) NMFF-4248- 674.96 740.52 690.92 756.48
60”(1524mm) NMFF-4260- 778.96 861.16 794.92 877.12
48”(1219mm) High

24(610mm) NMFF-4824- $ 479.44 $ 514.24 $ 495.40 $ 530.20
30”(762mm) NMFF-4830- 531.44 574.56 547.40 590.52
36”7(914mm) NMFF-4836- 583.44 634.88 599.40 650.84
42”(1067mm) NMFF-4842- 635.44 695.20 651.40 711.16
48”(1219mm) NMFF-4848- 687.44 755.52 703.40 771.48
60”(1524mm) NMFF-4860- 791.44 876.16 807.40 892.12
53”(1346mm) High
24”(610mm) NMFF-5324- $ 489.84 $ 526.74 $ 505.80 $ 542.70
30”(762mm) NMFF-5330- 541.84 587.06 557.80 603.02
36”(914mm) NMFF-5336- 593.84 647.38 609.80 663.34
427(1067mm) NMFF-5342- 645.84 707.70 661.80 723.66
48”(1219mm) NMFF-5348- 697.84 768.02 713.80 783.98
607(1524mm) NMFF-5360- 801.84 888.66 817.80 904.62
64”(1626mm) High
247(610mm) NMFF-6424- $ 599.04 $ 640.56 $ 615.00 $ 656.52
30”(762mm) NMFF-6430- 651.04 700.88 667.00 716.84
36”(914mm) NMFF-6436- 703.04 761.20 719.00 777.16
42”(1067mm) NMFF-6442- 755.04 821.52 771.00 837.48
48”(1219mm) NMFF-6448- 807.04 881.84 823.00 897.80
60”(1524mm) NMFF-6460- 911.04 1002.48 927.00 1018.44
807(2032mm) High
24(610mm) NMFF-8024- $ 798.72 $ 846.96 $ 814.68 $ 862.92
307(762mm) NMFF-8030- 850.72 907.28 866.68 923.24
36”(914mm) NMFF-8036- 902.72 967.60 918.68 983.56
42”(1067mm) NMFF-8042- 954.72 1027.92 970.68 1043.88
48”(1219mm) NMFF-8048- 1006.72 1088.24 1022.68 1104.20
60”(1524mm) NMFF-8060- 1110.72 1208.88 1126.68 1224.84

List price shown is with non-powered base raceway.

Class FA — SIN 711-1; Discount Group Xl

HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada
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PREMISE Foundation Elements — Monolithic Panels

Fabric Surface — Grooved Top Cap

NMFF-GN
(Non-Powered)

NMFF-GA
(Open Base)

NMFF-GP
(3-Circuit Powered)

cus
NOTES:

18”(457mm) wide panels are
non-powered only. Specify
extended power connectors to
continue power through
18”7(457mm) panels.

Receptacle ports on the raceway
cover measure 2”(51mm) top-to-
bottom and 4 3/4”(121mm)
side-to-side.

Powered panels with raceway
covers ship with receptacle ports in
the base raceway cover. Non-
powered panels ship without
receptacle ports in the base
raceway cover. Powered panels
with PDA but without raceway
covers require separately specified
base raceway covers for power
and communication port locations
other than the standard powered
base raceway cover.

Some building codes may restrict
the use of panel heights greater
than 697 (1753mm). Consult your
local code authority to assure that
the furniture layout is compliant
prior to installation.

14 March 2013/ N.A.

Features

Non-powered and powered panels include panel
assembly, panel locks, grooved painted top cap, with or
without one-piece raceway cover; power distribution
assembly/flex connector(s) when power is specified, and
attachment hardware.

Open base panels include panel assembly, panel locks,
grooved top cap, and attachment hardware.

Grooved top caps allow attachment of panel attached
screens, canopies, Jump Stuff ambient lights, and
off-modular components.

¢ Tackable, acoustical panel surfaces.

Panel surfaces may have the same fabric on both sides or
a different fabric on each side.

Monolithic panel thickness is 3”(76mm).

Top raceway is 2”(51mm) deep; base raceway is

6 3/4”(171mm) high. See the Power and Cable
Management Section for details.

Powered panels are available for countries that utilize 120
volt 60 hertz electrical systems and U.S. configured plugs
and outlets.

Shipped with unassembled top cap and base raceway
cover (if applicable).

Specification Tips

* Base raceway is 6 3/4”(171mm) high for all power options.

Connectors are required to create panel runs and
intersections; specify separately.

Monolithic panels will accept upper structure elements up
to 120”(3048mm). See the product application guidelines
section for planning rules.

Flex connectors provided for powered monolithic panels
accommodate straight in-line, inside 90°, and inside 120°
conditions (if applicable). See price list pages for
additional flex connector applications.

Powered monolithic panels will only accept triplex
receptacles; specify separately.

Grooved top cap eliminates routing of cable in top trough.
Open base is not available with power or base raceway
cover.

3-circuit and 4-circuit powered panels can be field
retrofitted for beltline power with the
Power/Communication Port Kit.

Use extended power connectors to pass through
18”(457mm) or 24”(610mm) non-powered panel.

Do not mix 3-circuit with 4-circuit components. Do not mix
2+2 and 3+1 components. Components have unique
polarity key and color coding.

3-circuit and 4-circuit power options include power
distribution assembly, flex connector and powered
raceway cover.

Raceway cover needs to be separately specified for no
raceway cover option.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
1) Product number, including:
@ Base Option:
N Non-Powered
A Open Base
3-Circuit: 24”-60” wide
P 3-Circuit, add $176.80 list
4-Circuit: 247-60” wide
2 4-Circuit — 2+2, add $184.08 list

4 4-Circuit — 3+1, add $184.08 list
2) Fabric/colorway for side one.*
3) Fabric/colorway for side two.*

4) Trim color for base raceway cover
(if applicable).”
5) Trim color for top cap.*

*Note: Upcharge for mixed grade fabric or trim
surfaces, refer to the electronic catalog for
pricing.

HAWORTH



RUSHY/Start It Up Price List

PREMISE Foundation Elements — Monolithic Panels

Fabric Surface — Grooved Top Cap

Trim A Trim B
Fabric Grade Fabric Grade

Width Number @ A B A B
32”(813mm) High

247(610mm) NMFF-3224-G $ 548.08 $ 576.16 $ 564.04 $ 592.12
30”(762mm) NMFF-3230-G 600.08 636.48 616.04 652.44
36”(914mm) NMFF-3236-G 652.08 696.80 668.04 712.76
42”(1067mm) NMFF-3242-G 704.08 757.12 720.04 773.08
48”(1219mm) NMFF-3248-G 756.08 817.44 772.04 833.40
60”(1524mm) NMFF-3260-G 860.08 938.08 876.04 954.04
42”(1067mm) High

24(610mm) NMFF-4224-G $ 568.88 $ 601.16 $ 584.84 $ 617.12
307(762mm) NMFF-4230-G 620.88 661.48 636.84 677.44
36”(914mm) NMFF-4236-G 672.88 721.80 688.84 737.76
42”(1067mm) NMFF-4242-G 724.88 782.12 740.84 798.08
48”(1219mm) NMFF-4248-G 776.88 842.44 792.84 858.40
60”(1524mm) NMFF-4260-G 880.88 963.08 896.84 979.04
48”(1219mm) High

24”(610mm) NMFF-4824-G $ 581.36 $ 616.16 $ 597.32 $ 632.12
30”(762mm) NMFF-4830-G 633.36 676.48 649.32 692.44
36”(914mm) NMFF-4836-G 685.36 736.80 701.32 752.76
42”(1067mm) NMFF-4842-G 737.36 797.12 753.32 813.08
48”(1219mm) NMFF-4848-G 789.36 857.44 805.32 873.40
60”(1524mm) NMFF-4860-G 893.36 978.08 909.32 994.04
53”(1346mm) High

24”(610mm) NMFF-5324-G $ 591.76 $ 628.66 $ 607.72 $ 644.62
30”(762mm) NMFF-5330-G 643.76 688.98 659.72 704.94
36”(914mm) NMFF-5336-G 695.76 749.30 711.72 765.26
427(1067mm) NMFF-5342-G 747.76 809.62 763.72 825.58
48”(1219mm) NMFF-5348-G 799.76 869.94 815.72 885.90
607(1524mm) NMFF-5360-G 903.76 990.58 919.72 1006.54
64”(1626mm) High

247(610mm) NMFF-6424-G $ 700.96 $ 742.48 $ 716.92 $ 758.44
30”(762mm) NMFF-6430-G 752.96 802.80 768.92 818.76
36”(914mm) NMFF-6436-G 804.96 863.12 820.92 879.08
42”(1067mm) NMFF-6442-G 856.96 923.44 872.92 939.40
48”(1219mm) NMFF-6448-G 908.96 983.76 924.92 999.72
60”(1524mm) NMFF-6460-G 1012.96 1104.40 1028.92 1120.36
807(2032mm) High

24(610mm) NMFF-8024-G $ 900.64 $ 948.88 $ 916.60 $ 964.84
30”(762mm) NMFF-8030-G 952.64 1009.20 968.60 1025.16
36”(914mm) NMFF-8036-G 1004.64 1069.52 1020.60 1085.48
42”(1067mm) NMFF-8042-G 1056.64 1129.84 1072.60 1145.80
48”(1219mm) NMFF-8048-G 1108.64 1190.16 1124.60 1206.12
60”(1524mm) NMFF-8060-G 1212.64 1310.80 1228.60 1326.76

List price shown is with non-powered base raceway.

HAWORTH

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

March 2013/N.A. 15



RUSH/Start It Up Price List

PREMISE Foundation Elements — Monolithic Panels

Glazed — Standard

Clear
Height Width Number @ Trim A Trim B
Standard — Painted Top Cap
] ] 64”(1626mm) 24”(610mm) NMG-6424-S $ 941.20 $ 987.08
80”(2032mm) 24”(610mm) NMG-8024-S 1123.20 1170.36
List price shown is with non-powered base raceway.
Features To Order, Specify:To Order, Specify:
* Non-powered and powered double paned panels include panel  standard Top Cap Panels
/ assembly, panel locks, standard or wood top cap, with or without . ..
one-piece raceway cover; power distribution assembly/flex 1) Product number, including:
/ connector(s) when power is specified. ﬂ Base Option:
L ¢ Open base panels include panel assembly, panel locks, top cap,
and attachment hardware. N Non-Powered
NNMG-Fg,N g NMG-Sé\ * Top raceway is 1”(25mm) deep; base raceway is A Open Base
(flon-Powered) (Open Base) 6 3/4”(171mm) high. See the Power and Cable Management P
Section for details. 3-Circuit: 247-60” wide
il ¢ Powered panels are available for countries that utilize 120 volt 60 o )
hertz electrical systems and U.S. configured plugs and outlets. P 3-Circuit, add $176.80 list
¢ Panel thickness is 3”(76mm). 4-Circuit: 24”-60” wide
* Shipped with assembled glazed surfaces and unassembled top
cap and base raceway cover 2 4-Circuit — 2+2, add $184.08 list
(if applicable). 4 4-Circuit—3+1, add $184.08 list
Specification Tips 2) Glazing.
= ¢ Connectors are required to create panel runs and intersections; 3) Trim color for frame.*
= specify separately. ! . : *
% ¢ Monolithic panels will accept upper structure elements up to 4 Trfm color for base rac*eway (if applicable).
NMG.SP 120”(3048mm). See the Product Application Guidelines Section for ~ 5) Trim color for top cap.

(3-Circuit Powered)
MG-WP

cus
NOTES:

18”(457mm) wide panels are
non-powered only. Specify
extended power connectors to
continue power through
18”(457mm) panels.

Receptacle ports on the raceway
cover measure 2”(51mm) top-to-
bottom and 4 3/4”(121mm)
side-to-side.

Powered panels with raceway
covers ship with receptacle ports in
the base raceway cover. Non-
powered panels ship without
receptacle ports in the base
raceway cover. Powered panels
with PDA but without raceway
covers require separately specified
base raceway covers for power
and communication port locations
other than the standard powered
base raceway cover.

Some building codes may restrict
the use of panel heights greater
than 69”7 (17563mm). Consult your
local code authority to assure that
the furniture layout is compliant
prior to installation.

16 March 2013/ N.A.

planning rules.

Flex connectors provided for powered monolithic panels

accommodate straight in-line, inside 90°, and inside 120°

conditions (if applicable). See price list pages for additional flex

connector applications.

* Powered monolithic panels will only accept triplex receptacles;

specify separately.

Open base is not available with power or base raceway cover.

Glazed panels are not available with grooved top cap.

Cannot be retrofitted with grooved top cap.

Use extended power connectors to pass through 18”(457mm) or

24”(610mm) non-powered panel.

Base raceway is 6 3/4”(171mm) high for all power options.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding.

e 3-circuit and 4-circuit power options include power distribution
assembly, flex connector and powered raceway cover.

Class FA — GSA: Open Market

Canadian Conversion Factor: Refer to haworth.com/Canada

*Note: Upcharge for mixed grade trim surfaces,
refer to the electronic catalog for pricing.

HAWORTH



RUSHY/Start It Up Price List

PREMISE Foundation Elements — Monolithic Panels

Single Door and Frame — Standard

/

NDLS (Non-Powered)

A

Left-hand door swing

N

Right-hand door swing
NOTES:

Most building codes for new
buildings require a minimum
clearance door width of
32”(814mm). To meet this
requirement, the 42”(1067mm)
wide door must be ordered.

Consult local building codes for
clearance height requirements.

HAWORTH

Includes door frame, panel locks, threshold, top cap, door, hinges,
brushed aluminum knobs or ADA levers and lock set with one key.
High-pressure laminate or wood veneer door surfaces.

Door shipped with left- or right-hand swing as specified and can be
field-changed.

Top raceway is 1”(25mm) deep. See Cable Management Section
for cabling capacities.

Specification Tips

Connectors are required to create panel runs and intersection;
specify separately.

Doors will accept attached upper structure elements up to
1207(3048mm). See the Product Application Guidelines Section for
planning rules.

Hinged side of door should be placed next to supporting panels
(as shown to left).

Door may be placed a maximum of 24”(610mm) from supporting
panels at 90°.

¢ Doors are not available with grooved top cap.

Cannot be retrofitted with grooved top cap.

Door Opening Clearance

Clearance
Door Size Height Width
8036 787(1981mm)  30”(762mm)
8042 78”(1981mm) 36”(914mm)

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

Frame Frame Painted Top Cap Laminate A

Height Width Number Trim A

Laminate Door

_ 80”(2032mm) 36”(914mm) NDLS-8036-K $2003.04

42”(1067mm) NDLS-8042-K 2460.64
36”(914mm) NDLS-8036-A 2193.36
427(1067mm) NDLS-8042-A 2650.96

Features To Order, Specify:

Standard Top Cap Door
1) Product number with handle designation.
K Knob with brushed chrome finish
A ADA lever with brushed aluminum finish
2) Door swing designation.
L Left-hand
R Right-hand
3) Door surface color (laminate).
4) Trim color for frame.
5) Trim color for top cap.

March 2013/N.A. 17



RUSH/Start It Up Price List

PREMISE Foundation Elements — Super Base Panel

Standard

Features To Order, Specify:

* Non-powered and powered panels include a panel core, ; —
panel locks, two pads with pad attachment brackets, 1) Product number, including:
vertical cable guide, painted top cap, with or without o Top Cap Option:
one-piece raceway cover; power distribution assembly/flex
connector(s) when power is specified. S Standard

* Open base panels include a panel core, panel locks, two PPN
pads with pad attachment brackets, and painted top cap. 9 Base Option:

¢ Pads are field-removable for access to cabling or pad N Non-Powered

i i replacement.
[\‘r\‘ljoﬁ-'\é’owered) ?gpgﬁBase) ¢ Pad options include: painted, fabric/tackable, fabric/ A Open Base

NJ-SP
(3-Circuit Powered)

cus
NOTES:

18”(457mm) wide panels are
non-powered only. Specify
extended power connectors to
confinue power through
18”(457mm) panels.

18”(457mm) wide perforated
panels are not available.

Receptacle ports on the raceway
cover measure 2”(51mm) top-to-
bottom and 4 3/4”(121mm)
side-tfo-side.

Powered panels with raceway
covers ship with receptacle ports in
the base raceway cover. Non-
powered panels ship without
receptacle ports in the base
racewaqy cover. Powered panels
with PDA but without raceway
covers require separately specified
base raceway covers for power
and communication port locations
other than the standard powered
base raceway cover.

Some building codes may restrict
the use of panel heights greater
than 69”(1753mm). Consult your
local code authority to assure that
the furniture layout is compliant
prior to installation.

18 March 2013/ N.A.

acoustical/tackable.
Panel surfaces may have the same fabric on both sides or
a different fabric on each side.

¢ Assembled panel thickness is 3”(76mm).
* The base raceway is 6 3/4”(171mm) high.

Powered panels are available for countries that utilize 120
volt 60 hertz electrical systems and U.S. configured plugs
and outlets.

Ships with unassembled pads, top cap and base raceway
cover (if applicable).

Specification Tips

Connectors are required to create panel runs and
intersections; specify separately.

Super base panel will accept upper structure elements up
to 120”(3048mm).

Flex connectors provided for powered super base panels
accommodate straight in-line, inside 90°, and inside 120°
conditions (if applicable). See price list pages for
additional flex connector applications.

Powered panels will only accept triplex receptacles;
specify separately.

Due to the aesthetic properties of the perforated surface
material, it is not recommended to route cables behind
pads.

Open base is not available with power or base raceway
cover.

No top cap option is offered to reduce the number of top
cap seams within a panel run. To be used with a
separately specified grooved top cap long enough to span
more than one panel. Refer to Grooved Top Cap for
application details.

No top cap option must be used with a separately
specified grooved top cap.

Use extended power connectors to pass through
18”(457mm) or 24”(610mm) non-powered panel.

* Base raceway is 6 3/4”(171mm) high for all power options.

Do not mix 3-circuit with 4-circuit components. Do not mix
2+2 and 3+1 components. Components have unique
polarity key and color coding.

3-circuit and 4-circuit power options include power
distribution assembly, flex connector and powered
raceway cover.

Raceway cover needs to be separately specified for no
raceway cover option.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

3-Circuit: 247-60” wide

P 3-Circuit, add $176.80 list
4-Circuit: 247-60” wide

2 4-Circuit — 2+2, add $184.08 list

4 4-Circuit — 3+1, add $184.08 list

2) Painted, fabric/colorway for side one.*
3) Painted, fabric/colorway for side two.*
)

4) Trim color for base raceway cover (if applicable).*

5) Trim color for top cap (if applicable).*

*Note: Upcharge for mixed grade fabric or trim
surfaces, refer to the electronic catalog for

pricing.

HAWORTH



RUSHY/Start It Up Price List

PREMISE Foundation Elements — Super Base Panel

Standard
Side 1 Side 2 Trim A
Pad Pad Fabric Grade
Height Width Surface Surface Number @@ A B
32”(813mm) 24”(610mm) Fabric/ Fabric/ NJFF-3224- $548.28 $567.00
Tackable Tackable
30”(762mm) NJFF-3230- 627.52 650.40
36”(914mm) NJFF-3236- 677.64  704.68
42”(1067mm) NJFF-3242- 727.76 758.96
48”(1219mm) NJFF-3248- 777.88 813.24
60”(1524mm) NJFF-3260- 878.12 921.80
32”7(813mm) 247(610mm) Fabric/ Fabric/Acous./ NJFA-3224- $569.08 $587.80
Tackable Tackable
30”(762mm) NJFA-3230- 648.32  671.20
36”(914mm) NJFA-3236- 698.44 725.48
427(1067mm) NJFA-3242- 748.56 779.76
48”(1219mm) NJFA-3248- 798.68 834.04
60”(1524mm) NJFA-3260- 898.92  942.60
32”(813mm) 24”(610mm) Fabric/Acous./ Fabric/Acous./ NJAA-3224- $569.08 $587.80
Tackable Tackable
30”(762mm) NJAA-3230- 648.32 671.20
36”(914mm) NJAA-3236- 698.44 725.48
42”(1067mm) NJAA-3242- 748.56 779.76
48”(1219mm) NJAA-3248- 798.68  834.04
60”(1524mm) NJAA-3260- 898.92  942.60
Side 1 Side 2 Trim B
Pad Pad Fabric Grade
Height Width Surface Surface Number @@ A B
327(813mm) 24”(610mm) Fabric/ Fabric/ NJFF-3224- $567.12  $585.84
Tackable Tackable
30”(762mm) NJFF-3230- 646.36  669.24
36”(914mm) NJFF-3236- 696.48 723.52
42”(1067mm) NJFF-3242- 746.60 777.80
48”(1219mm) NJFF-3248- 796.72 832.08
60”(1524mm) NJFF-3260- 896.96  940.64
32”(813mm) 24”(610mm) Fabric/ Fabric/Acous./ NJFA-3224- $587.92  $606.64
Tackable Tackable
30”(762mm) NJFA-3230- 667.16  690.04
36”(914mm) NJFA-3236- 717.28 744.32
42”(1067mm) NJFA-3242- 767.40 798.60
48”(1219mm) NJFA-3248- 817.52 852.88
60”(1524mm) NJFA-3260- 917.76 961.44
327(813mm) 24”(610mm) Fabric/Acous./ Fabric/Acous./ NJAA-3224- $587.92  $606.64
Tackable Tackable
30”(762mm) NJAA-3230- 667.16 690.04
36”(914mm) NJAA-3236- 717.28 744.32
42”(1067mm) NJAA-3242- 767.40 798.60
48”(1219mm) NJAA-3248- 817.52 852.88
60”(1524mm) NJAA-3260- 917.76 961.44

List price shown is with non-powered base raceway.

HAWORTH

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

March 2013/N.A. 19



RUSH/Start It Up Price List

PREMISE Foundation Elements — Super Base Panel

Grooved Top Cap

NJ-GN
(Non-Powered)

NJ-GA
(Open Base)

NJ-GP
(3-Circuit Powered)

cus
NOTES:

18”(457mm) wide panels are
non-powered only. Specify
extended power connectors to
continue power through
18”7(457mm) panels.

18”(457mm) wide perforated
panels are not available.

Receptacle ports on the raceway
cover measure 2”(51mm) top-to-
bottom and 4 3/4”(121mm)
side-to-side.

Powered panels with raceway
covers ship with receptacle ports in
the base raceway cover. Non-
powered panels ship without
receptacle ports in the base
raceway cover. Powered panels
with PDA but without raceway
covers require separately specified
base raceway covers for power
and communication port locations
other than the standard powered
base raceway cover.

Some building codes may restrict
the use of panel heights greater
than 697 (17563mm). Consult your
local code authority to assure that
the furniture layout is compliant
prior to installation.

20 March 2013/ N.A.

Features

* Non-powered and powered panels include a panel core,
panel locks, two pads with pad attachment brackets,
vertical cable guide, grooved top cap, with or without
one-piece raceway cover; power distribution assembly/flex
connector(s) when power is specified.

* Open base panels include a panel core, panel locks, two

pads with pad attachment brackets, and grooved top cap.

Grooved top caps allow attachment of panel attached

screens, canopies, Jump Stuff ambient lights and

off-modular components.

Pads are field-removable for access to cabling or pad

replacement.

Pad options include: painted, fabric/tackable, fabric/

acoustical/tackable.

Panel surfaces may have the same fabric on both sides or

a different fabric on each side.

¢ Assembled panel thickness is 3”(76mm).

The base raceway is 6 3/4”(171mm) high. For cabling

capacities, see the Power and Cable Management Section

for details.

Powered panels are available for countries that utilize 120

volt 60 hertz electrical systems and U.S. configured plugs

and outlets.

Ships with unassembled pads, top cap and base raceway

cover (if applicable).

Specification Tips

¢ Connectors are required to create panel runs and
intersections; specify separately.

¢ Super base panel will accept upper structure elements up
to 120”(3048mm). See the Product Application Guidelines
Section for planning rules.

¢ Flex connectors provided for powered super base panels
accommodate straight in-line, inside 90°, and inside 120°
conditions (if applicable). See price list pages for
additional flex connector applications.

* Powered panels will only accept triplex receptacles;
specify separately.

¢ Due to the aesthetic properties of the perforated surface
material, it is not recommended to route cables behind
pads.

¢ Open base is not available with power or base raceway

cover.

Use extended power connectors to pass through

18”(457mm) or 24”(610mm) non-powered panel.

Base raceway is 6 3/4”(171mm) high for all power options.

Do not mix 3-circuit with 4-circuit components. Do not mix

2+2 and 3+1 components. Components have unique

polarity key and color coding.

3-circuit and 4-circuit power options include power

distribution assembly, flex connector and powered

raceway cover.

* Raceway cover needs to be separately specified for no
raceway cover option.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
1) Product number, including:
@ Base Option:
N Non-Powered
A Open Base
3-Circuit: 24”-60” wide
P 3-Circuit, add $176.80 list
4-Circuit: 247-60” wide
2 4-Circuit — 2+2, add $184.08 list

4 4-Circuit — 3+1, add $184.08 list
2) Painted, fabric/colorway for side one.*
3) Painted, fabric/colorway for side two.*
4) Trim color for base raceway cover (if applicable).*
5) Trim color for top cap (if applicable).*
*Note: Upcharge for mixed grade fabric or trim

surfaces, refer to the electronic catalog for
pricing.

HAWORTH



RUSHY/Start It Up Price List

PREMISE Foundation Elements — Super Base Panel

Grooved Top Cap

Side 1 Side 2 Trim A
Pad Pad Fabric Grade
Height Width Surface Surface Number @ A B
32”(813mm) 24”(610mm) Fabric/ Fabric/ NJFF-3224-G $643.96 $ 662.68
Tackable Tackable
30”(762mm) NJFF-3230-G 723.20 746.08
36”(914mm) NJFF-3236-G 773.32 800.36
42”(1067mm) NJFF-3242-G 823.44 854.64
48”(1219mm) NJFF-3248-G 873.56 908.92
60”(1524mm) NJFF-3260-G 973.80 1017.48
32”7(813mm) 247(610mm) Fabric/ Fabric/Acous./ NJFA-3224-G $664.76 $ 683.48
Tackable Tackable
30”(762mm) NJFA-3230-G 744.00 766.88
36”(914mm) NJFA-3236-G 794.12 821.16
427(1067mm) NJFA-3242-G 844.24 875.44
48”(1219mm) NJFA-3248-G 894.36 929.72
60”(1524mm) NJFA-3260-G 994.60 1038.28
32”(813mm) 24”(610mm) Fabric/Acous./ Fabric/Acous./ NJAA-3224-G $664.76 $ 683.48
Tackable Tackable
30”(762mm) NJAA-3230-G 744.00 766.88
36”(914mm) NJAA-3236-G 794.12 821.16
42”(1067mm) NJAA-3242-G 844.24 875.44
48”(1219mm) NJAA-3248-G 894.36 929.72
60”(1524mm) NJAA-3260-G 994.60 1038.28
List price shown is with non-powered base raceway.
Side 1 Side 2 Trim B
Pad Pad Fabric Grade
Height Width Surface Surface Number @ A B
32”(813mm) 24”(610mm) Fabric/ Fabric/ NJFF-3224-G $ 662.80 $ 681.52
Tackable Tackable
30”(762mm) NJFF-3230-G 742.04 764.92
36”(914mm) NJFF-3236-G 792.16 819.20
42”(1067mm) NJFF-3242-G 842.28 873.48
48”(1219mm) NJFF-3248-G 892.40 927.76
60”(1524mm) NJFF-3260-G 992.64 1036.32
327(813mm) 24”(610mm) Fabric/ Fabric/Acous./ NJFA-3224-G $ 683.60 $ 702.32
Tackable Tackable
30”(762mm) NJFA-3230-G 762.84 785.72
36”(914mm) NJFA-3236-G 812.96 840.00
42”(1067mm) NJFA-3242-G 863.08 894.28
48”(1219mm) NJFA-3248-G 913.20 948.56
60”(1524mm) NJFA-3260-G 1013.44 1057.12
327(813mm) 247(610mm) Fabric/Acous./ Fabric/Acous./ NJAA-3224-G $ 683.60 $ 702.32
Tackable Tackable
30”(762mm) NJAA-3230-G 762.84 785.72
36”(914mm) NJAA-3236-G 812.96 840.00
42”(1067mm) NJAA-3242-G 863.08 894.28
48”(1219mm) NJAA-3248-G 913.20 948.56
60”(1524mm) NJAA-3260-G 1013.44 1057.12

List price shown is with non-powered base raceway.

HAWORTH

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada
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RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
Straight Full-Height Connector

Height Number @ Price
Straight Full-Height Connector Standard
32”(813mm) NLSS-32-S $ 75.56
42”(1067mm) NLSS-42-S 79.66
48”(1219mm) NLSS-48-S 82,12
53”(1346mm) NLSS-53-S 84.17
Top View 58”(1473mm) NLSS-58-S 86.22
64”(1626mm) NLSS-64-S 88.68
i 80”(2032mm) NLSS-80-S 105.59
(!
| Grooved
E 32”(813mm) NLSS-32-G $ 75.56
! 42”(1067mm) NLSS-42-G 79.66
48”(1219mm) NLSS-48-G 82,12
! 53”(1346mm) NLSS-53-G 84.17
58”(1473mm) NLSS-58-G 86.22
64”(1626mm) NLSS-64-G 88.68
| 80”(2032mm) NLSS-80-G 105.59
j List price shown is with base raceway.
- Features To Order, Specify:
* Base raceway pqnel connector includes slotted connector, light 1) Product number.
NLSS-SN blocks, leveling glide, carpet gripper, and top cap aligner. )
NLSS-GN » Open base panel connector includes slotted connector, light 2) Trim color for upper connector sleeve
blocks, leveling glide, carpet gripper, top cap aligner, and (if applicable).
connector sleeve. .
M * Connects foundation elements, stack kits, or stack pads in a @ Base Raceway Speglflcatlon
i straight run. Base raceway option is available on 32”(813mm) —
i * Provides slots for mounting components. 807(2032mm) high connectors. To specify a base
i » Connector reveal is standard in black finish color only. raceway, place an N suffix as the 8™ digit in the
i ¢ Connector sleeves must be assembled onto the connector prior to product number.
Z panel installation. Examples:
f NLSS-42-SN = Standard; two base raceway
Specification Tips panels
* When used to connect monolithic panels of different heights NLSS-42-GN = Grooved; two base raceway panels
i in straight condition, specify full-height connector to match
the height of tallest panel. Open Base Specification
* When used to connect a stackable panel configuration with Open base option is available on 32”(813mm) —
stack kit(s) or stack pad(s) in a straight condition, at a 80”(2032mm) high connectors. To specify open
minimum specify full-height connector to match the height of base, place a 1 for one open base panel as the 8"
i tallest foundation element within the condition. Or specify digit in the product number and add $57.20 list.
D full-height connector to match the height of the tallest panel Examples:
configuration within the condition. Refer to the specification NLSS-42-S1 = Standard; one or two open base
NLSS-S1 guide for details. panels
NLSS-G1 * May be used in conjunction with an extended straight connector. NLSS-42-G1 = Grooved; one or two open base
* Specify variable-height cover for exposed portion of connector that panels

22 March 2013/ N.A.

extends above shorter panel.
Specify -(G_) for grooved option if either panel top cap within the
straight condition is grooved.
Specify -(S_) for standard option if both panel top caps within the
straight condition are standard.
Specify -(_1) for open base option if either or both panels within
the straight condition are open base.
Specify -(_N) for base raceway option if both panels within the
straight condition are standard base raceways.
For open base application, specify trim color for upper connector
sleeve. Lower sleeve is standard in black finish color only.
58” panel connector allows for the following stack
configurations:
—32” foundation element with 10” and 16” stack kit.

(NOTE: 10” stack kit can be above or below the 16” stack kit.)
—42” foundation element with 16” stack
-48” foundation element with 10” stack
For segmented trim applications, specify covers separately
through eParts.
Heights will not line-up using 58” height configuration when a
32” foundation element is used.

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada
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RUSHY/Start It Up Price List

PREMISE Panel Connectors and Trim Covers

Straight Extended Connectors

Height Number Price

Straight Extended Connectors  10”(254mm) NXSS-10 $53.04
167(406mm) NXSS-16 62.44
Features To Order, Specify:

Top View

10” Connector
NXSS-10

16” Connector
NXSS-16

HAWORTH

Includes connector and light block.

Connects stack kits in a straight run.

Provides slots for mounting components.

Connector reveal is standard in black finish color only.

Specification Tips

» Specify connector to match stack kit height.

* Must be used in conjunction with a straight full-height or straight
pre-configured standard or grooved connector. (Exception:
Extended connector cannot be added to a 42”(1067) high straight
pre-configured connector.)

Specify variable-height cover for exposed portion if connector
extends above shorter panel.

10”(254mm) high connector can only be used at the top of a panel
configuration. Will not accept additional connectors.

¢ Cannot be used to attach foundation elements.

For unbalanced overhead applications, full-height connectors
are recommended.

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
(No finish specification required.)

March 2013 /N.A. 23



RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
2-Way 90°, Full-Height Connector with Full-Height Cover

Top View

0 @

NL2P-SN
NL2F-SN

=~

NL2P-S1
NL2F-S1

NL2P-S2
NL2F-S2

24  March 2013/ N.A.

| 1UE

|

NL2P-GN
NL2F-GN

remmEe——r)

NL2P-G1
NL2F-G1

L]

J 0

NL2P-G2
NL2F-G2

Features

Base raceway panel connector includes top cap, light
blocks, vertical cover, base raceway cover, leveling glides,
carpet grippers, slotted connectors and corner connectors,
with appropriate number of top cap to corner aligners.
Open base panel connector includes top cap, light
blocks, vertical cover, leveling glides, carpet grippers,
slotted connectors and corner connectors with appropriate
number of top cap to corner aligners, and appropriate
number of connector sleeves.

Connects foundation elements, stack kits, or stack pads in
a 2-way 90° intersection.

Provides slots for mounting components.

Connector reveal is standard in black finish color only.
Connectors shipped assembled.

Connector sleeves must be assembled onto the connector
prior to panel installation.

Specification Tips

When used to connect panel configurations of

different heights in a 2-way 90° intersection,

specify full-height connector to match the height

of tallest panel configuration.

When used to connect a stackable panel configuration

with stack kit(s) or stack pad(s) in a 2-way 90°

intersection, at a minimum specify full-height

connector to match the height of tallest foundation

element within the intersection. In addition, separately

specify 2-way extended connectors for upper

structure if applicable. Or specify full-height

connector to match the height of the tallest panel

configuration within the intersection. Refer to the

specification guide for details.

May be used in conjunction with 2-way extended

connectors.

Specify variable-height cover for exposed portion of

connector that extends above the shorter panel.

Specify -(G_) for grooved option if either panel top cap

within the intersection is grooved.

Specify -(S_) for standard option if both panel top caps

within the intersection are standard.

Specify -(_1 or 2) for open base option to match the

number of panels within the intersection which are open

base.

Specify -(_N) for base raceway option if both panels

within the intersection are standard base raceways.

Standard connector top cap and the grooved connector

top cap are aesthetically the same; smooth top cap

surface without grooves.

For open base application, specify trim color for upper

connector sleeve. Lower sleeve is standard in black finish

color only.

58” panel connector allows for the following stack

configurations:

—-32” foundation element with 10” and 16” stack kit.
(NOTE: 10” stack kit can be above or below the 16” stack kit.)

—42” foundation element with 16” stack

—48” foundation element with 10” stack

For segmented trim applications, specify covers

separately through eParts.

Heights will not line-up using 58” height configuration

when a 32” foundation element is used.

*Note: Upcharge for mixed grade trim surfaces,

refer to the electronic catalog for pricing.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:

Standard or Grooved Top Cap
w/Painted Cover

1) Product number.
2) Trim color for cover.”

3) Trim color for base raceway cover/upper connector
sleeve(s).”

4) Trim color for top cap.*

Standard or Grooved Top Cap
w/Fabric Cover

1) Product number.
2) Fabric/colorway for cover.

3) Trim color for base raceway cover/upper connector
sleeve(s).”

4) Trim color for top cap.*

@ Base Raceway Specification

Base raceway option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify a base
raceway, place an N suffix as the 8™ digit in the
product number.

Examples:

NL2P-42-SN = Standard top cap; two base raceway panels
NL2P-42-GN = Grooved top cap; two base raceway panels

Open Base Specification

Open base option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify open base,
place a 1 for one open base panel as the 8" digit in
the product number and add $57.20 list, or a 2 for two
open base panels as the 8" digit in the product
number and add $114.40 list.

Examples:

NL2P-42-S1 = Standard top cap; one open base panel
NL2P-42-S2 = Standard top cap; two open base panels
NL2P-42-G1 = Grooved top cap; one open base panel
NL2P-42-G2 = Grooved top cap; two open base panels

HAWORTH



RUSHY/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
2-Way 90°, Full-Height Connector with Full-Height Cover

Trim A
Painted Cover Trim Fabric Cover Fabric Grade
Width Height Number @ A Number @ A B
Standard — Painted Top Cap
3(76mm) 32”(813mm) NL2P-32-S $172.64 NL2F-32-S $243.36 $253.76
42”(1067mm) NL2P-42-S 177.84 NL2F-42-S 248.56 259.56
48”(1219mm) NL2P-48-S 180.96 NL2F-48-S 251.68 263.04
53”(1346mm) NL2P-53-S 183.56 NL2F-53-S 254.28 265.94
58”(1473mm) NL2P-58-S 186.16 NL2F-58-S 256.88 268.84
64”(1626mm) NL2P-64-S 189.28 NL2F-64-S 260.00 272.32
80”(2032mm) NL2P-80-S 220.48 NL2F-80-S 291.20 304.48
Grooved — Painted Top Cap
3”(76mm) 32”(813mm) NL2P-32-G $177.84 NL2F-32-G $248.56 $258.96
42”(1067mm) NL2P-42-G 183.04 NL2F-42-G 253.76 264.76
48”(1219mm) NL2P-48-G 186.16 NL2F-48-G 256.88 268.24
53”(1346mm) NL2P-53-G 188.76 NL2F-53-G 259.48 271.14
58”(1473mm) NL2P-58-G 191.36 NL2F-58-G 262.08 274.04
64”(1626mm) NL2P-64-G 194.48 NL2F-64-G 265.20 277.52
80”(2032mm) NL2P-80-G 225.68 NL2F-80-G 296.40 309.68
List price shown is with base raceway.
Trim B
Painted Cover Trim Fabric Cover Fabric Grade
Width Height Number @ B Number @ A B
Standard — Painted Top Cap
3”(76mm) 327(813mm) NL2P-32-S $177.72 NL2F-32-S $246.36  $256.76
42”(1067mm) NL2P-42-S 186.02 NL2F-42-S 251.56 262.56
48”(1219mm) NL2P-48-S 191.00 NL2F-48-S 254.68 266.04
53”(1346mm) NL2P-53-S 195.15 NL2F-53-S 257.28 268.94
58”(1473mm) NL2P-58-S 199.30 NL2F-58-S 259.88 271.84
64”7(1626mm) NL2P-64-S 204.28 NL2F-64-S 263.00 275.32
80”(2032mm) NL2P-80-S 240.44 NL2F-80-S 294.20 307.48
Grooved — Painted Top Cap
3”(76mm) 32”(813mm) NL2P-32-G $182.92 NL2F-32-G $251.56 $261.96
42”(1067mm) NL2P-42-G 191.22 NL2F-42-G 256.76 267.76
48”(1219mm) NL2P-48-G 196.20 NL2F-48-G 259.88 271.24
53”(1346mm) NL2P-53-G 200.35 NL2F-53-G 262.48 274.14
58”(1473mm) NL2P-58-G 204.50 NL2F-58-G 265.08 277.04
64”(1626mm) NL2P-64-G 209.48 NL2F-64-G 268.20 280.52
80”(2032mm) NL2P-80-G 245.64 NL2F-80-G 299.40 312.68

List price shown is with base raceway.

HAWORTH

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada
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PREMISE Panel Connectors and Trim Covers
2-Way 90°, Extended Connector with Cover

Painted Cover Trim Trim Fabric Cover Fabric Grade
Width Height Number A B Number A B
37(76mm) 10”(254mm) NX2P-10 $218.39  $235.03 NX2F-10 $262.06  $268.30
16”(406mm) NX2P-16 226.71 243.35 NX2F-16 294.30 300.54

Stack Kit Top View

-1 11

10” Connector

16” Connector

NX2P
NX2F

26 March 2013/ N.A.

Features

¢ Includes slotted connectors, light blocks, cover (no top cap) and

corner connector.

Connects stack kits in a 2-way condition.

Provides slots for mounting components.

Connector reveal is standard in black finish color only.
Shipped unassembled.

Specification Tips

Specify connector to match stack kit height.

Must be used in conjunction with a 2-way 90° connector.
Specify variable-height cover for exposed portion if connector
extends above shorter panel.

10”(254mm) high connector can only be used at the top of a panel
configuration. Will not accept additional connectors.
Cannot be used to attach foundation elements.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
With Painted Cover
1) Product number.

2) Trim color for covers.
With Fabric Cover

1) Product number.
2) Fabric/colorway for covers.

HAWORTH
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PREMISE Panel Connectors and Trim Covers
3-Way 90°, Full-Height Connector with Full-Height Cover
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Features

Base raceway panel connector includes top cap, light
blocks, vertical cover, base raceway cover, leveling glides,
carpet grippers, slotted connectors and corner connectors,
with appropriate number of top cap to corner aligners.
Open base panel connector includes top cap, light
blocks, vertical cover, leveling glides, carpet grippers,
slotted connectors and corner connectors with appropriate
number of top cap to corner aligners, and appropriate
number of connector sleeves.

Connects foundation elements, stack kits, or stack pads in
a 3-way 90° intersection.

Provides slots for mounting components.

Connector reveal is standard in black finish color only.
Connectors shipped assembled.

Connector sleeves must be assembled onto the connector
prior to panel installation.

Specification Tips

When used to connect panel configurations of

different heights in a 3-way 90° intersection,

specify full-height connector to match the height

of tallest panel configuration.

When used to connect a stackable panel configuration

with stack kit(s) or stack pad(s) in a 3-way 90°

intersection, at a minimum specify full-height

connector to match the height of tallest foundation

element within the intersection. In addition, separately

specify 3-way extended connectors for upper

structure if applicable. Or specify full-height

connector to match the height of the tallest panel

configuration within the intersection. Refer to the

specification guide for details.

May be used in conjunction with 3-way extended connectors.

Specify variable-height cover for each exposed side of the

connector that extends above the lowest panels.

Specify -(G_) for grooved option if any panel top cap within

the intersection is grooved.

Specify -(S_) for standard option if all panel top caps within

the intersection are standard.

Specify -(_1, 2 or 3) for open base option to match the

number of panels within the intersection which are open base.

Specify -(_N) for base raceway option if all panels within the

intersection are standard base raceways.

Standard connector top cap and the grooved connector top

cap are aesthetically the same; smooth top cap surface

without grooves.

For open base application, specify trim color for upper

connector sleeve. Lower sleeve is standard in black finish

color only.

58” panel connector allows for the following stack

configurations:

—32” foundation element with 10” and 16” stack kit.
(NOTE: 10” stack kit can be above or below the 16” stack kit.)

—42” foundation element with 16” stack

-48” foundation element with 10” stack

For segmented trim applications, specify covers

separately through eParts.

Heights will not line-up using 58” height configuration

when a 32” foundation element is used.

Base Raceway Specification

Base raceway option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify a base raceway,
place an N suffix as the 8" digit in the product number.
Example:

NL3P-42-SN = Standard top cap; three base raceway panels
NL3P-42-GN = Grooved top cap; three base raceway panels

*Note: Upcharge for mixed grade trim surfaces,

refer to the electronic catalog for pricing.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
Standard or Grooved Top Cap
w/Painted Cover

1) Product number.
2) Trim color for cover.”

3) Trim color for base raceway cover/upper connector
sleeve(s).”

4) Trim color for top cap.*

Standard or Grooved Top Cap
w/Fabric Cover

1) Product number.
2) Fabric/colorway for cover.

3) Trim color for base raceway cover/upper connector
sleeve(s).*

4) Trim color for top cap.*

@ Base Raceway Specification

Base raceway option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify a base
raceway, place an N suffix as the 8™ digit in the
product number.

Examples:

NLAP-42-SN = Standard top cap; two base raceway panels
NLAP-42-GN = Grooved top cap; two base raceway panels

Open Base Specification Open Base
Specification

Open base option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify open base,
place a 1 for one open base panel as the 8" digit in
the product number and add $57.20 list, or 2 for two
open base panels as the 8" digit in the product
number and add $114.40 list, or 3 for three open base
panels as the 8" digit in the product number and add
$171.60 list.

Examples:

NL3P-42-S1 = Standard top cap; one open base panel
NL3P-42-S2 = Standard top cap; two open base panels
NL3P-42-S3 = Standard top cap; three open base panels
NL3P-42-G1 = Grooved top cap; one open base panel
NL3P-42-G2 = Grooved top cap; two open base panels
NL3P-42-G3 = Grooved top cap; three open base panels

HAWORTH
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PREMISE Panel Connectors and Trim Covers
3-Way 90°, Full-Height Connector with Full-Height Cover

Trim A
Painted Cover Trim Fabric Cover Fabric Grade
Width Height Number @ A Number @ A B
Standard — Painted Top Cap
3(76mm) 32”(813mm) NL3P-32-S $262.08 NL3F-32-S $328.64 $339.04
42”(1067mm) NL3P-42-S 269.38 NL3F-42-S 335.94 346.64
48”(1219mm) NL3P-48-S 273.76 NL3F-48-S 340.32 351.20
53”(1346mm) NL3P-53-S 277.41 NL3F-53-S 343.97 355.00
58”(1473mm) NL3P-58-S 281.06 NL3F-58-S 347.62 358.80
64”(1626mm) NL3P-64-S 285.44 NL3F-64-S 352.00 363.36
80”(2032mm) NL3P-80-S 320.00 NL3F-80-S 386.56 398.40
Grooved — Painted Top Cap
3”(76mm) 32”(813mm) NL3P-32-G $267.28 NL3F-32-G $333.84 $344.24
42”(1067mm) NL3P-42-G 274.58 NL3F-42-G 341.14 351.84
48”(1219mm) NL3P-48-G 278.96 NL3F-48-G 345.52 356.40
53”(1346mm) NL3P-53-G 282.61 NL3F-53-G 349.17 360.20
58”(1473mm) NL3P-58-G 286.26 NL3F-58-G 352.82 364.00
64”(1626mm) NL3P-64-G 290.64 NL3F-64-G 357.20 368.56
80”(2032mm) NL3P-80-G 325.20 NL3F-80-G 391.76 403.60
List price shown is with base raceway.
Trim B
Painted Cover Trim Fabric Cover Fabric Grade
Width Height Number @ B Number @ A
Standard — Painted Top Cap
37(76mm) 32”(813mm) NL3P-32-S $266.12 NL3F-32-S $331.64 $342.04
42”(1067mm) NL3P-42-S 274.42 NL3F-42-S 338.94 349.64
48”(1219mm) NL3P-48-S 279.40 NL3F-48-S 343.32 354.20
53”(1346mm) NL3P-53-S 283.55 NL3F-53-S 346.97 358.00
58”(1473mm) NL3P-58-S 287.70 NL3F-58-S 350.62 361.80
64”(1626mm) NL3P-64-S 292.68 NL3F-64-S 355.00 366.36
80”(2032mm) NL3P-80-S 328.84 NL3F-80-S 389.56 401.40
Grooved — Painted Top Cap
37(76mm) 32”(813mm) NL3P-32-G $271.32 NL3F-32-G $336.84 $347.24
427(1067mm) NL3P-42-G 279.62 NL3F-42-G 344.14 354.84
48”(1219mm) NL3P-48-G 284.60 NL3F-48-G 348.52 359.40
53”(1346mm) NL3P-53-G 288.75 NL3F-53-G 352.17 363.20
58”(1473mm) NL3P-58-G 292.90 NL3F-58-G 355.82 367.00
647(1626mm) NL3P-64-G 297.88 NL3F-64-G 360.20 371.56
80”(2032mm) NL3P-80-G 334.04 NL3F-80-G 394.76 406.60

Class FA — SIN 711-1; Discount Group Xl
HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013 /N.A. 29
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PREMISE Panel Connectors and Trim Covers
3-Way 90°, Extended Connector with Cover

Painted Cover Trim Trim Fabric Cover  Fabric Grade
Width Height Number A B Number A B
3”(76mm) 10”(254mm) NX3P-10 $246.45 $263.09 NX3F-10 $290.12  $296.36
16”(406mm) NX3P-16 254.77 271.41 NX3F-16 327.55 333.79
Features To Order, Specify:

Stack Kit Top View

16” Connector

NX3P
NX3F

30 March 2013/ N.A.

¢ Includes slotted connectors, light blocks, cover (no top cap), and
corner connector.

Connects stack kits in a 3-way condition.

Provides slots for mounting components.

Connector reveal is standard in black finish color only.

Shipped unassembled.

Specification Tips

¢ Specify connector to match stack kit height.

¢ Must be used in conjunction with a 3-way 90° connector.

* Specify variable-height cover for exposed portion if connector
extends above shorter panel.

¢ 10”(254mm) high connector can only be used at the top of a panel
configuration. Will not accept additional connectors.

¢ Cannot be used to attach foundation elements.

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

With Painted Cover
1) Product number.

2) Trim color for cover.
With Fabric Cover

1) Product number.

2) Fabric/colorway for cover.

HAWORTH
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PREMISE Panel Connectors and Trim Covers

4-Way 90°, Full-Height Connector

Features

Base raceway panel connector includes top cap, light
blocks, leveling glides, carpet grippers, slotted connectors
and corner connectors, with appropriate number of top
cap to corner aligners.

Open base panel connector includes top cap, light
blocks, leveling glides, carpet grippers, slotted connectors
and corner connectors with appropriate number of top cap
to corner aligners, and appropriate number of connector
sleeves.

Connects foundation elements, stack kits, or stack pads in
a 4-way 90° intersection.

Provides slots for mounting components.

Connector reveal is standard in black finish color only.
Connectors shipped assembled.

Connector sleeves must be assembled onto the connector
prior to panel installation.
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Specification Tips

When used to connect panel configurations of

different heights in a 4-way 90° intersection,

specify full-height connector to match the height

of tallest panel configuration.

When used to connect a stackable panel configuration

with stack kit(s) or stack pad(s) in a 4-way 90°

intersection, at a minimum specify full-height

connector to match the height of tallest foundation

element within the intersection. In addition, separately

specify 4-way extended connectors for upper

structure if applicable. Or specify full-height

connector to match the height of the tallest panel

configuration within the intersection. Refer to the

specification guide for details.

May be used in conjunction with 4-way extended

connectors.

Specify variable-height cover for each exposed side of the

connector that extends above the lowest panel.

Specify -(G_) for grooved option if any panel top cap

within the intersection is grooved.

Specify -(S_) for standard option if all panel top caps

within the intersection are standard.

Specify -(_1, 2, 3 or 4) for open base option to match the

number of panels within the intersection which are open

base.

Specify -(_N) for base raceway option if all panels within

the intersection are standard base raceways.

Standard connector top cap and the grooved connector

top cap are aesthetically the same; smooth top cap

surface without grooves.

For open base application, specify trim color for upper

connector sleeve. Lower sleeve is standard in black finish

color only.

58” panel connector allows for the following stack

configurations:

—-32” foundation element with 10” and 16” stack kit.
(NOTE: 10” stack kit can be above or below the 16” stack kit.)

—42” foundation element with 16” stack

—48” foundation element with 10” stack

For segmented trim applications, specify covers

separately through eParts.

Heights will not line-up using 58” height configuration

when a 32” foundation element is used.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
Standard or Grooved Top Cap
1) Product number.

2) Trim color for upper connector sleeve(s)
(if applicable).”

3) Trim color for top cap.*

@ Base Raceway Specification

Base raceway option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify a base
raceway, place an N suffix as the 7*" digit in the
product number.

Examples:

NL4-42-SN = Standard top cap; four base raceway
panels

NL4-42-GN = Grooved top cap; four base raceway
panels

Open Base Specification

Open base option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify open base,
place a 1 for one open base panel as the 7*" digit in
the product number and add $57.20 list, or 2 for two
open base panels as the 7™ digit in the product
number and add $114.40 list, or 3 for three open base
panels as the 7" digit in the product number and add
$171.60 list, or 4 for four open base panels as the 7™
digit in the product number and add $232.96 list. ~

Examples:

NL4-42-S1 = Standard top cap; one open base panel

NL4-42-S2 = Standard top cap; two open base panels

NL4-42-S3 = Standard top cap; three open base
panels

NL4-42-S4 = Standard top cap; four open base panels

NL4-42-G1 = Grooved top cap; one open base panel

NL4-42-G2 = Grooved top cap; two open base panels

NL4-42-G3 = Grooved top cap; three open base
panels

NL4-42-G4 = Grooved top cap; four open base panels

*Note: Upcharge for mixed grade trim surfaces, refer
to the electronic catalog for pricing.

HAWORTH



RUSHY/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
4-Way 90°, Full-Height Connector

Trim

Width Height Number @ A B

Standard — Painted Top Cap

3"(76mm) 32”(813mm) NL4-32-S $336.38 $352.94
42”(1067mm) NL4-42-S 357.08 373.64
48”(1219mm) NL4-48-S 367.43 383.99
53”(1346mm) NL4-53-S 377.78 394.34
58”(1473mm) NL4-58-S 388.13 404.69
64”(1626mm) NL4-64-S 398.48 415.04
80”(2032mm) NL4-80-S 419.18 435.74

Grooved — Painted Top Cap

3”(76mm) 32"(813mm) NL4-32-G $344.66 $361.22
42”(1067mm) NL4-42-G 365.36 381.92
48”(1219mm) NL4-48-G 375.71 392.27
53”(1346mm) NL4-53-G 386.06 402.62
58”(1473mm) NL4-58-G 396.41 412.97
64”(1626mm) NL4-64-G 406.76 423.32
80”(2032mm) NL4-80-G 427.46 444,02

List price shown is with base raceway.

Class FA — SIN 711-1; Discount Group Xl
HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013/N.A. 33



RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
4-Way 90°, Extended Connector

Width Height Number Price
3”(76mm) 10”(254mm) NX4-10 $281.84
16”(406mm) NX4-16 293.33
Features To Order, Specify:
¢ Includes slotted connectors (no top cap), light blocks, and corner 1) Product number
connector. o [raen ;
No finish specification required.
E:D * Connects stack kits in a 4-way condition. ( P q )
¢ Provides slots for mounting components.
* Connector reveal is standard in black finish color only.

Shipped unassembled.

Speclflcatlon Tips

¢ Specify connector to match stack kit height.

Must be used in conjunction with a 4-way 90° connector.

Specify variable-height cover for exposed portion if connector
extends above shorter panel.

10”(254mm) high connector can only be used at the top of a panel
configuration. Will not accept additional connectors.

Cannot be used to attach foundation elements.

Stack Kit Top View

10” Connector

NX4-10

16” Connector
NX4-16

Class FA — SIN 711-1; Discount Group Xl
34 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH
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RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
End-of-Run, Full-Height Connector with Full-Height Cover

Features
= * Base raceway panel connector includes top cap, vertical
cover, base raceway cover, leveling glide, carpet gripper,
and slotted connectors.
* Open base panel connector includes top cap, vertical
cover, leveling glide, carpet gripper, slotted connector and
—J connector sleeve.
Top View ¢ Supports the end of a panel configuration and provides a
finished appearance.
¢ Provides slots for mounting components.
M g » Connector reveal is standard in black finish color only.
i ¢ Connectors shipped assembled.
I * Connector sleeves must be assembled onto the connector
E prior to panel installation.
i Specification Tips
* When applied to panel configurations with or without
. stack kits or stack pads, at a minimum specify the
i full-height connector to match the foundation
element. In addition separately specify extended
End-of-Run Connectors for upper structure if
b applicable. Or specify the full-height connector to
L l ‘ ‘ match the height of the panel configuration.
* May be used in conjunction with end-of-run extended
NLRP-SN connectors.
NLRF-SN * Specify -(G_) for grooved option if the adjacent panel top
thﬁ:g,’d cap is grooved.
¢ Specify -(S_) for standard option if the adjacent panel
top cap is standard.
= o * Specify -(_1) for open base option if the adjacent panel

is an open base.

Specify -(_N) for base raceway option if the adjacent

panel is standard base raceway.

Standard connector top cap and the grooved connector

top cap are aesthetically the same; smooth top cap

surface without grooves.

For open base application, specify trim color for upper

connector sleeve. Lower sleeve is standard in black finish

color only.

58” panel connector allows for the following stack

configurations:

—32” foundation element with 10” and 16” stack kit.
(NOTE: 10” stack kit can be above or below the 16” stack kit.)

L @ —42” foundation element with 16” stack

—48” foundation element with 10” stack
¢ For segmented trim applications, specify covers
NLRP-S1
NLRE-S1 separately through eParts.
NLRP-G1 Heights will not line-up using 58” height configuration
NLRF-G1 when a 32” foundation element is used.

Class FA — SIN 711-1; Discount Group Xl

To Order, Specify:

Standard or Grooved Top Cap

w/Painted Cover

1) Product number.

2) Trim color for cover.”

3) Trim color for base raceway cover/upper
connector sleeve(s).*

4) Trim color for top cap.*

Standard or Grooved Top Cap

w/Fabric Cover

1) Product number.

2) Fabric/colorway for cover.

3) Trim color for base raceway cover/upper connector
sleeve(s).”

4) Trim color for top cap.*

@ Base Raceway Specification

Base raceway option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify a base
raceway, place an N suffix as the 8" digit in the
product number.

Examples:

NLRP-42-SN = Standard top cap; base raceway panel
NLRP-42-GN = Grooved top cap; base raceway panel

Open Base Specification
Open base option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify open base,
place a 1 for one open base panel as the 8" digit in
the product number and add $57.20 list.

Examples:

NLRP-42-S1 = Standard top cap; one open base
panel

NLRP-42-G1 = Grooved top cap; one open base panel

*Note: Upcharge for mixed grade trim surfaces, refer
to the electronic catalog for pricing.

36 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH



RUSHY/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
End-of-Run, Full-Height Connector with Full-Height Cover

Trim A
Painted Cover Trim Fabric Cover Fabric Grade
Width Height Number @ A Number @ A B
Standard — Painted Top Cap
3(76mm) 32”(813mm) NLRP-32-S $ 80.08 NLRF-32-S $118.56 $124.80
42”(1067mm) NLRP-42-S 82.18 NLRF-42-S 120.66 127.20
48”(1219mm) NLRP-48-S 83.44 NLRF-48-S 121.92 128.64
53”(1346mm) NLRP-53-S 84.49 NLRF-53-S 122.97 129.84
58”(1473mm) NLRP-58-S 85.54 NLRF-58-S 124.02 131.04
64”(1626mm) NLRP-64-S 86.80 NLRF-64-S 125.28 132.48
80”(2032mm) NLRP-80-S 101.60 NLRF-80-S 140.08 147.76
Grooved — Painted Top Cap
3”(76mm) 32”(813mm) NLRP-32-G $ 85.28 NLRF-32-G $123.76 $130.00
42”(1067mm) NLRP-42-G 87.38 NLRF-42-G 125.86 132.40
48”(1219mm) NLRP-48-G 88.64 NLRF-48-G 127.12 133.84
53”(1346mm) NLRP-53-G 89.69 NLRF-53-G 128.17 135.04
58”(1473mm) NLRP-58-G 90.74 NLRF-58-G 129.22 136.24
64”(1626mm) NLRP-64-G 92.00 NLRF-64-G 130.48 137.68
80”(2032mm) NLRP-80-G 106.80 NLRF-80-G 145.28 152.96
List price shown is with base raceway.
Trim B
Painted Cover Trim Fabric Cover Fabric Grade
Width Height Number @ B Number @ A B
Standard — Painted Top Cap
3”(76mm) 327(813mm) NLRP-32-S $ 84.12 NLRF-32-S $121.56 $127.80
42”(1067mm) NLRP-42-S 87.22 NLRF-42-S 123.66 130.20
48”(1219mm) NLRP-48-S 89.08 NLRF-48-S 124.92 131.64
53”(1346mm) NLRP-53-S 90.63 NLRF-53-S 125.97 132.84
58”(1473mm) NLRP-58-S 92.18 NLRF-58-S 127.02 134.04
64”(1626mm) NLRP-64-S 94.04 NLRF-64-S 128.28 135.48
80”(2032mm) NLRP-80-S 110.44 NLRF-80-S 143.08 150.76
Grooved — Painted Top Cap
3”(76mm) 327(813mm) NLRP-32-G $ 89.32 NLRF-32-G $126.76 $133.00
42”(1067mm) NLRP-42-G 92.42 NLRF-42-G 128.86 135.40
48”(1219mm) NLRP-48-G 94.28 NLRF-48-G 130.12 136.84
53”(1346mm) NLRP-53-G 95.83 NLRF-53-G 131.17 138.04
58”(1473mm) NLRP-58-G 97.38 NLRF-58-G 132.22 139.24
64”(1626mm) NLRP-64-G 99.24 NLRF-64-G 133.48 140.68
80”(2032mm) NLRP-80-G 115.64 NLRF-80-G 148.28 155.96

List price shown is with base raceway.

Class FA — SIN 711-1; Discount Group Xl
HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013 /N.A. 37



RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers

Extended Connector with Cover

Painted Cover Trim Trim Fabric Cover  Fabric Grade
Width Height Number A B Number A B
No Top Cap
3(76mm) 10”(254mm) NXRP-10 $127.92  $144.56 NXRF-10 $171.59 $177.83
16”(406mm) NXRP-16 136.24 152.88 NXRF-16 179.91 186.15
Features To Order, Specify:

|

10” Connector

NXRP
NXRF

38 March 2013/ N.A.

)

16” Connector

 Includes slotted connector and cover, and light block.

¢ Supports the end of a stack kit and provides a finished
appearance.

¢ Provides slots for mounting components.

Specification Tips

¢ Specify connector to match stack kit height.

¢ Must be used in conjunction with an end-of-run full-height or
end-of-run pre-configured standard or grooved connector.
(Exception: Extended connector cannot be added to a
42”(1067mm) high end-of-run pre-configured connector.)

¢ 10”(254mm) high connector can only be used at the
top of a panel configuration. Will not accept additional connectors.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

With Painted Cover
1) Product number.

2) Trim color for cover.
With Fabric Cover

1) Product number.
2) Fabric/colorway for cover.

HAWORTH
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RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers

T-Mount Kit
Features To Order, Specify:
¢ Base raceway with T-mount kit includes top cap filler,
light block, leveling glide, slotted connectors and 1) Product number.
? attachment hardware. 2) Trim color for upper connector sleeve(s)
I « Open base with T-mount kit includes top cap filler, light (if applicable).
K block, leveling glide, slotted connectors and attachment 3) Trim color for top filler.”

hardware, and connector sleeve.

Connects two foundation elements, with or without stack
kits, in a T-condition.

Provides slots for mounting components.

Adds 5/16”(8mm) to the panel width.

Connector reveal is standard in black finish color only.
T-mount and connector sleeve are field assembled.
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Specification Tips

Attach T-mount assembly any place on the fabric
monolithic panel except .8”(20mm) minimum from each
end.

When attached to a monolithic panel without stack kits,
the height of the T-mount must equal the height of the
monolithic panel.

When attached to a panel with 10”(254mm) and
16”(406mm) high stack kits, the height of the T-mount
connector must equal the height of the panel or the panel
at any stack kit level.

Variable height conditions requiring trim covers are
not recommended.

When super base panels with or without stack kits are
used, attach T-mount assembly anywhere on panel
configuration except 5”(127mm) minimum from each end.
Center mounting on 36”(914mm) — 60”(1524mm) wide
stack kits requires the specification of a center mount
bracket (NVST-1), standard in black finish only.

Cannot mount on glazed panels or doors.

Specify -(G_) for grooved T-mount option if either panel
top cap within the intersection is grooved.

Specify -(S_) for standard or wood T-mount option if
both panel top caps within the intersection are standard or
wood.

Specify -(_1 or 2) for open base option to match the
number of panels within the intersection which are open
base.

Specify -(_N) for base raceway option if both panels
within the intersection are standard base raceways.
T-mounting directly to a panel with a grooved top cap
requires specification of the Grooved T-mount Kit
Adaptor.

For open base application, specify trim color for upper
connector sleeve. Lower sleeve is standard in black finish
color only.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

@ Base Raceway Specification

Base raceway option is available on 32”(813mm) —
80”(2032mm) high connectors. To specify a base
raceway, place an N suffix as the 8" digit in the
product number.

Examples:

NVST-42-SN = Standard top cap; base raceway panel
NVST-42-GN = Grooved top cap; base raceway panel

Open Base Specification

Open base option is available on 32”(813mm) —

80”(2032mm) high connectors. To specify open base,

place a 1 for one open base panel, or 2 for two open

base panels as the 8™ digit in the product number

and add $84.46 list.

Examples:

NVST-42-S1 = Standard top cap; one open base panel

NVST-42-S2 = Standard top cap; two open base
panels

NVST-42-G1 = Grooved top cap; one open base panel

NVST-42-G2 = Grooved top cap; two open base
panels

*Note: Upcharge for mixed grade trim surfaces, refer
to the electronic catalog for pricing.

HAWORTH



RUSHY/Start It Up Price List

PREMISE Panel Connectors and Trim Covers

T-Mount Kit
Trim
Panel Height Number @ A B
T-Mount Kit Standard/Wood
32”(813mm) NVST-32-S $163.77 $180.25
42”(1067mm) NVST-42-S 188.49 204.97
48”(1219mm) NVST-48-S 200.85 217.33
53”(1346mm) NVST-53-S 213.21 229.69
58”(1473mm) NVST-58-S 225.57 242.05
64”(1626mm) NVST-64-S 237.93 254.41
747(1880mm) NVST-74-S 250.29 266.77
807(2032mm) NVST-80-S 262.65 279.13
Grooved
32”(813mm) NVST-32-G $163.77 $180.25
42”(1067mm) NVST-42-G 188.49 204.97
48”(1219mm) NVST-48-G 200.85 217.33
53”(1346mm) NVST-53-G 213.21 229.69
58”(1473mm) NVST-58-G 225.57 242.05
64”(1626mm) NVST-64-G 237.93 254.41
747(1880mm) NVST-74-G 250.29 266.77
807(2032mm) NVST-80-G 262.65 279.13
List price shown is with base raceway.
Center Mount Bracket Price
NVST-1 $33.28

] fo Feature To Order, Specify:

‘ ¢ Includes bracket and hardware. 1) Product number.

(No finish specification required.)

\ ‘ Specification Tips

‘H / ¢ Must be specified when using 36”(914mm) — 60”(1524mm) wide
' stack kits on spine.

¢ Used in conjunction with T-mount kit.

NVST-1

Class FA — SIN 711-1; Discount Group Xl
HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013/N.A. 41



RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers

Wall Mount Kit
Trim
Panel Height Number @ A B
Standard/Wood
32”(813mm) NVSW-32-S $135.96 $152.44
== 42"(1067mm) NVSW-42-S 173.04 189.52
| 48”(1219mm) NVSW-48-S 191.58 208.06
i 53”(1346mm) NVSW-53-S 210.12 226.60
: 58”(1473mm) NVSW-58-S 228.66 245.14
: 64”(1626mm) NVSW-64-S 247.20 263.68
kK 74”(1880mm) NVSW-74-S 265.74 282.22
o 80”(2032mm) NVSW-80-S 284.28 300.76
! Grooved
32”(813mm) NVSW-32-G $135.96 $152.44
42”(1067mm) NVSW-42-G 173.04 189.52
I 48”(1219mm) NVSW-48-G 191.58 208.06
IL 53”(1346mm) NVSW-53-G 210.12 226.60
58”(1473mm) NVSW-58-G 228.66 245.14
64”(1626mm) NVSW-64-G 247.20 263.68
NVSW-SN
NVSW-GN 74”(1880mm) NVSW-74-G 265.74 282.22
? 80”(2032mm) NVSW-80-G 284.28 300.76
i List price shown is with base raceway.
: Features To Order, Specify:
i * Base raceway with wall mount kit includes top filler, light block, 1) Product number.
leveling glide, and slotted channel. ) ’
: « Open base with wall mount kit includes top filler, light block, 2) Trim color for upper connector sleeve(s)
l leveling glide, slotted channel, and connector sleeve. (if applicable).
b ¢ For mounting foundation elements, stack kits, or stack pads to a 3) Trim color for top attachment bracket.*
! structural wall.
i ¢ Provides slots for mounting components. o Base Raceway Specification
i ¢ Adds 1/4”(6mm) to the panel width. Base raceway option is available on 32”(813mm) —
¢ Connector reveal is standard in black finish color only. 80”(2032mm) high wall mounts. To specify a base
* Connector sleeve must be assembled onto the connector prior to raceway, place an N suffix as the 8" digit in the
panel installation. product number.
. - Examples:
3 Specification Tips NVSW-42-SN = Standard top cap; base raceway
L:j ¢ Must be properly anchored to a structural wall. panel
¢ For applications above 80”(2032mm) height used in conjunction NVSW-42-GN = Grooved top cap; base raceway
with floor-to-ceiling wall mount kit. Field cut as needed. panel
wgwg} « |f attached panel top cap is grooved specify -(G_).
« |f attached panel top cap is standard or wood specify -(S_). Open Base Specification
* If attached panel has a base raceway specify -(_N). Open base option is available on 32”(813mm) —
* If attached panel has an open base raceway 80”(2032mm) high wall mounts. To specify open
specify -(_1). o o base, place a 1 for one open base panel as the 8t
* For an open base application, specify trim color for upper digit in the product number and add $84.46 list.
connector sleeve. Lower sleeve is standard in black finish color I
only. Examples:
NVSW-42-S1 = Standard top cap; one open base
panel
NVSW-42-G1 = Grooved top cap; one open base
panel

*Note: Upcharge for mixed grade trim surfaces,
refer to the electronic catalog for pricing.

Class FA — SIN 711-1; Discount Group Xl
42 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH
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PREMISE Panel Connectors and Trim Covers

Variable-Height Covers — Full-Height Cover

NLVP-S
NLVF-S
NLVP-G
NLVF-G

HAWORTH

Features

¢ Provides finished appearance in variable-height conditions

Includes cover, top cap, and top cap adaptor.

on exposed connector in straight, 2-way, 3-way or 4-way
conditions.
Install on exposed portion(s) of tallest panel connector.

Specification Tips

Cover is specified from the lowest to highest panel.

Top cap of the lower panel requires field cutting of the top
cap to accommodate the top cap adaptor provided with
the cover.

The bottom of the cover is coped to fit over the top cap on
the lower panel.

Cover is to be used with separately specified panel
connector.

May be used with extended variable-height cover.

If the tallest panel in the in-line intersection has a
grooved top cap, a variable height cover with a grooved
top cap is required.

All 2-way, 3-way, or 4-way intersections with different
height panels require standard variable height covers,
regardless of the panel top cap type; standard or grooved.

Class FA — SIN 711-1; Discount Group Xl

To Order, Specify:

Standard or Grooved Top Cap
w/Painted Cover

1) Product number.
2) Trim color for cover.”

3) Trim color for top cap.*

Standard or Grooved Top Cap
w/Fabric Cover

1) Product number.
2) Fabric/colorway for cover.
3) Trim color for top cap.*

*Note: Upcharge for mixed grade trim surfaces, refer
to the electronic catalog for pricing.

Canadian Conversion Factor: Refer to haworth.com/Canada March 2013/N.A. 43



RUSH/Start It Up Price List

PREMISE Panel Connectors and Trim Covers
Variable-Height Covers — Full-Height Cover

Trim A
Panel Heights Painted Cover Trim Fabric Cover Fabric Grade
Lowest Highest Description Number A Number A B
Standard Top Cap
32”(813mm) 42”(1067mm) 10” cover NLVP-3242-S $30.50 NLVF-3242-S $ 66.25 $ 71.95
48”(1219mm) 16" cover NLVP-3248-S 35.30 NLVF-3248-S 71.95 78.49
53”(1346mm) 21” cover NLVP-3253-S 39.30 NLVF-3253-S 76.70 83.94
64”(1626mm) 32” cover NLVP-3264-S 48.10 NLVF-3264-S 87.15 95.93
807(2032mm) 48" cover NLVP-3280-S 60.90 NLVF-3280-S 102.35 113.37
42”(1067mm) 48”(1219mm) 6” cover NLVP-4248-S $27.30 NLVF-4248-S $ 62.45 $ 67.59
53”(1346mm) 11” cover NLVP-4253-S 31.30 NLVF-4253-S 67.20 73.04
64”(1626mm) 22” cover NLVP-4264-S 40.10 NLVF-4264-S 77.65 85.03
807(2032mm) 38" cover NLVP-4280-S 52.90 NLVF-4280-S 92.85 102.47
48”(1219mm) 53”(1346mm) 5” cover NLVP-4853-S $26.50 NLVF-4853-S $ 61.50 $ 66.50
64”(1626mm) 16” cover NLVP-4864-S 35.30 NLVF-4864-S 71.95 78.49
80”(2032mm) 32” cover NLVP-4880-S 48.10 NLVF-4880-S 87.15 95.93
53”(1346mm) 64”(1626mm) 11” cover NLVP-5364-S $31.30 NLVF-5364-S $ 67.20 $ 73.04
80”(2032mm) 27" cover NLVP-5380-S 44.10 NLVF-5380-S 82.40 90.48
64”(1626mm) 80”(2032mm) 16” cover NLVP-6480-S $35.30 NLVF-6480-S $ 71.95 $ 78.49
Grooved Top Cap
32”(813mm) 42”(1067mm) 10” cover NLVP-3242-G $38.00 NLVF-3242-G $ 73.75 $ 79.45
48”(1219mm) 16” cover NLVP-3248-G 42.80 NLVF-3248-G 79.45 85.99
53”(1346mm) 21” cover NLVP-3253-G 46.80 NLVF-3253-G 84.20 91.44
64”(1626mm) 32” cover NLVP-3264-G 55.60 NLVF-3264-G 94.65 103.43
80”(2032mm) 48" cover NLVP-3280-G 68.40 NLVF-3280-G 109.85 120.87
42”(1067mm) 48”(1219mm) 6” cover NLVP-4248-G $34.80 NLVF-4248-G $ 69.95 $ 75.09
53”(1346mm) 11” cover NLVP-4253-G 38.80 NLVF-4253-G 74.70 80.54
64”7(1626mm) 22" cover NLVP-4264-G 47.60 NLVF-4264-G 85.15 92.53
80”(2032mm) 38” cover NLVP-4280-G 60.40 NLVF-4280-G 100.35 109.97
48”(1219mm) 53”(1346mm) 5” cover NLVP-4853-G $34.00 NLVF-4853-G $ 69.00 $ 74.00
64”(1626mm) 16” cover NLVP-4864-G 42.80 NLVF-4864-G 79.45 85.99
807(2032mm) 32" cover NLVP-4880-G 55.60 NLVF-4880-G 94.65 103.43
53”(1346mm) 64”(1626mm) 11” cover NLVP-5364-G $38.80 NLVF-5364-G $ 74.70 $ 80.54
80”(2032mm) 27" cover NLVP-5380-G 51.60 NLVF-5380-G 89.90 97.98
64”(1626mm) 80”(2032mm) 16” cover NLVP-6480-G $42.80 NLVF-6480-G $ 79.45 $ 85.99

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Panel Connectors and Trim Covers
Variable-Height Covers — Full-Height Cover

Trim B
Panel Heights Painted Cover Trim Fabric Cover Fabric Grade
Lowest Highest Description Number B Number A B
Standard Top Cap
32”(813mm) 42”(1067mm) 10” cover NLVP-3242-S $33.50 NLVF-3242-S $ 66.75 $ 7245
48”(1219mm) 16" cover NLVP-3248-S 38.90 NLVF-3248-S 72.45 78.99
53”(1346mm) 21” cover NLVP-3253-S 43.40 NLVF-3253-S 77.20 84.44
64”(1626mm) 32” cover NLVP-3264-S 53.30 NLVF-3264-S 87.65 96.43
807(2032mm) 48" cover NLVP-3280-S 67.70 NLVF-3280-S 102.85 113.87
42”(1067mm) 48”(1219mm) 6” cover NLVP-4248-S $29.90 NLVF-4248-S $ 62.95 $ 68.09
53”(1346mm) 11” cover NLVP-4253-S 34.40 NLVF-4253-S 67.70 73.54
64”(1626mm) 22” cover NLVP-4264-S 44.30 NLVF-4264-S 78.15 85.53
807(2032mm) 38" cover NLVP-4280-S 58.70 NLVF-4280-S 93.35 102.97
48”(1219mm) 53”(1346mm) 5” cover NLVP-4853-S $29.00 NLVF-4853-S $ 62.00 $ 67.00
64”(1626mm) 16” cover NLVP-4864-S 38.90 NLVF-4864-S 72.45 78.99
80”(2032mm) 32” cover NLVP-4880-S 53.30 NLVF-4880-S 87.65 96.43
53”(1346mm) 64”(1626mm) 11” cover NLVP-5364-S $34.40 NLVF-5364-S $ 67.70 $ 73.54
80”(2032mm) 27" cover NLVP-5380-S 48.80 NLVF-5380-S 82.90 90.98
64”(1626mm) 80”(2032mm) 16” cover NLVP-6480-S $38.90 NLVF-6480-S $ 7245 $ 78.99
Grooved Top Cap
32”(813mm) 42”(1067mm) 10” cover NLVP-3242-G $41.50 NLVF-3242-G $ 74.75 $ 80.45
48”(1219mm) 16” cover NLVP-3248-G 46.90 NLVF-3248-G 80.45 86.99
53”(1346mm) 21” cover NLVP-3253-G 51.40 NLVF-3253-G 85.20 92.44
64”(1626mm) 32” cover NLVP-3264-G 61.30 NLVF-3264-G 95.65 104.43
80”(2032mm) 48" cover NLVP-3280-G 75.70 NLVF-3280-G 110.85 121.87
42”(1067mm) 48”(1219mm) 6” cover NLVP-4248-G $37.90 NLVF-4248-G $ 70.95 $ 76.09
53”(1346mm) 11” cover NLVP-4253-G 42.40 NLVF-4253-G 75.70 81.54
64”7(1626mm) 22" cover NLVP-4264-G 52.30 NLVF-4264-G 86.15 93.53
80”(2032mm) 38” cover NLVP-4280-G 66.70 NLVF-4280-G 101.35 110.97
48”(1219mm) 53”(1346mm) 5” cover NLVP-4853-G $37.00 NLVF-4853-G $ 70.00 $ 75.00
64”(1626mm) 16” cover NLVP-4864-G 46.90 NLVF-4864-G 80.45 86.99
807(2032mm) 32" cover NLVP-4880-G 61.30 NLVF-4880-G 95.65 104.43
53”(1346mm) 64”(1626mm) 11” cover NLVP-5364-G $42.40 NLVF-5364-G $ 75.70 $ 81.54
80”(2032mm) 27" cover NLVP-5380-G 56.80 NLVF-5380-G 90.90 98.98
64”(1626mm) 80”(2032mm) 16” cover NLVP-6480-G $46.90 NLVF-6480-G $ 80.45 $ 86.99

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Panel Connectors and Trim Covers
Extended Variable-Height Covers

Painted Cover Trim Trim Fabric Cover Fabric Grade
Description Number A B Number A B
No Top Cap
10” cover NXVP-10 $31.00 $33.00 NXVF-10 $65.75 $71.45
16” cover NXVP-16 37.00 39.00 NXVF-16 71.45 77.99
Features To Order, Specify:
T * Provides finished appearance in variable-height conditions on Painted Cover
exposed connector in straight, 2-way, 3-way or 4-way conditions.
« Install on exposed portion(s) of tallest panel connector. 1) Product number.
2) Trim color for cover.
Specification Tips Fabric Cover
¢ The bott_om of the cover is ;traight _to be used in conjunction with 1) Product number.
full, sectional or starter variable-height covers. .
k ) e Cover is to be used with separately specified panel connector. 2) Fabric/colorway for cover.
NXVP
NXVF

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Panel Complements

Wing Walls
Laminate A

Height Width Number Trim A Trim B
Full Height 42”(1067mm) 24”(610mm) NSWF-4224 $394.49 $405.93
One-Piece 307(762mm) NSWF-4230 444.96 456.40
36”(914mm) NSWF-4236 495.43 506.87
42”(1067mm) NSWF-4242 545.90 557.34
48”(1219mm) NSWF-4248 596.37 607.81
48”(1219mm) 24”(610mm) NSWF-4824 $431.57 $443.01
30”(762mm) NSWF-4830 482.04 493.48
367(914mm) NSWF-4836 532.51 543.95
427(1067mm) NSWF-4842 582.98 594.42
48”(1219mm) NSWF-4848 633.45 644.89
NSWF 53”(1346mm) 24”(610mm) NSWF-5324 $462.47 $473.91
30”(762mm) NSWF-5330 512.94 524.38
36”(914mm) NSWF-5336 563.41 574.85
42”(1067mm) NSWF-5342 613.88 625.32
48”(1219mm) NSWF-5348 664.35 675.79
64”(1626mm) 24”(610mm) NSWF-6424 $530.45 $541.89
30”(762mm) NSWF-6430 580.92 592.36
367(914mm) NSWF-6436 631.39 642.83
42”(1067mm) NSWF-6442 681.86 693.30
48”(1219mm) NSWF-6448 732.33 743.77

Features To Order, Specify:

HAWORTH

¢ Includes laminate wing wall with 1mm edgeband, attachment

hardware and one adjustable glide with carpet gripper.

Attachment hardware includes:

—Wing wall-to-panel attachment brackets, which connect into
panel connector slots.

—Wing wall-to-worksurface attachment brackets (one pair) with
round fasteners, which support one side/end of the adjoining
worksurface of equal or less depth.

The L-brackets are non-handed and mount to the underside of a
worksurface. Round fasteners standard in black finish.

No power or communications capability within wing wall. Wing wall

design allows easy access to base raceway of panel.

Provides same support as a comparably sized return panel. May

also provide visual privacy and defines space by creating

boundaries.

Wing walls may be installed in left-hand or right-hand conditions.

No additional hardware required for a handed condition.

Wing wall glide provides 2”(51mm) adjustment. With glide fully

retracted the wing wall design allows the worksurface to be

mounted at a 28 1/2”(724mm) height.

Wing wall thickness is 3/4”(19mm). Does not add to length of

panel run.

Shipped unassembled.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.

2) Laminate color for wing wall.

3) Trim color for edgeband.
)

4) Trim color for hardware.

Specification Tips

Wing wall must be mounted perpendicular to
adjacent panels of equal or greater height.
When a wing wall is located at the end of a panel
run, specify an End-of-Run panel connector with
cover.

To center mount a Full Height One-Piece Wing
Wall, separately specify Center Mount Hardware
(NSWH-2).

Upper structure components cannot be mounted
directly onto wing wall.

Full height one-piece wing walls cannot be used
between two adjacent panel mounted
components.

Finished installation height will be 1/4”(6mm)
below the panel for a 48”(1219mm) high wing
wall.

Can be used with open base panels.

See Specification Guide for planning and
application guidelines.
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PREMISE Panel Complements

Wing Walls
Laminate A
Height Width Number Trim A Trim B
Full Height 42”(1067mm) 24”(610mm) NSWS-4224 $470.71 $482.15
Two-Piece 307(762mm) NSWS-4230 500.85 521.29
36”(914mm) NSWS-4236 548.99 560.43
42”(1067mm) NSWS-4242 588.13 599.57
48”(1219mm) NSWS-4248 627.27 638.71
48”(1219mm) 24”(610mm) NSWS-4824 $507.79 $519.23
30”(762mm) NSWS-4830 546.93 558.37
36”(914mm) NSWS-4836 586.07 597.51
42”(1067mm) NSWS-4842 625.21 636.65
48”(1219mm) NSWS-4848 664.35 675.79
NSWS 53”(1346mm) 24”(610mm) NSWS-5324 $538.69 $550.13
30”(762mm) NSWS-5330 577.83 589.27
36”(914mm) NSWS-5336 616.97 628.41
42”(1067mm) NSWS-5342 656.11 667.55
48”(1219mm) NSWS-5348 695.25 706.69
64”(1626mm) 24(610mm) NSWS-6424 $606.67 $618.11
30”(762mm) NSWS-6430 645.81 657.25
36”(914mm) NSWS-6436 684.95 696.39
42”(1067mm) NSWS-6442 724.09 735.53
48”(1219mm) NSWS-6448 763.23 774.67
Features To Order, Specify:

48 March 2013/ N.A.

Includes laminate wing wall with Tmm edgeband, attachment
hardware and one adjustable glide with carpet gripper.
Attachment hardware includes:

—Wing wall-to-panel attachment brackets, which connect into
panel connector slots.

—Lower wing wall-to-worksurface attachment brackets (two pair)
with round fasteners, which support one side/end of up to two
adjoining worksurfaces of equal depth. The L-brackets are
non-handed and mount to the underside of a worksurface. Round
fasteners standard in black finish.

—Upper wing wall-to-worksurface attachment brackets (one pair)
which support front edge of wing wall. Brackets friction fit to the
top of worksurface.

—Center mount hardware to mount upper and lower wing wall
centerline of panel connector, if required by product application.
Standard in black finish.

Lower unit provides support for one worksurface in a handed

condition or two worksurfaces in a shared condition.

Lower unit provides same support as a comparably sized return

panel.

Lower unit may be installed in left-hand, right-hand, or shared

conditions. No additional hardware required.

Upper unit provides visual privacy above the worksurface. Also

defines space by creating boundaries.

No power or communications capability within wing wall. Wing wall

design allows easy access to base raceway of panel.

Wing wall glide provides 2”(51mm) adjustment. With glide fully

retracted the wing wall design allows the worksurface to be

mounted at a 28-1/2”(724mm) height.

Wing wall thickness is 3/4”(19mm). Does not add to length of

panel run.

Shipped unassembled.

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.

2) Laminate color for wing wall.

3) Trim color for edgeband.
)

4) Trim color for hardware.

Specification Tips

¢ Wing wall must be mounted perpendicular to
adjacent panels of equal or greater height.

Full Height Two-Piece Wing Walls are
aesthetically not recommended to be used as a
return element at the end of a panel run.
Because of the two piece wing wall design the
worksurface edge detail between the lower and
upper unit is visible from the workstation
approach.

Lower wing wall unit aligns with front edge of the
worksurface.

Lower edge of worksurface with cascade edge
will not align with edge of lower wing wall.

Upper structure components cannot be mounted
directly onto wing wall.

Full Height Two-Piece Wing Walls cannot be
used between two adjacent panel mounted
components, with the exception of worksurfaces.
Finished installation height will be 1/4”(6mm)
below the panel for a 48”(1219mm) high wing
wall.

When the Full Height Two-Piece Wing Wall is
used with two back-to-back adjoining corner
worksurfaces there is a visible gap between the
front edge of the worksurfaces.

Can be used with open base panels.

See Specification Guide for planning and
application guidelines.

HAWORTH



RUSHY/Start It Up Price List

This page intentionally blank

HAWORTH March 2013/N.A. 49



RUSH/Start It Up Price List

PREMISE Upper Structure Elements — Stack Kits

10” Stack Kit

Side 1 Side 2
Pad Pad Trim  Trim  Fabric Grade
Height Width Surface Surface Number A B A B
Same Surface Options
10”(254mm) 24”(610mm) Fabric/ Fabric/ NTFF-1024-NNN $230.88 $249.60
Tackable Tackable
30”(762mm) NTFF-1030-NNN 250.64 269.36
36”(914mm) NTFF-1036-NNN 270.40 289.12
42”(1067mm) NTFF-1042-NNN 290.16 308.88
48”(1219mm) NTFF-1048-NNN 309.92 328.64
60”(1524mm) NTFF-1060-NNN 349.44 368.16
10”(254mm) 24”(610mm) Fabric/Acous./ Fabric/Acous./ NTAA-1024-NNN $330.72 $349.44
Tackable Tackable
30”(762mm) NTAA-1030-NNN 358.80 377.52
36”(914mm) NTAA-1036-NNN 386.88 405.60
42”(1067mm) NTAA-1042-NNN 414.96 433.68
48”(1219mm) NTAA-1048-NNN 443.04 461.76
60”(1524mm) NTAA-1060-NNN 499.20 517.92
10”(254mm) 24”(610mm) Slat Slat NTYY-1024-NNN $490.88 $499.20
30”(762mm) NTYY-1030-NNN 523.12 533.52
36”(914mm) NTYY-1036-NNN 555.36 567.84
42”(1067mm) NTYY-1042-NNN 587.60 602.16
48”(1219mm) NTYY-1048-NNN 619.84 636.48
60”(1524mm) NTYY-1060-NNN 684.32 705.12
Features To Order, Specify:
¢ Includes one non-handed cross bgr and two pads with pad 1) Product number.
attachment brackets and accessories. ) . )
 No power or communications access; cables can be 2) Painted, fabric/colorway for side one.”
routed horizontally or vertically through the stack kit. 3) Painted, fabric/colorway for side two.*
* Pads are field-removable for access to internal cabling or
for pad replacement. *Note: Upcharge for mixed grade fabric or trim
* Stack kit may have the same fabric on both sides or a surfaces, refer to the electronic catalog for
NT-10 different fabric on each side. pricing.

Stack kit thickness is 3”(76mm).
Shipped unassembled.

Specification Tips

Maximum height of a panel configuration should not
exceed 1207(3048mm).

10”(254mm) stack kits can only be specified for use at the
top of a panel configuration.

Connectors are required to create panel runs and
intersections; specify separately.

Stack kit to be used on the top of a foundation element or
16”(406mm) upper structure element.

Top cap is provided with all foundation elements and is
located to top of panel configurations.

Slat pad is designed to work with Jump Stuff and Belong
slat pad tools.

See Specification Guide for slat pad application
guidelines.

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Upper Structure Elements — Stack Kits

10” Stack Kit

Side 1 Side 2 Trim A
Pad Pad Fabric Grade
Height Width Surface Surface Number A B
Mixed Surface Options
10”(254mm) 24”(610mm) Fabric/ Slat NTFY-1024-NNN $360.88  $370.24
Tackable
307(762mm) NTFY-1030-NNN 386.88 396.24
36”(914mm) NTFY-1036-NNN 412.88  422.24
42”(1067mm) NTFY-1042-NNN 438.88  448.24
48”(1219mm) NTFY-1048-NNN 464.88  474.24
607(1524mm) NTFY-1060-NNN 516.88 526.24
10”(254mm) 24”(610mm) Fabric/Acous./ Slat NTAY-1024-NNN $410.80  $420.16
Tackable
30”(762mm) NTAY-1030-NNN 440.96  450.32
36”(914mm) NTAY-1036-NNN 47112 480.48
42”(1067mm) NTAY-1042-NNN 501.28  510.64
487(1219mm) NTAY-1048-NNN 531.44 540.80
60”(1524mm) NTAY-1060-NNN 591.76  601.12
Side 1 Side 2 Trim B
Pad Pad Fabric Grade
Height Width Surface Surface Number A B
Mixed Surface Options
10”(254mm) 24”(610mm) Fabric/ Slat NTFY-1024-NNN $365.04 $374.40
Tackable
30”(762mm) NTFY-1030-NNN 392.08  401.44
36”(914mm) NTFY-1036-NNN 419.12 42848
42”(1067mm) NTFY-1042-NNN 446.16  455.52
48”(1219mm) NTFY-1048-NNN 473.20 482.56
60”(1524mm) NTFY-1060-NNN 527.28  536.64
10”(254mm) 24”(610mm) Fabric/Acous./ Slat NTAY-1024-NNN $414.96  $424.32
Tackable
30”(762mm) NTAY-1030-NNN 446.16  455.52
36”(914mm) NTAY-1036-NNN 477.36  486.72
427(1067mm) NTAY-1042-NNN 508.56 517.92
48”(1219mm) NTAY-1048-NNN 539.76  549.12
60”(1524mm) NTAY-1060-NNN 602.16  611.52
Side 1 Side 2
Pad Pad Fabric Grade
Height Width Surface Surface Number A B
10”(254mm) 24”(610mm) Fabric/Acous./ Fabric/ NTAF-1024-NNN $280.80  $299.52
Tackable Tackable
30”(762mm) NTAF-1030-NNN 30472  323.44
36”(914mm) NTAF-1036-NNN 328.64  347.36
42”(1067mm) NTAF-1042-NNN 35256  371.28
48”(1219mm) NTAF-1048-NNN 376.48 395.20
60”(1524mm) NTAF-1060-NNN 424.32  443.04

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Upper Structure Elements — Stack Kits

16” Stack Kit

Side 1 Side 2
Pad Pad Trim Trim Fabric Grade
Height Width Surface Surface Number A B A B
16”(406mm) 24”(610mm) Fabric/ Fabric/ NTFF-1624-NNN $273.00 $295.88
Tackable Tackable
30”(762mm) NTFF-1630-NNN 295.36 318.24
36”7(914mm) NTFF-1636-NNN 317.72 340.60
42”(1067mm) NTFF-1642-NNN 340.08 362.96
48”(1219mm) NTFF-1648-NNN 362.44 385.32
60”(1524mm) NTFF-1660-NNN 407.16 430.04
16”(406mm) 24”(610mm) Fabric/Acous./ Fabric/Acous./ NTAA-1624-NNN $372.84 $395.72
Tackable Tackable
307(762mm) NTAA-1630-NNN 403.52 426.40
36”(914mm) NTAA-1636-NNN 434.20 457.08
427(1067mm) NTAA-1642-NNN 464.88 487.76
48”(1219mm) NTAA-1648-NNN 495.56 518.44
60”(1524mm) NTAA-1660-NNN 556.92 579.80
16”(406mm) 24”7(610mm) Slat Slat NTYY-1624-NNN $535.18  $547.66
30”(762mm) NTYY-1630-NNN 570.12 584.68
36”(914mm) NTYY-1636-NNN 605.06 621.70
42”(1067mm) NTYY-1642-NNN 640.00 658.72
48”(1219mm) NTYY-1648-NNN 674.94 695.74
607(1524mm) NTYY-1660-NNN 744.82 769.78
Features To Order, Specify:

¢ Includes one non-handed cross bar and two pads with pad

attachment brackets and accessories. 1) Product number.

» No power or communications access; cables can be 2) Painted or fabric/colorway for side one.*
routed horizontally or vertically through the stack kit. 3) Painted or fabric/colorway for side two.*

* Pads are field-removable for access to internal cabling or
for pad replacement. *Note: Upcharge for mixed grade fabric or trim

¢ Stack kit may have the same fabric on both sides or a surfaces, refer to the electronic catalog for
different fabric on each side. pricing.

Stack kit thickness is 3”(76mm).
Shipped unassembled.

NT-16

Specification Tips

* Maximum height of a panel configuration should not
exceed 1207(3048mm).

Connectors are required to create panel runs and
intersection; specify separately.

Stack kit to be used on the top of a foundation element or
16”(406mm) upper structure element.

Top cap is provided with all foundation elements and is
located to top of panel configurations.

Due to the aesthetic properties of the perforated surface
material, it is not recommended to route cables behind
pads.

Slat pad is designed to work with Jump Stuff and Belong
slat pad tools.

See Specification Guide for slat pad application
guidelines.

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Upper Structure Elements — Stack Kits

16” Stack Kit

Side 1 Side 2 Trim A
Pad Pad Fabric Grade
Height Width Surface Surface Number A B
Mixed Surface Options
16”(406mm) 24”(610mm) Fabric/Tackable Slat NTFY-1624-NNN $393.17  $404.61
30”(762mm) NTFY-1630-NNN 421.82 433.26
36”(914mm) NTFY-1636-NNN 450.47 461.91
427(1067mm) NTFY-1642-NNN 479.12 490.56
487(1219mm) NTFY-1648-NNN 507.77 519.21
60”(1524mm) NTFY-1660-NNN 565.07 576.51
16”(406mm) 24”(610mm) Fabric/Acous./ Slat NTAY-1624-NNN $443.09  $454.53
Tackable
30”(762mm) NTAY-1630-NNN 475.90 487.34
36”(914mm) NTAY-1636-NNN 508.71 520.15
427(1067mm) NTAY-1642-NNN 541.52 552.96
487(1219mm) NTAY-1648-NNN 574.33 585.77
607(1524mm) NTAY-1660-NNN 639.95 651.39
Side 1 Side 2 Trim B
Pad Pad Fabric Grade
Height Width Surface Surface Number A B
Mixed Surface Options
16”(406mm) 24”(610mm) Fabric/Tackable Slat NTFY-1624-NNN $399.41  $410.85
30”(762mm) NTFY-1630-NNN 429.10  440.54
36”(914mm) NTFY-1636-NNN 458.79 470.23
42”(1067mm) NTFY-1642-NNN 488.48  499.92
48”(1219mm) NTFY-1648-NNN 518.17  529.61
60”(1524mm) NTFY-1660-NNN 577.55  588.99
16”(406mm) 24”(610mm) Fabric/Acous./ Slat NTAY-1624-NNN $449.33  $460.77
Tackable
307(762mm) NTAY-1630-NNN 483.18 494.62
36”(914mm) NTAY-1636-NNN 517.03  528.47
42”(1067mm) NTAY-1642-NNN 550.88  562.32
48”(1219mm) NTAY-1648-NNN 584.73  596.17
60”(1524mm) NTAY-1660-NNN 652.43  663.87
Side 1 Side 2
Pad Pad Fabric Grade
Height Width Surface Surface Number A B
16”(406mm) 247(610mm) Fabric/Acous./ Fabric/ NTAF-1624-NNN $322.92 $345.80
Tackable Tackable
307(762mm) NTAF-1630-NNN 349.44 372.32
36”(914mm) NTAF-1636-NNN 375.96  398.84
42”(1067mm) NTAF-1642-NNN 402.48  425.36
48”(1219mm) NTAF-1648-NNN 429.00  451.88
607(1524mm) NTAF-1660-NNN 482.04 504.92
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RUSH/Start It Up Price List

PREMISE Upper Structure Elements — Stack Kits

16” Glazed Stack Kits

Glass
A
Height Width Number Trim A Trim B
16” Double Pane Glazed 16”(406mm) 24”(610mm) NTGG-1624 $442.90 $460.41
Stack Kit 30”(762mm) NTGG-1630 473.80 493.37
36”(914mm) NTGG-1636 504.70 526.33
42”(1067mm) NTGG-1642 535.60 559.29
48”(1219mm) NTGG-1648 566.50 592.25
607(1524mm) NTGG-1660 674.65 704.52
Features To Order, Specify:
¢ Includes one non-handgd cross bar W|th_pad attachment brackets, 1) Product number.
and two outer frames with glazing material. o
« No power or communications access. 2) Gilazing finish.
* Glazing material thickness is 1/8”(3mm). Not available in patterned  3) Trim color for frame.
glass.
* Assembled stack kit thickness is 3”(76mm).
¢ Frames may be removed for cleaning.
¢ Shipped unassembled.
Single and Double Pane Specification Tips Opening/Glazing Area
* Maximum height of a panel configuration is i
120”(3048mm). Stack Kit Open Open
¢ Connectors are required to create panel runs and Size Height Width
conditions; specify separately. 1624 11.17(282mm) 20.7”(526mm)
¢ Stack kit to be used on the top of a foundation element or ”
16”(406mm) upper structure element. 1630 26.7"(678mm)
 Top cap is provided with all foundation elements and is 1636 32.7”(831mm)
relocated to top of panel configuration. 1642 38.77(983mm)
1648 44.77(1135mm)
1660 56.7”(1440mm)

Class FA — SIN 711-1; Discount Group Xl
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RUSHY/Start It Up Price List

PREMISE Upper Structure Elements — Stack Components

Cross Bars

Width Number Price
Standard Cross Bar 24”(610mm) NCBB-24 $124.80

30”(762mm) NCBB-30 133.12

36”(914mm) NCBB-36 140.40

42”(1067mm) NCBB-42 143.52

48”(1219mm) NCBB-48 151.84

60”(1524mm) NCBB-60 184.08
NCBB Features To Order, Specify:

HAWORTH

¢ Includes one cross bar and pad attachment brackets.

¢ Provides structural support for 10”(254mm) or 16”(406mm) stack.

¢ Accepts separately specified 10”(254mm) or 16”(406mm) stack
pads.
¢ Standard in charcoal finish color only.

Specification Tips

¢ To be used in conjunction with individually specified pads and
connectors.

¢ Specify with matching wood pad sets.

¢ Cannot be used in off-modular overhead applications. See
Structural Cross Bar for off-modular conditions.

¢ Cross bar is included with all PREMISE power kits.

Class FA — SIN 711-1; Discount Group Xl
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RUSH/Start It Up Price List

PREMISE Upper Structure Elements — Stack Components

10” Single Pad

Trim Trim Fabric Grade
Height Width Surface Number A B A B
10”(254mm) 247(610mm) Fabric/Tackable NTF-1024-NN $ 61.88 $ 73.32
30”(762mm) NTF-1030-NN 71.76 83.20
36”(914mm) NTF-1036-NN 81.64 93.08
42”(1067mm) NTF-1042-NN 91.52 102.96
48”(1219mm) NTF-1048-NN 101.40 112.84
60”(1524mm) NTF-1060-NN 121.16 132.60
10”(254mm) 24”(610mm) Fabric/Acous./ Tackable NTA-1024-NN $112.84 $124.28
30”(762mm) NTA-1030-NN 126.88 138.32
36”(914mm) NTA-1036-NN 140.92 152.36
42”(1067mm) NTA-1042-NN 154.96 166.40
48”(1219mm) NTA-1048-NN 169.00 180.44
60”(1524mm) NTA-1060-NN 197.08 208.52
10”(254mm) 24”(610mm) Slat NTY-1024-NN $193.96 $198.12
30”(762mm) NTY-1030-NN 204.88 210.08
36”(914mm) NTY-1036-NN 215.80 222.04
42"(1067mm) NTY-1042-NN 226.72 234.00
48”(1219mm) NTY-1048-NN 237.64 245.96
60”(1524mm) NTY-1060-NN 259.48 269.88
Feature To Order, Specify:
* Includes one pad. 1) Product number.
Specification Tips 2) Painted, fabric/colorway.
¢ Frequently specified for reconfiguration.
* When specifying a stack pad to create a stack kit the following
components are required: two stack pads, one cross bar with
NTE-NN attachment brackets and connectors.
NTA-NN ¢ 10”(254mm) stack kits can only be specified for use at the top of a

NTY-NN panel configuration. Additional upper structure elements are not
permitted on top of 10”(254mm) stack kits.

Maximum height of a panel configuration should not exceed
1207(3048mm).

Foundation element is required as the base of every stackable
configuration.

Slat pad is designed to work with Jump Stuff slat pad tools.

¢ Slat pad can be used with wall track.

Class FA — SIN 711-1; Discount Group Xl
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RUSHY/Start It Up Price List

PREMISE Upper Structure Elements — Stack Components

10” Single Pads

Fabric Grade
A

Height Width Surface Number
PREMISE — 10” Single 10”(254mm) 30”(762mm) Fabric/Tackable NTF-1030-EC $217.36 $228.80
Technology Fabric Pad 367(914mm) NTF-1036-EC 236.60 248.04
42”(1067mm) NTF-1042-EC 246.48 257.92
48”(1219mm) NTF-1048-EC 256.36 267.80
60”(1524mm) NTF-1060-EC 276.12 287.56
Feature To Order, Specify:
= ¢ Includes one pad, power/communications bezel, receptacle and
_ data blank plate to fill each opening on pad, furniture data plate 1) Prod.uct number.
mounting bracket(s). All sizes include 1 data bracket - if additional 2) Fabric/colorway.
required order part #NEAC-0000. 3) Non-metallic trim color for bezels.
NTF-EC Specification Tips

30” Pad Only

®

HAWORTH

For stack kit application, specify pad for opposite side and
appropriate power kit.

Bezel communication port opening accepts furniture data plates
on data mounting bracket which must be installed on the cable
trough.

Maximum height of a panel configuration should not exceed
1207(3048mm).

10”(254mm) technology pads with power and communications can
be used in back-to-back applications.

Foundation element is required as the base of every stackable
configuration.

Specify triplex receptacles separately.

30” technology pad has only one bezel on left-hand side, no blank
plates included.

Class FA — SIN 711-1; Discount Group Xl
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RUSH/Start It Up Price List

PREMISE Upper Structure Elements — Stack Components

16” Single Pad

Trim Trim Fabric Grade
Height Width Surface Number A B A B
16”(406mm) 24”7(610mm) Fabric/Tackable NTF-1624-NN $ 63.18 $ 74.62
30”(762mm) NTF-1630-NN 74.36 85.80
36”(914mm) NTF-1636-NN 85.54 96.98
42”(1067mm) NTF-1642-NN 96.72 108.16
48”(1219mm) NTF-1648-NN 107.90 119.34
60”(1524mm) NTF-1660-NN 130.26 141.70
16”(406mm) 24”(610mm) Fabric/Acous./ Tackable NTA-1624-NN $114.14 $125.58
30”(762mm) NTA-1630-NN 129.48 140.92
36”(914mm) NTA-1636-NN 144.82 156.26
42"(1067mm) NTA-1642-NN 160.16 171.60
48”(1219mm) NTA-1648-NN 175.50 186.94
60”(1524mm) NTA-1660-NN 206.18 217.62
16”(406mm) 24”(610mm) Slat NTY-1624-NN $195.31 $201.55
30”(762mm) NTY-1630-NN 207.58 214.86
36”(914mm) NTY-1636-NN 219.85 228.17
427(1067mm) NTY-1642-NN 232.12 241.48
48”(1219mm) NTY-1648-NN 244.39 254.79
60”(1524mm) NTY-1660-NN 268.93 281.41
Feature To Order, Specify:
* Includes one pad. 1) Product number.
Specification Tips 2) Painted, fabric/colorway.
¢ Frequently specified for reconfiguration.
* When specifying a stack pad to create a stack kit the following
components are required: two stack pads, one cross bar with
attachment brackets and panel connectors.
NTE-NN ¢ Maximum height of a panel configuration should not exceed
NTA-NN 1207(3048mm).
NTY-NN o

58 March 2013/ N.A.

Foundation element is required as the base of every stackable
configuration.

Due to the aesthetic properties of the perforated surface material,
it is not recommended to route cables behind pads.

Slat pad is designed to work with Jump Stuff slat pad tools.

Slat pad can be used with wall track.

Structural fabric over steel pads to be used with structural
crossbars for off modular applications.

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada
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RUSHY/Start It Up Price List

PREMISE Upper Structure Elements — Stack Components

Glazed Pads
Glass
A

Height Width Number Trim A Trim B
Double Pane Pads — 16”(406mm) 24”(610mm) NTG-1624 $318.04 $339.46
16” Frame with Glazing 30”(762mm) NTG-1630 345.38 366.80
— 36”(914mm) NTG-1636 372.72 394.14
| 42”(1067mm) NTG-1642 400.06 421.48
48”(1219mm) NTG-1648 427.40 448.82
60”(1524mm) NTG-1660 482.08 503.50

Features To Order, Specify:
¢ Includes two outer frames both with glazing.
¢ Converts an existing stack kit to a glazed stack. 1) Product number.
NTG-16 2) Glazing finish.
Specification Tips 3) Trim color for frame.
* Requires the support of a cross bar with pad attachment brackets

and connectors.
¢ Maximum height of a panel configuration should not exceed

1207(3048mm).
¢ Foundation element is required as the base of every stackable

configuration.
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RUSH/Start It Up Price List

PREMISE Upper Structure Elements — Stack Components

16” Single Technology Fabric Pads

Fabric Grade
Height Width Surface Number A B
PREMISE — 16” Single 16”(406mm) 30”(762mm) Fabric/Tackable NTF-1630-EC $219.96 $231.40
Technology Fabric Pad 36”(914mm) NTF-1636-EC 240.50 251.94
42”(1067mm) NTF-1642-EC 251.68 263.12
48”(1219mm) NTF-1648-EC 262.86 274.30
60”(1524mm) NTF-1660-EC 285.22 296.66
Feature To Order, Specify:
* Includes one pad, power/communications bezel, receptacle and
data blank plate to fill each opening on pad, furniture data plate 1) Prod-uct number.
mounting bracket(s). All sizes include 1 data bracket. If additional 2) Fabric/colorway.
required, order part #NEAC-0000. 3) Non-metallic trim color for bezels.

Specification Tips
NTF-EC ¢ For stack kit application, specify pad for opposite side and
appropriate power Kkit.
Bezel communication port opening accepts furniture data plates
on data mounting bracket which must be installed on the cable
trough.
Maximum height of a panel configuration should not exceed
1207(3048mm).
16”(406mm) technology pads with power and communications can
be used in back-to-back applications.
Foundation element is required at the base of every stackable
configuration.
Specify triplex receptacles separately.
30” technology pad has only one bezel on left-hand side, no blank
plates included.

30” Pad Only

®.

Class FA — SIN 711-1; Discount Group Xl
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RUSHY/Start It Up Price List

PREMISE Upper Structure Elements — Stack Components

16” Single Technology Slat Pads

Trim
Height Width Surface Number A B
PREMISE — 16” Single 16”(406mm) 30”(762mm) Slat NTY-1630-EC $376.06 $383.34
Technology Slat Pad 367(914mm) NTY-1636-EC 429.93 438.25
42”(1067mm) NTY-1642-EC 442.20 451.56
48”(1219mm) NTY-1648-EC 454.47 464.87
60”(1524mm) NTY-1660-EC 479.01 491.49
Feature To Order, Specify:
¢ Includes one pad, power/communications bezel, receptacle and
’ data blank plate to fill each opening on pad, furniture data plate R Prcleuct number.
—— mounting bracket(s). All sizes include 1 data bracket. If additional 2) Painted slat pad color.
@i/ required, order part #NEAC-0000. 3) Non-metallic trim color for bezels.
Specification Tips
NTY-EC ¢ For stack kit application specify pad for opposite side and

appropriate power kit and power connector(s).

For off-modular overheads specify a structural power kit for use
with technology slat pads only.

Bezel communication port opening accepts furniture data plates
on data mounting bracket which must be installed on cable trough.
Maximum height of a panel configuration should not exceed
1207(3048mm).

16”(406mm) technology pads with power and communications can
be used in back-to-back applications.

Foundation element is required as the base of every stackable
configuration.

Slat pad is designed to work with Jump Stuff slat pad tools.
Specify triplex receptacles separately.

30” technology pad has only one bezel on left-hand side, no blank
plates included.

30” Pad Only

®.
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RUSH/Start It Up Price List

PREMISE Visual Privacy Elements — Panel Attached

Trim
Height Width Number A B
Fabric Scrim — 16”(406mm) 24”(610mm) NBPA-1624-F $162.75 $165.90
Stand Alone Kit 30”(762mm) NBPA-1630-F 184.80 189.54
36”(914mm) NBPA-1636-F 206.85 213.18
42”(1067mm) NBPA-1642-F 228.90 236.82
48”(1219mm) NBPA-1648-F 250.95 260.46
54”(1372mm) NBPA-1654-F 265.65 276.22
60”(1524mm) NBPA-1660-F 295.05 307.74
Features To Order, Specify:
¢ Includes two \{ertlcal collumns, one upper hor_‘lzqntal structural rod, 1) Product number.
one lower horizontal weighted rod, fabric scrim insert, and
attachment hardware. 2) Fabric scrim/colorway; FO-NW (New White).
¢ Scrim is a lightweight open weave textile. 3) Trim color for rods.
¢ Screens/toppers are non-load bearing.
* Screens/toppers have no acoustical or tackable properties.
¢ Screens/toppers can be used in off-modular conditions.
NBPA-F  Screens/toppers are shipped unassembled.

Specification Tips

Not recommended for attachment directly to super base panels;
use monolithic panels instead.

Grooved top cap must be separately specified with foundation
element.

Mounts on center channel of grooved top cap.

Cannot be mounted on 2-way, 3-way, 4-way, or end-of-run top cap
trim pieces.

e Can span over 3-way or 4-way intersections.

Separately specified panel attached screen canopies can be
mounted to toppers.

Screens/toppers can be ganged horizontally with separately
specified shared kit.

Screens/toppers may interfere with variable height covers, in
these conditions specify screen one size smaller.

Class FA — SIN 711-1; Discount Group Xl
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RUSHY/Start It Up Price List

PREMISE Visual Privacy Elements — Panel Attached

Toppers Shared Kits

Trim
Height Width Number A B
Fabric Scrim — 16”(406mm) 24”(610mm) NBSP-1624-F $119.22 $121.33
Shared Kit 30”(762mm) NBSP-1630-F 139.27 142.44
36”(914mm) NBSP-1636-F 159.32 163.55
42"(1067mm) NBSP-1642-F 179.37 184.66
48”(1219mm) NBSP-1648-F 199.42 205.77
54”(1372mm) NBSP-1654-F 219.47 226.88
607(1524mm) NBSP-1660-F 239.52 247.99
Features To Order, Specify:
¢ Includes one yertical co!umn, one upper hori_zontal structural rod, 1) Product number.
one lower horizontal weighted rod, fabric scrim insert, and
attachment hardware. 2) Fabric scrim/colorway; FO-NW (New White).
¢ Scrim is a lightweight open weave textile. 3) Trim color for frame.
¢ Screens/toppers are non-load bearing.
¢ Screens/toppers have no acoustical or tackable properties.
¢ Screens/toppers can be used in off-modular conditions.

Screens/toppers are shipped unassembled.

NBSP-F Specification Tips

Not recommended for attachment directly to super base panels;
use monolithic panels instead.

Grooved top cap must be separately specified with foundation
element.

¢ Mounts on center channel of grooved top cap.

Cannot be mounted on 2-way, 3-way, 4-way, or end-of-run top cap
trim pieces.

¢ Can span over 3-way or 4-way intersections.

Separately specified panel attached screen canopies can be
mounted to toppers.

Use of shared kits will result in 1 1/4”(32mm) reduced overall width
per ganged kit.

Shared kits must be used with a stand alone kit.

Toppers may interfere with variable height covers, in these
conditions specify topper one size smaller.
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RUSH/Start It Up Price List

PREMISE Visual Privacy Elements — Panel Attached

Canopies
Trim
Height Depth Width Number A B
Canopy — Top Cap Mount 23”(584mm) 20”(508mm) 36”(914mm) NBCP-1636 $353.63 $357.23
42”(1067mm) NBCP-1642 399.77 403.67
48”(1219mm) NBCP-1648 445.91 450.11
Features To Order, Specify:
¢ Includes frame, one upper horizontal tube, one lower horizontal
rod, two 2 1/2”(64mm) vertical columns, fabric scrim insert, and 1) Product number.
attachment hardware. 2) Fabric scrim/colorway; FO-NW (New White).
¢ Scrim is a lightweight open weave textile. 3) Trim color for frame.
* Canopies are non-load bearing.
¢ Provides visual barrier in an open environment.
¢ Canopies can be used in off-modular conditions.
¢ Canopies are shipped unassembled.
NBCP

Specification Tips

* Grooved top cap must be separately specified with foundation
element.

¢ Mounts on center channel of grooved top cap.

Cannot be mounted on 2-way, 3-way, 4-way, or end-of-run top

cap trim pieces.

¢ Can span over 3-way or 4-way intersections.

For back-to-back applications, see the double top cap canopy.

Recommended to be used with 48”(1219mm) and 53”(1346mm)

high panels.

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Visual Privacy Elements — Worktop Mounted Screens

Stand Alone Kits without Modesty

Trim
Height Width Number A B
Fabric Scrim — 19”(483mm) 247(610mm) NBDM-1924-F $182.52 $204.12
Stand Alone Kit 30”(762mm) NBDM-1930-F 210.60 232.20
36”(914mm) NBDM-1936-F 238.68 260.28
42”(1067mm) NBDM-1942-F 266.76 288.36
48”(1219mm) NBDM-1948-F 294.84 316.44
54”(1372mm) NBDM-1954-F 322.92 344.52
60”(1524mm) NBDM-1960-F 351.00 372.60
Features To Order, Specify:
¢ Includes two \{ertlcal collumns, one upper honzqntal structural rod, 1) Product number.
one lower horizontal weighted rod, fabric scrim insert, and
attachment hardware. 2) Fabric scrim/colorway; FO-NW (New White).
¢ Scrim is a lightweight open weave textile. 3) Trim color for frame.
¢ Screens are non-load bearing.
¢ Screens have no acoustical or tackable properties.

NBDM-F

HAWORTH

Screens are shipped unassembled.

Specification Tips

¢ Mounts to underside of worktop.

Brackets add dimension to worktop depth.

Separately specified worktop mounted screen canopies can be
mounted to screens.

Tri Tables are predrilled for recommended worktop screen widths.
Recommended screen width is 12”(305mm) less than worktop
width.

Screens can be mounted on 1 1/4”(32mm) thick straight edge
worktops. Requires field drilling for installation.

Class FA — SIN 711-1; Discount Group Xl
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RUSH/Start It Up Price List

PREMISE Visual Privacy Elements — Worktop Mounted Screens

Worktop Mounted Canopies

Trim
Height Depth Width Number A B
Worktop Mounted 41”7(1041mm) 20”(508mm) 36”(914mm) NBCD-1936 $351.52 $370.24
Screen Canopy 42”(1067mm) NBCD-1942 396.24 414.96
48”(1219mm) NBCD-1948 439.92 458.64
Features To Order, Specify:
¢ Includes frame, one upper horizontal tube, one lower horizontal 1) Product number.

rod, fabric scrim insert, and canopy cap.
Scrim is a lightweight open weave textile. 2) Fabric scrim/colorway; FO-NW (New White).
Canopies are non-load bearing. 3) Trim color.

Provides visual barrier in an open environment.

Canopies are shipped unassembled.

Specification Tip
* Must be used with separately specified worktop mounted
screens.

NBCD

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Visual Privacy Elements

Freestanding Screens

Trim
Height Width Number A B
Fabric Scrim Insert 53”(1346mm) 36”(914mm) NBFS-5336-F $679.12 $699.12
48”(1219mm) NBFS-5348-F 791.44 815.44
64”(1626mm) 36”(914mm) NBFS-6436-F $747.76 $769.76
48”(1219mm) NBFS-6448-F 885.04 911.04
Features To Order, Specify:
. Inclydgs fra}me, fa.bnc scrim insert, anq attachment hardware. 1) Product number.
¢ Scrim is a lightweight open weave textile.
o Attachment hardware is clear. 2) Fabric scrim/colorway; FO-NW (New White).
¢ 47(102mm) wheels are non-locking. Standard in black finish color 3) Trim color for frame.
only.
¢ Screens are non-load bearing.
* Screens have no acoustical or tackable properties.
¢ Screens are shipped unassembled.
- Specification Tips
* 20”(508mm) high freestanding screens have 20”(508mm) wheel
span centered on 1 1/4”(32mm) thick frame.
X ¢ 64”(1626mm) high freestanding screens have 24”(610mm) wheel
span centered on 1 1/4”(32mm) thick frame.
» Clearance height is 17 3/8”(441mm).
NBFS-F
Translucent Insert White Color/Pattern
s Height Width Number A B A B
/ 53”(1346mm) 36”(914mm) NBFS-5336-X $1063.92 $1083.92 $1263.60 $1283.60
oF 48”(1219mm) NBFS-5348-X 1241.76 1265.76 1591.20 1615.20
64”(1626mm) 36”(914mm) NBFS-6436-X $1172.60 $1194.60 $1463.80  $1485.80
48”(1219mm) NBFS-6448-X 1389.96 1415.96 1864.20 1890.20
Features To Order, Specify:
s ¢ Includes frame, translqcent insert, and attachment hardware. 1) Product number.
¢ Attachment hardware is clear.
 4”(102mm) wheels are non-locking. Standard in black finish color 2) Translucent color/pattern.
only. 3) Trim color for frame.
L ¢ Screens are non-load bearing.
¢ Screens have no acoustical or writable properties.
U ¢ Screens are shipped unassembled.
@ Specification Tips
U ¢ 20”(508mm) high freestanding screens have 20”(508mm) wheel
% span centered on 1 1/4”(32mm) thick frame.
* 64”(1626mm) high freestanding screens have 24”(610mm) wheel
NBFS-X span centered on 1 1/4”(32mm) thick frame.
¢ Clearance height is 17 3/8”(441mm).
Class FA — SIN 711-1; Discount Group Xl
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PREMISE Visual Privacy Elements

Freestanding Screen

Trim
Height Width Number A B
Markerboard Insert 53”(1346mm) 36”(914mm) NBFS-5336-M $ 957.84 $ 977.84
= 48”(1219mm) NBFS-5348-M 1163.76 1187.76
/ 64”(1626mm) 36”(914mm) NBFS-6436-M $1083.68 $1105.68
F 48”(1219mm) NBFS-6448-M 1335.36 1361.36
Features To Order, Specify:
¢ Includes frame, markerboard insert, three dry erase markers and 1) Product number.
eraser, and attachment hardware. )
 Attachment hardware is clear. 2) Trim color for frame.
o) ¢ 47(102mm) wheels are non-locking. Standard in black finish color
only.
¢ Screens are non-load bearing.
I ¢ Two-sided acrylic markerboard.
¢ Screens are shipped unassembled.
- Specification Tips
* 20”(508mm) high freestanding screens have 20”(508mm) wheel
span centered on 1 1/4”(32mm) thick frame.
X ¢ 64”(1626mm) high freestanding screens have 24”(610mm) wheel
span centered on 1 1/4”(32mm) thick frame.
» Clearance height is 17 3/8”(441mm).
NBFS-M  Markerboard cleaner and conditioner available through eParts.
Class FA — SIN 711-1; Discount Group Xl
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PREMISE 3-Circuit — Electrical Components

Power Feed Modules — base raceway power application

Feed Length Number Price
Base Feed Module - 48”(1219mm) NEBF-1 $279.00
Hardwire Connection — 727(1829mm) NEBF-0006 329.00
3-Circuit 1207(3048mm) NEBF-0010 429.00

180”(4572mm) NEBF-0015 554.00

300”(7620mm) NEBF-0025 804.00

Features To Order, Specify:

) Llﬁ:gﬂﬁsw?t?mee?;;te 1f26—eg(3am;t2 v?/llfgls( f1o/r2 ug ?on]thmr)ege;(l)lilaemrge;?rlcuits of R F,\'jgcicrn?tsﬂ usnp:g;;ication required.)

power.

For floor, column, or wall hardwire connections.

For use with panels equipped with 3-circuit power components.
Base feed module can be field modified to accommodate left or
right hand conditions.

Attaches at any one of the four receptacle sites in a powered base
raceway of a monolithic or super base panel.

Standard in charcoal trim color only.

Specification Tips

¢ Not for use with open base raceway panel applications.

* Not for use with power sources other than 120 volt 60 hertz.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Single Circuit Base Feed 2'(610mm) (USA Only) NEB-2 $234.00
Module N Rec_eptacle Features To Order, Specify:
Connection with Power Cord — , |¢)ydes a single circuit power connector, 2'(610mm) cord and 20

; f 1) Product number.
3-Circuit amp plug (NEMA 5-20P). ) o ) (No finish specification required.)
For use with panels equipped with 3-circuit power components.

Requires a 20 amp, 125 volt power receptacle (NEMA 5-20R) for

plug-in (not included).

Provides power to circuit #1 only.

Attaches at any of the four receptacle sites in a powered base

raceway of a monolithic or super base panel.

Standard in charcoal trim color only.

Specification Tips

Not for use in Canada due to electrical code restrictions.

Not for use with isolated ground receptacles.

Not for use with open base raceway panel applications.

Not for use with power sources other than 120 volt 60 hertz.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
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PREMISE 3-Circuit — Electrical Components

Power Feed Modules — base raceway power application

Number Price
Base Feed Module — NEBF-5 $429.00
Concealed Hardwire e
Connection — 3-Circuit Features To Order, Specify:

¢ Includes one junction box with modular connector.

¢ For use with panels equipped with 3-circuit power components.

¢ For floor, column, or wall hardwire connections.

¢ Provides eight 12-gauge wires for up to three 20-amp circuits of
power.

* Conforms to New York City electrical code.

¢ Junction box has three 1/2” knockouts.

1) Product number.
(No finish specification required.)

Specification Tips

For installation on panels no less than 367(914mm) wide.
Connector plugs into receptacle site on left side of panel base.
Not for use with open base raceway panel applications.

Not for use with power sources other than 120 volt 60 hertz.
Conduit and fittings for connection between building and junction
box are supplied by local electricians.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
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RUSHY/Start It Up Price List

PREMISE 3-Circuit — Electrical Components

Power Feed Modules — top feed power application

Trim
Panel Height Pole Length Number A B
Monolithic Panel 10’ Ceiling Height
Top Feed Module — 427(1067mm) - 53”(1346mm) 95”(2413mm) NETM-5300-3T $809.76  $923.13
3-Circuit 64”(1626mm) - 80”(2032mm) 66”(1676mm) NETM-8000-3T 767.64 852.92
12’ Ceiling Height
42”(1067mm) - 53”(1346mm) 119”(3023mm) NETM-5300-3W $835.76 $974.10
64”(1626mm) - 80”(2032mm) 95”(2413mm) NETM-8000-3W 793.64 903.90
Features To Order, Specify:
. Inql_udes one electrical harness in metal conduit, electrical box, 1) Product number.
D ceiling bezel plate, pole and hardware. )
¢ For connection to the electrical source located in space above a 2) Trim color.
drop ceiling.

For use with panels equipped with 3-circuit power components.
Electrical harness contained in metal conduit allows for adjacent
routing of communication cabling within the pole.

For routing and cabling capacities see Specification Guide.
Removable cover on poles provides access to pathway.

Provides eight 12-gauge wires for up to three 20-amp circuits of
power.

* Routes power to base raceway.

Attaches at any one of the four receptacle sites in a powered base
raceway.

Specification Tips

For installation on fabric monolithic panels no less than
NETM-3T 24”(61 Omm) wide.

NETM-3W Not for use with glass or open base panels.

Can be used with standard, grooved or wood top cap.
®.

Mounts 1 1/2”(38mm) from the end of the top cap.

Not for use with power sources other than 120 volt 60 hertz.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

NOTE: Wire harness length is 180”(4572mm) regardless of pole
length.

Class FA — SIN 711-1; Discount Group Xl
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RUSH/Start It Up Price List

PREMISE 3-Circuit — Electrical Components

Power Feed Modules — top feed power application

Panel Height Pole Length Number Xﬂm B
Stackable Panel 10’ Ceiling Height
Top Feed Module — 427(1067mm) - 48”(1219mm) 95”(2413mm) NETP-4800-3T $852.92  $ 971.49
3-Circuit 64”(1626mm) - 80”(2032mm) 66”(1676mm) NETP-8000-3T 803.00 888.28
12’ Ceiling Height
42”(1067mm) - 48”(1219mm) 119”(3023mm) NETP-4800-3W $878.92  $1022.46
64”(1626mm) - 80”(2032mm) 95”(2413mm) NETP-8000-3W 829.00 939.26
Features To Order, Specify:

Includes one electrical harness in metal conduit, electrical box,
ceiling bezel plate, pole and hardware.

For connection to the electrical source located in space above a 2) Trim color.
drop ceiling.

For use with panels equipped with 3-circuit power components.

Electrical harness contained in metal conduit allows for adjacent

routing of communication cabling within the pole.

For routing and cabling capacities see Specification Guide.

Removable cover on pole provides access to pathway.

Provides eight 12-gauge wires for up to three 20-amp circuits of

power.

Mounts to stack kit and routes power and communications cabling

from ceiling to the base raceway on a monolithic base or super

base panel, beltline, or standing-height on a stack kit.

Attaches at any one of the four receptacle sites in a powered base

raceway.

1) Product number.

Specification Tips
For installation on stack kits mounted above monolithic or super
base panels no less than 24”(610mm) wide for base raceway.
Not for use with glass, translucent, perforated or open stack kits.
¢ Can be used with standard, grooved or wood top cap.
* Not recommended for use on stack kits with structural crossbars in
Ngg:g&l off-modular applications.

Mounts to the top cross bar of a stack kit 5 3/8”(93mm) from the
end of top cap.
Not for use with power sources other than 120 volt 60 hertz.
Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Beltline Connection

NOTE: Wire harness length is 180”(4572mm) regardless of pole
length.

)

Base Raceway Connection

@)-

Class FA — SIN 711-1; Discount Group Xl
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RUSHY/Start It Up Price List

PREMISE 3-Circuit — Electrical Components

Power Feed Modules — top feed power application

Length Number Price
Infeed Harness — 15'(4572mm) VNEH-0000-3 $455.52
3-Circuit Features . . . . To Order, Specify:

- Can be used o route power ram foar 1o betling on open or 1) POt U o required)

closed base panels. Electrical harness routes through panel side
frame rail of monolithic or super base panel.

Can be used with a powered top feed pole to bring an additional
set of three circuits into the workstation cluster. Local electrician to
provide secondary junction box at top of top feed pole.

For use with panels equipped with 3-circuit power components.
Provides eight 12-gauge wires for up to three 20 amp circuits of
power.

Attaches at any one of the four receptacle sites in a powered
panel.

Specification Tips

Not for use with power sources other than 120 volt 60 hertz.

For applications from floor to beltline where conduit is exposed.
Split tubing may be field supplied separately to cover galvanized
metal conduit.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

<
2
m
*
w
L]
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PREMISE 3-Circuit — Electrical Components

Power Kits

Panel Width Number

Price

Power Kit for Stack Application
— 3-Circuit

o

74 March 2013/ N.A.

24”(610mm

NEKA-24-P

$495.04

504.40

)
30"(762mm) NEKA-30-P
)

367(914mm

NEKA-36-P

513.76

523.12

48”(1219mm) NEKA-48-P

532.48

(
(
(
427(1067mm) NEKA-42-P
(
(

60”(1524mm) NEKA-60-P

551.20

Features

Includes power distribution assembly (PDA), NEF-1 flexible power
connector and cable trough, one 3”(76mm) straight cable guide,
one 3”(76mm) corner cable guide, cable hangers, cross bar, and
mounting hardware.

Can be used to access power or route power through stack kit at
beltline and standing height.

Standard in charcoal trim color only.

Specification Tips

Flexible power connector provided with power kit will
accommodate straight in-line, inside 90° and inside 120°
conditions. Refer to NES-1 flexible power connector for other
applications.

To access power, specify triplex receptacles separately for use
with power Kit.

To route power through stack kit at beltline and standing height
with a separately specified pad.

Use of seperately specified Power Distribution Support Bracket is
recommended to stabilize power distribution assembly (PDA).
Cannot be used with open, glazed, translucent or perforated
pad.

24”7(610mm) kit is for routing power through panel only-no power
access.

For 18”(457mm) panels there is neither a power kit nor an
extended power connector available to route power at the beltline
or standing height. See Specification Guide for alternate options.
Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:

1) Product number.
(No finish specification required.)
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PREMISE 3-Circuit — Electrical Components

Power Kits

Panel Width Number Price
Stack Application Retrofit Kit  247(610mm) NEKB-24-P $258.96
— 3-Circuit 307(762mm) NEKB-30-P 271.44
36”(914mm) NEKB-36-P 283.92
o 42”(1067mm) NEKB-42-P 296.40

(T — — ”,
i 48”(1219mm) NEKB-48-P 308.88
60”(1524mm) NEKB-60-P 333.84
Features To Order, Specify:

HAWORTH

Includes power distribution assembly (PDA), NEF-1 flexible power
connector and cable trough, one 3”(76mm) straight cable guide,
one 3”(76mm) corner cable guide and cable hangers.

Can be used to access power or route power through stack kit at
beltline and standing height.

Standard in charcoal trim color only.

Specification Tips

Flexible power connector provided with power kit will
accommodate straight in-line, inside 90° and inside 120°
conditions. Refer to NES-1 flexible power connector for other
applications.

To access power, specify triplex receptacles and 10”(254mm) or
16”(406mm) high PREMISE technology pad only for use with
power kit.

To route power through stack kit at beltline and standing height
with a separately specified pad.

Use of seperately specified Power Distribution Support Bracket is
recommended to stabilize power distribution assembly (PDA).
Cannot be used with open, glazed, translucent or perforated
pad.

247(610mm) kit is for routing power through panel only-no power
access.

For 18”(457mm) panels there is neither a power kit nor an
extended power connector available to route power at the beltline
or standing height. See Specification Guide for alternate options.
Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
(No finish specification required.)
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PREMISE 3-Circuit — Electrical Components

Length Number

Price

Super Base Panel-to-Stack
Kit Beltline Vertical Power
Connector — 3-Circuit

NEPH-4

®

327(813mm) NEPH-4

$183.04

Features

¢ Includes one (1) power connector with safety latches for securing
vertical power connector to power distribution assembly.

¢ Transfers power from the base raceway to beltline raceway.

¢ For use with panels equipped with 3-circuit power components.

¢ Can be used with either 10”(254mm) or 16”(406mm) powered kit
for stack application on super base panel (16”(406mm) shown).

¢ Standard in charcoal trim color only.

Specification Tips

* The power connectors install on the right side of panel into flex
connector locations.

¢ Blocks access to beltline and base receptacle location.

* Cannot be used with open stack kits or glazed stack kits.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

To Order, Specify:

1) Product number.
(No finish specification required.)

Super Base Panel-to-Stack Kit
Standing Height Vertical Power
— 3-Circuit

76 March 2013/ N.A.

48”(1219mm) NEPH-5

$246.48

Features

Includes one (1) power connector with safety latches for securing
vertical power connector to power distribution assembly.

Transfers power from the base raceway to standing height.

For use with panels equipped with 3-circuit power components.
Can be used with 10”(254mm) and 16”(406mm) powered kit for
stack application located above a 16”(405mm) stack kit on a super
base panel.

Standard in charcoal trim color only.

Specification Tips

* The power connectors install on right side of panel into flex
connector locations.

¢ Blocks access to standing height and base receptacle location.

* Cannot be used with open stack kits or glazed stack kits.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:

1) Product number.
(No finish specification required.)
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PREMISE 3-Circuit — Electrical Components

Horizontal Power Connector — base raceway and beltline power applications

Flexible Power Connector —
3-Circuit

@iﬁ

i

Monolithic/Super Base straight condition

Stack kit inside 120° condition

NEF-1

®.

HAWORTH

o

— = |

= O\ 7=
Stack Kit straight condition Monolithic/Super Base inside 90° condition  Stack kit inside 90° condition Monolithic/Super Base
inside 120° condition

Length Number Price
13 1/4”(337mm) NEF-1 $106.08
Features To Order, Specify:
¢ Includes one flexible power connector with safety latches for

i tor t block 1) Product number.
securing connector to power block. ' . o At ation required.)
Continues electrical circuits between base panels in straight, 90°

or 120° conditions, and connected stack kits in an inside 90° or
120° condition.

For use with panels equipped with 3-circuit power components.
* NEF-1_ flexible power connectors ship with each powered
standard or base panel as follows:

—.95 with 3-circuit power

Standard in charcoal trim color only.

Specification Tips

¢ Cable guides must be used in stack kit applications to protect
flexible power connector.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
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PREMISE 3-Circuit — Electrical Components

Horizontal Power Connector — base raceway and beltline power applications

Straight-Span Flexible
Power Connector — 3-Circuit

= | | [/

Monolithic/Super panel three-way or
four-way condition

NES-1

®

78 March 2013/ N.A.

20

= | | e

N

\120°/

Stack kit three-way or four-way condition Monolithic/Super panel outside 90° condition Monolithic/Super panel outside 120° condition

Length Number

Price

16”(406mm) NES-1

$106.08

Features

 Includes one straight-span flexible power connector with safety
latches for securing connector to power distribution assembly.
Continues electrical circuits across the three-inch space between
powered panels, base panels or stack kits in three-way or four-way
conditions, and between powered panels in an outside 90°/120°
condition.

For use with panels equipped with 3-circuit power components.
Standard in charcoal trim color only.

Specification Tips

¢ Cable guides must be used in stack kit applications to protect
flexible connector.

 Straight span flexible power connector must be separately
specified and is not included with panel.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:

1) Product number.
(No finish specification required.)
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PREMISE 3-Circuit — Electrical Components

Receptacles

Description Circuit Access Ground Type Number Price
Triplex Receptacles — 15 Amp  15A Triplex Circuit 1-3 Common NER-1 $198.64
— 3-Circuit 15A Triplex Circuit 1-3 Isolated NER-2 $214.24
Features To Order, Specify:

HAWORTH

¢ Includes box of six receptacles, each receptacle has three 15 Amp
outlets (NEMA 5-15R configuration).

¢ For use with panels equipped with 3-circuit power components.

¢ Receptacles are ground type specific.

Specification Tips

Receptacles are field programmable.

For power access at any location within the panels with
appropriate base raceway covers or technology pad.

Isolated ground receptacle not for use with single circuit base feed
module.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
2) Trim color (non-metallic trim color only).
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PREMISE 3-Circuit — Electrical Components

Power Kits — base raceway power application

Trim
Height Panel Width Number A B
Base Raceway Retrofit 6 3/4”(171mm) 24”(610mm) NEKP-24 $296.78 $304.10
Kit — Powered 30”(762mm) NEKP-30 303.05 312.46
— 3-Circuit 36”(914mm) NEKP-36 309.32 320.82
42”(1067mm) NEKP-42 315.59 320.18
48”(1219mm) NEKP-48 321.86 337.54
60”(1524mm) NEKP-60 334.40 354.26

Features To Order, Specify:
¢ Includes one power distribution assembly (PDA), one NEF-1

flexible power connector and one two-sided powered raceway " Pr.oduct number.
cover. 2) Trim color.

* Convert non-powered panels to powered panels.

Specification Tips
¢ Flexible power connectors provided with retrofit kit will
accommodate straight in-line or inside 90° or 120° conditions.

Refer to NES-1 flexible power connectors for other applications.
®.

Specify triplex receptacles for use with monolithic panels and
super base panels.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Electrical Components

Base Raceway Covers — base raceway power application

Trim
Width Number A B
Raceway Cover without 24”(610mm) NRC-24-NNNN $29.87 $33.08
Power/Communications Access 3¢”(762mm) NRC-30-NNNN 33.99 38.27
36”(914mm) NRC-36-NNNN 38.11 43.46
42"(1067mm) NRC-42-NNNN 42.23 48.65
48”(1219mm) NRC-48-NNNN 46.35 53.84
60”(1524mm) NRC-60-NNNN 54.59 64.22
NFRC-NNNN Features To Order, Specify:
o :c%:g:.s one plastic raceway cover without cutouts for receptacle 1) Product number.
« May be provided for field porting if used with communication face 2) Trim color.
plates.
Raceway Cover with Power 24”(610mm) NRC-24-PNPN $50.47 $53.68
Access —Two Sides 30”(762mm) NRC-30-PNPN 54.59 58.87
_ 36”(914mm) NRC-36-PNPN 58.71 64.06
42”(1067mm) NRC-42-PNPN 62.83 69.25
48”(1219mm) NRC-48-PNPN 66.95 74.44
60”(1524mm) NRC-60-PNPN 75.19 84.82
NRC-PNPN Feature To Order, Specify:
* Inluces one PRSI racey coie I eGeplace CUOUISIOONTS 1) procct number.
2) Trim color.
Raceway Cover with Power and 36”(914mm) NRC-36-PCPC $79.31 $ 84.66
Single Gang Communications  457(1067mm) NRC-42-PCPC 83.43 89.85
Access —Two Sides 48"(1219mm) NRC-48-PCPC 87.55 95.04
60”(1524mm) NRC-60-PCPC 95.79 105.42
Features To Order, Specify:

¢ Includes one plastic raceway cover with receptacle cutouts/covers
for power and a cutout for two single gang adaptor plates )

NRC-PCPG (included) for communication faceplate access on both sides for 2) Trim color.
plate screw mounting.

¢ May be provided for field porting if used with communication face
plates.

1) Product number.

Specification Tips

* Punched opening for communication measures 2.25”(57mm) x
3.75”(95mm).

* Inside opening of adaptor plate measures 2.00”(51mm) x
2.81”7(71mm).

Class FA — SIN 711-1; Discount Group Xl
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PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Power Feed Modules — base raceway power application

Feed Length

Description

Number Price

Single Circuit Base Feed
Module — Receptacle
Connection with Power Cord
— 4-Circuit (2+2 and 3+1)

2'(610mm)

2+2 (USA Only)

NEB-2-2 $234.00

2’'(610mm)

3+1 (USA Only)

NEB-2-4 $234.00

F

eatures

Includes a single circuit power connector, 2’(610mm) cord and 20
amp plug (NEMA 5-20P).

For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.

Requires a 20 amp, 125 volt power receptacle (NEMA 5-20R) for
plug-in (not included).

Provides power to circuit #1 only.

Attaches at any of the four receptacle sites in a powered base
raceway of a monolithic or super base panel.

Standard in charcoal trim color only.

Specification Tips

Not for use in Canada due to electrical code restrictions.

Not for use with isolated ground receptacles.

Not for use with open base raceway panel applications.

Not for use with power sources other than 120 volt 60 hertz.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

To Order, Specify:

1) Product number.
(No finish specification required.)

Base Feed Module —
Concealed Hardwire
Connection — 4-Circuit
(2+2 and 3+1)

82 March 2013/ N.A.

Description

Number Price

Concealed 4-Circuit

242

NEBF-5-2 $429.00

Concealed 4-Circuit

3+1

NEBF-5-4 $429.00

Features

Includes one junction box with modular connector.

For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.

For floor, column, or wall hardwire connections.

Provides six 12-gauge and two 10-gauge wires for up to four
20-amp circuits of power.

Conforms to New York City electrical code.

Junction box has three 1/2” knockouts.

Specification Tips

For installation on panels no less than 36”(914mm) wide.
Connector plugs into receptacle site on left side of panel base.
Not for use with open base raceway panel applications.

Not for use with power sources other than 120 volt 60 hertz.
Conduit and fittings for connection between building and junction
box are supplied by local electricians.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:

1) Product number.
(No finish specification required.)
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PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Power Feed Modules — top feed power application

Trim
Panel Height Pole Length Description Number A B
Monolithic Panel 10’ Ceiling Height
Top Feed Module — 427(1067mm) - 53”(1346mm) 95”(2413mm) 242 NETM-5300-3T2 $1478.36  $1591.73
4-Circuit (2+2 and 3+1) 64”(1626mm) - 80”(2032mm) 66”(1676mm) NETM-8000-3T2 143624  1521.52
42”(1067mm) - 53”(1346mm) 95”(2413mm) 3+1 NETM-5300-3T4 $1478.36  $1591.73
64”(1626mm) - 80”(2032mm) 66”(1676mm) NETM-8000-3T4 1436.24 1521.52
12’ Ceiling Height
42”(1067mm) - 53”(1346mm) 119”(3023mm) 242 NETM-5300-3W2 $1504.36  $1642.70
64”(1626mm) - 80”(2032mm) 95”(2413mm) NETM-8000-3W2 1462.24 1572.50
g 42”(1067mm) - 53”(1346mm) 119”(3023mm) 3+1 NETM-5300-3W4 $1504.36  $1642.70
64”(1626mm) - 80”(2032mm) 95”(2413mm) NETM-8000-3W4 1462.24 1572.50
Features To Order, Specify:
. In(_:l_udes one electrical harness in metal conduit, electrical box, 1) Product number.
ceiling bezel plate, pole and hardware. )
¢ For connection to the electrical source located in space above a 2) Trim color.
drop ceiling.
* For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.
¢ Electrical harness contained in metal conduit allows for adjacent
routing of communication cabling within the pole.
m,j ¢ For routing and cabling capacities see Specification Guide.
* Removable cover on poles provides access to pathway.
* Provides six 12-gauge and two 10-gauge wires for up to four
20-amp circuits of power.
NETM.oT4 * Routes power to base raceway.
NETM-3W2 * Attaches at any one of the four receptacle sites in a powered base
NETM-3W4

®.

HAWORTH

raceway.

Specification Tips

For installation on fabric monolithic panels no less than
24”(610mm) wide.

Not for use with glass or open base panels.

Can be used with standard, grooved or wood top cap.
Mounts 1 1/2”(38mm) from the end of the top cap.

Not for use with power sources other than 120 volt 60 hertz.

3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

NOTE: Wire harness length is 180”(4572mm) regardless of pole
length.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
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RUSH/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Power Feed Modules — top feed power application

Panel Height Pole Length Description Number Xrlm B
Stackable Panel 10’ Ceiling Height
Top Feed Module — 427(1067mm) - 48”(1219mm) 95”(2413mm) 242 NETP-4800-3T2 $1521.52  $1640.09
4-Circuit (2+2 and 3+1) 64”(1626mm) - 80”(2032mm) 66”(1676mm) NETP-8000-3T2 147160  1556.88
427(1067mm) - 48”(1219mm) 95”(2413mm) 3+1 NETP-4800-3T4 $1521.52  $1640.09
64”(1626mm) - 80”(2032mm) 667(1676mm) NETP-8000-3T4 1471.60  1556.88
12’ Ceiling Height
42”(1067mm) - 48”(1219mm) 1197(3023mm) 242 NETP-4800-3W2 $1547.52  $1691.06
64”(1626mm) - 80”(2032mm) 95”(2413mm) NETP-8000-3W2 1497.60  1607.86
42”(1067mm) - 48”(1219mm) 119”(3023mm) 3+1 NETP-4800-3W4 $1547.52  $1691.06
64”(1626mm) - 80”(2032mm) 95”(2413mm) NETP-8000-3W4 1497.60  1607.86
Features To Order, Specify:
. Lr;(izllﬁtéeseozr;e;Letztr;:glleh:;réeﬁ:rgwrgre:al conduit, electrical box, 1) Product number.
« For connection to the electrical source located in space above a 2) Trim color.

Beltline Connection

NETP-3T2
NETP-3T4
NETP-3W2
NETP-3W4

)

Base Raceway Connection

®.

84 March 2013/ N.A.

drop ceiling.

For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.

Electrical harness contained in metal conduit allows for adjacent
routing of communication cabling within the pole.

For routing and cabling capacities see Specification Guide.
Removable cover on pole provides access to pathway.

Provides six 12-gauge and two 10-gauge wires for up to four
20-amp circuits of power.

Mounts to stack kit and routes power and communications cabling
from ceiling to the base raceway on a monolithic base or super
base panel, beltline, or standing-height on a stack kit.

Attaches at any one of the four receptacle sites in a powered base
raceway.

Specification Tips

For installation on stack kits mounted above monolithic or super
base panels no less than 24”(610mm) wide for base raceway.
Not for use with glass, translucent, perforated or open stack kits.
* Can be used with standard, grooved or wood top cap.

off-modular applications.

Mounts to the top cross bar of a stack kit 5 3/8”(93mm) from the
end of top cap.

Not for use with power sources other than 120 volt 60 hertz.

3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

NOTE: Wire harness length is 180”(4572mm) regardless of pole
length.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

Not recommended for use on stack kits with structural crossbars in

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and

HAWORTH



RUSHY/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Power Feed Modules — top feed power application

Description Number Length Price
Infeed Harness — 242 VNEH-0000-2 15'(4572mm) $523.12
4-Circuit (2+2 and 3+1) Features To Order, Specify:

VNEH-2

HAWORTH

Includes electrical harness in galvanized metal conduit.

Can be used to route power from floor to beltline on open or
closed base panels. Electrical harness routes through panel side
frame rail of monolithic or super base panel.

Can be used with a powered top feed pole to bring an additional
set of four circuits into the workstation cluster. Local electrician to
provide secondary junction box at top of top feed pole.

For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.

Provides six 12-gauge and two 10-gauge wires for up to four 20
amp circuits of power.

Attaches at any one of the four receptacle sites in a powered
panel.

Specification Tips

Not for use with power sources other than 120 volt 60 hertz.

For applications from floor to beltline where conduit is exposed.
Split tubing may be field supplied separately to cover galvanized
metal conduit.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
(No finish specification required.)
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RUSH/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Power Kits
Panel Width Description Number Price
Power Kit for Stack Application 247(610mm) 2+2 NEKA-24-P2 $495.04
— 4-Circuit (2+2 and 3+1) 307(762mm) NEKA-30-P2 504.40
A 36”(914mm) NEKA-36-P2 513.76
42"(1067mm) NEKA-42-pP2 523.12
m@fﬂ i 48”(1219mm) NEKA-48-P2 532.48
60”(1524mm) NEKA-60-P2 551.20
247(610mm) 3+1 NEKA-24-P4 $495.04
30”(762mm) NEKA-30-P4 504.40
36”(914mm) NEKA-36-P4 513.76
427(1067mm) NEKA-42-P4 523.12
NEKA-P2
NEKA-P4 487(1219mm) NEKA-48-P4 532.48
60”(1524mm) NEKA-60-P4 551.20
CUS Features To Order, Specify:
¢ Includes power distribution assembly (PDA), NEF-1 flexible power
connector and cable trough, one 3”(76mm) straight cable guide, 1) Product number. ;
» . (No finish specification required.)
one 3”(76mm) corner cable guide, cable hangers, cross bar, and
mounting hardware.
Connector
2+2 flex power NEF-1-2
2+1 flex power NEF-1-4
¢ Can be used to access power or route power through stack kit at
beltline and standing height.
¢ Standard in charcoal trim color only.
Specification Tips
* Flexible power connector provided with power kit will
accommodate straight in-line, inside 90° and inside 120°
conditions. Refer to NES-1-2 or NES-1-4 flexible power connector
for other applications.
* To access power, specify triplex receptacles separately for use
with power kit.
¢ To route power through stack kit at beltline and standing height
with a separately specified pad.
¢ Use of seperately specified Power Distribution Support Bracket is
recommended to stabilize power distribution assembly (PDA).
¢ Cannot be used with open, glazed, translucent or perforated
pad.
* 24”(610mm) kit is for routing power through panel only-no power
access.
e For 18”(457mm) panels there is neither a power kit nor an
extended power connector available to route power at the beltline
or standing height.
¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).
Class FA — SIN 711-1; Discount Group Xl
86 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH



RUSHY/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Power Kits

Panel Width Description Number Price
Stack Application Retrofit Kit  247(610mm) 242 NEKB-24-P2 $397.28
— 4-Circuit (2+2 and 3+1) 307(762mm) NEKB-30-P2 414.96
36”(914mm) NEKB-36-P2 432.64
o 42”(1067mm) NEKB-42-P2 450.32

(T — — ”,
T 487(1219mm) NEKB-48-P2 468.00
60”(1524mm) NEKB-60-P2 503.36
24”(610mm) 3+1 NEKB-24-P4 $397.28
30(762mm) NEKB-30-P4 414.96
367(914mm) NEKB-36-P4 432.64
427(1067mm) NEKB-42-P4 450.32
NEKB-P2 48”(1219mm) NEKB-48-P4 468.00
60”(1524mm) NEKB-60-P4 503.36
cus Features To Order, Specify:

HAWORTH

¢ Includes power distribution assembly (PDA), NEF-1 flexible power
connector and cable trough, one 3”(76mm) straight cable guide,
one 3”(76mm) corner cable guide and cable hangers.

Connector
2+2 flex power NEF-1-2
2+1 flex power NEF-1-4
Can be used to access power or route power through stack kit at
beltline and standing height.
Standard in charcoal trim color only.

Specification Tips

Flexible power connector provided with power kit will
accommodate straight in-line, inside 90° and inside 120°
conditions. Refer to NES-1-2 or NES-1-4 flexible power connector
for other applications.

To access power, specify triplex receptacles and 10”(254mm) or
16”(406mm) high PREMISE technology pad only for use with
power Kit.

To route power through stack kit at beltline and standing height
with a separately specified pad.

Use of seperately specified Power Distribution Support Bracket is
recommended to stabilize power distribution assembly (PDA).
Cannot be used with open, glazed, translucent or perforated
pad.

24”(610mm) kit is for routing power through panel only-no power
access.

For 18”(457mm) panels there is neither a power kit nor an
extended power connector available to route power at the beltline
or standing height.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.

(No finish specification required.)

March 2013 /N.A. 87



RUSH/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Accessories

Vertical Power Connectors

Length Description

Number Price

Super Base Panel-to-Stack
Kit Beltline Vertical Power
Connector — 4-Circuit
(2+2 and 3+1)

NEPH-4-2
NEPH-4-4

®.

32”(813mm) 242

NEPH-4-2 $183.04

327(813mm) 3+1

NEPH-4-4 $183.04

Features

Includes one (1) power connector with safety latches for securing
vertical power connector to power distribution assembly.
Transfers power from the base raceway to beltline raceway.

For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.

Can be used with either 10”(254mm) or 16”(406mm) powered kit
for stack application on super base panel (16”(406mm) shown).
Standard in charcoal trim color only.

Specification Tips

The power connectors install on the left side of panel into
receptacle locations.

Blocks access to beltline and base receptacle location.

Field bezel modification required per installation instructions.
Cannot be used with open stack kits or glazed stack kits.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

To Order, Specify:

1) Product number.
(No finish specification required.)

Super Base Panel-to-Stack Kit
Standing Height Vertical Power
— 4-Circuit (2+2 and 3+1)

)

[ )

NEPH-5-2
NEPH-5-4

®.

88 March 2013/ N.A.

48”(1219mm) 242 NEPH-5-2 $246.48
48”(1219mm) 3+1 NEPH-5-4 $246.48
Features To Order, Specify:

Includes one (1) power connector with safety latches for securing
vertical power connector to power distribution assembly.

Transfers power from the base raceway to standing height.

For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.

Can be used with 10”(254mm) and 16”(406mm) powered kit for
stack application located above a 16”(405mm) stack kit on a super
base panel.

Standard in charcoal trim color only.

Specification Tips

¢ The power connectors install on left side of panel into receptacle
locations.

¢ Blocks access to standing height and base receptacle location.

* Cannot be used with open stack kits or glazed stack kits.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
(No finish specification required.)

HAWORTH



RUSHY/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Horizontal Power Connector — base raceway and beltline power applications

Flexible Power Connector —
4-Circuit (2+2 and 3+1)

e mf‘:ﬁ

i =V w——
Monolithic/Super Base straight condition Stack Kit straight condition

Monolithic/Super Base inside 90° condition  Stack kit inside 90° condition

o0

Monolithic/Super Base
inside 120° condition

Includes one flexible power connector with safety latches for
securing connector to power block.
Continues electrical circuits between base panels in straight, 90°

or 120° conditions, and connected stack kits in an inside 90° or

120° condition.

components.

For use with panels equipped with 4-circuit (2+2 and 3+1) power

NEF-1_ flexible power connectors ship with each powered

standard or base panel as follows:

—.95 with 4-circuit power
Standard in charcoal trim color only.

Stack kit inside 120° condition

NEF-1-2

NEF-1-4 Specification Tips

¢ Cable guides must be used in stack kit applications to protect

flexible power connector.

cus ¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

HAWORTH

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
(No finish specification required.)

Length Description Number Price
13 1/4”(337mm) 242 NEF-1-2 $106.08
13 3/4”(349mm) 3+1 NEF-1-4 $106.08
Features To Order, Specify:

March 2013/N.A. 89



RUSH/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Horizontal Power Connector — base raceway and beltline power applications

Straight-Span Flexible
Power Connector

= | | [/

Monolithic/Super panel three-way or
four-way condition

NES-1-2
NES-1-4

@)-

90 March 2013/ N.A.

S~—

=

N

\120°/

= W — —

Stack kit three-way or four-way condition Monolithic/Super panel outside 90° condition Monolithic/Super panel outside 120° condition
Length Description Number Price
16”(406mm) 2+2 NES-1-2 $106.08
16”(406mm) 3+1 NES-1-4 $106.08
Features To Order, Specify:

¢ Includes one straight-span flexible power connector with safety
latches for securing connector to power distribution assembly.
Continues electrical circuits across the three-inch space between
powered panels, base panels or stack kits in three-way or four-way
conditions, and between powered panels in an outside 90°/120°
condition.

For use with panels equipped with 4-circuit (2+2 or 3+1) power
components.

Standard in charcoal trim color only.

Specification Tips

¢ Cable guides must be used in stack kit applications to protect
flexible connector.

¢ Straight span flexible power connector must be separately
specified and is not included with panel.

¢ Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
(No finish specification required.)

HAWORTH



RUSHY/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Receptacles

Receptacle

Description Circuit Access Identifier Ground Type Number Price
Triplex Receptacles — 15 Amp  2+2 15A Triplex Circuit 1 1 Common NER-1500-M12 $287.04
— 4-Circuit (2+2 and 3+1) Circuit 2 2 NER-1500-M22 287.04
Circuit 3 3 NER-1500-M32 287.04
Circuit 4 4 NER-1500-M42 287.04
2+2 15A Triplex Circuit 1 1 Isolated NER-1500-1 12 $302.64
Circuit 2 2 NER-1500-I 22 302.64
Circuit 3 3 NER-1500-I 32 302.64
NER-1500 Circuit 4 4 NER-1500-I 42 302.64
3+1 15A Triplex Circuit 1 A Common NER-1500-M14 $287.04
Circuit 2 B NER-1500-M24 287.04
AL/ Circuit 3 c NER-1500-M34 287.04
Circuit 4 D NER-1500-M44 287.04
3+1 15A Triplex Circuit 1 A Isolated NER-1500-1 14 $302.64
Circuit 2 B NER-1500-1 24 302.64
Circuit 3 C NER-1500-I 34 302.64
Circuit 4 D NER-1500-1 44 302.64

Features To Order, Specify:

* Includes box of six receptacles, each receptacle has three 15 Amp
outlets (NEMA 5-15R configuration).

« For use with panels equipped with 4-circuit (2+2 or 3+1) power 2) Trim color (standard trim only).
components.

¢ Receptacles are circuit and ground type specific.

1) Product number.

Specification Tips

* Receptacles have fixed circuit access and are not field
programmable. Specify appropriate number of receptacles for
each circuit.

For power access at any location within the panels with
appropriate base raceway covers or technology pad.

Isolated ground receptacle not for use with single circuit base feed
module.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

NOTE: 3+1 receptacles identify circuit access with letters
(i.e. Circuit 1=A).

Class FA — SIN 711-1; Discount Group Xl
HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013/N.A. 91



RUSH/Start It Up Price List

PREMISE 4-Circuit (2+2 and 3+1) — Electrical Components

Power Kits — base raceway power application

Height Panel Width Description Number ;rlm B
Base Raceway Retrofit 6 3/4”(171mm) 24”(610mm) 2+2 NEKP-24-2 $309.32 $316.64
Kit — Powered 30”(762mm) NEKP-30-2 315.59 325.00
— 4-Circuit (2+2 and 3+1) 367(914mm) NEKP-36-2 321.86  333.36
427(1067mm) NEKP-42-2 328.13 341.72
487(1219mm) NEKP-48-2 334.40 350.08
60”(1524mm) NEKP-60-2 346.94 366.80
6 3/4”(171mm) 24”(610mm) 3+1 NEKP-24-4 $309.32  $316.64
30”(762mm) NEKP-30-4 315.59 325.00
36”(914mm) NEKP-36-4 321.86 333.36
427(1067mm) NEKP-42-4 328.13 341.72
48”(1219mm) NEKP-48-4 334.40 350.08
60”(1524mm) NEKP-60-4 346.94 366.80
NEKP-2
NEKP-4 Features To Order, Specify:
" fexibis power coneclor and one wo-sided powered raceway 1) Produet number.
¢ s cover. 2) Trim color.
Connector

2+2 flex power NEF-1-2
3+1 flex power NEF-1-4
Convert non-powered panels to powered panels.

Specification Tips

¢ Flexible power connectors provided with retrofit kit will
accommodate straight in-line or inside 90° or 120° conditions.
Refer to NES-1-2 or NES-1-4 flexible power connectors for other
applications.

Specify triplex receptacles for use with monolithic panels and
super base panels.

Do not mix 3-circuit with 4-circuit components. Do not mix 2+2 and
3+1 components. Components have unique polarity key and color
coding (3-circuit=black, 2+2=blue and 3+1=green).

Class FA — SIN 711-1; Discount Group Xl
92 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH



RUSHY/Start It Up Price List

PREMISE Electrical Components

Base Raceway Covers — base raceway power application

Trim
Width Number A B
Raceway Cover without 24”(610mm) NRC-24-NNNN $29.87 $33.08
Power/Communications Access 3¢”(762mm) NRC-30-NNNN 33.99 38.27
36”(914mm) NRC-36-NNNN 38.11 43.46
42"(1067mm) NRC-42-NNNN 42.23 48.65
48”(1219mm) NRC-48-NNNN 46.35 53.84
60”(1524mm) NRC-60-NNNN 54.59 64.22
NRC-NNNN Features To Order, Specify:
. :c%:g:.s one plastic raceway cover without cutouts for receptacle 1) Product number.
« May be provided for field porting if used with communication face 2) Trim color.
plates.
Raceway Cover with Power 24”(610mm) NRC-24-PNPN $50.47 $53.68
Access —Two Sides 30”(762mm) NRC-30-PNPN 54.59 58.87
_ 36”(914mm) NRC-36-PNPN 58.71 64.06
42”(1067mm) NRC-42-PNPN 62.83 69.25
48”(1219mm) NRC-48-PNPN 66.95 74.44
60”(1524mm) NRC-60-PNPN 75.19 84.82
NRC-PNPN Feature To Order, Specify:
 Inludes n PaCc racoway ouer I SGERIaIs CUOUISIOONTS 1) roguctrumber
2) Trim color.
Raceway Cover with Power and 36”(914mm) NRC-36-PCPC $79.31 $ 84.66
Single Gang Communications  427(1067mm) NRC-42-PCPC 83.43 89.85
Access —Two Sides 487(1219mm) NRC-48-PCPC 87.55 95.04
B 60”(1524mm) NRC-60-PCPC 95.79 105.42
Features To Order, Specify:

¢ Includes one plastic raceway cover with receptacle cutouts/covers
for power and a cutout for two single gang adaptor plates
(included) for communication faceplate access on both sides for 2) Trim color.
plate screw mounting.

1) Product number.

NRC-PCPC

Specification Tips

¢ Punched opening for communication measures 2.25”(57mm) x
3.75”(95mm).

* Inside opening of adaptor plate measures 2.00”(51mm) x
2.81”(71mm).

¢ Specify when no raceway cover is ordered with a foundation
element (no raceway cover option).

Class FA — SIN 711-1; Discount Group Xl
HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013/N.A. 93



RUSH/Start It Up Price List

PREMISE Electrical and Communication Accessories

Worksurface Grommet and Flip Top Units

Inside Outside

Height Diameter Diameter Number Price
Worksurface Grommet 17(25mm) 2 3/4”(70mm) 3”(76mm) WUAC-WSG $17.28
@ Features To Order, Specify:

¢ Includes one cover.

s 1) Product number.

* Must be field-installed. (No finish specification required.)

WUAC-WSG S Hication Ti
pecification Tip

Class CA - SIN 711-2; o - .
Discount Group | Available in charcoal color only.
Flip Top Unit Bezel

Width Depth Configuration Number Price

Corded Single-Sided Outlets

11 1/4”(286mm) 4 3/8”(111mm) 3 Power, 3 Data EUE1-0000-1331W $437.75

Corded Double-Sided Outlets

11 1/47(286mm) 8”(203mm) 3 Power, 3 Data EUE2-0000-1331W $875.50

Features To Order, Specify:

e Hardwire flip 'toplunlt |nc|qdes one ﬂlp top gmt with power outlets 1) Product number.

and communication openings, mounting clips, 6 foot flexible metal (No finish specification required.)

conduit feed with wires for hardwire, multiple data jack adapters to
accommodate most varieties of field supplied data jacks, also
includes blank data covers.

Corded flip top unit includes one flip top unit with power outlets
and communication openings, 12 foot long — 15-amp cord with
plug, mounting clips, multiple data jack adapters to accommodate
most varieties of field supplied data jacks, also includes blank data
covers.

Flip top unit is flush mounted with spring release cover.

Flip top unit overall height is 2 3/4”(70mm) and will extend below
the table tops.

Standard in anodized finish.

Ships assembled.

EUE2-1331W

Specification Tips

¢ Flip top unit plug-in cord drops down from bottom of unit to
plug into external power outlet.

Flip top unit must be field installed on worksurfaces by field
cutting hole.

¢ For use with 120 volt 60 hertz power source only.
Applications should be reviewed by local authorities
(electrical inspector) prior to ordering to verify use is
acceptable.

Corded flip top units with four receptacles utilize a fused plug
that may block adjacent building receptacle outlet.

Fused Plug Detail

Class YA - SIN 711-1;
Discount Group Xl

94  March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH



RUSHY/Start It Up Price List

PREMISE Electrical and Communication Accessories

Wire Managers

Height Depth Width Number Price
Vertical Wire Manager 60”(1524mm) 5/8”(16mm) 17(25mm) NEV-1 $41.60
Features To Order, Specify:

 Includes one vertical wire manager and six attachment clips.
* Guides wires or cables vertically from base raceway to

worksurface or from worksurface to overhead storage unit or shelf.

* Two wire managers will fit in a single set of panel slots.
* For wire management refer to cable management in Specification
Guide.

Specification Tips

¢ May be field cut to appropriate length. Requires two attachment
clips per field cut section.

¢ Wire manager may be installed in same connector slots with
shared or handed cantilever support.

1) Product number.
2) Trim color (standard trim only).

Vertical Wire Manager
TN

7 7 o7 o7

Yo st ey s

NEV-2

HAWORTH

Height Inside Diameter Number Price
17 1/2”(444mm) 7/16”(11mm) NEV-2 $100.88
Features To Order, Specify:

 Includes ten vertical wire managers.

¢ Vertically routes and conceals cords along panel surface above or
below the worksurface.

¢ Wire manager, NEV-2, extends 1/2”(13mm) from panel surface.

* Standard in black trim only.

Specification Tips

¢ Suggested application: use to conceal single task light cord
between overhead storage and worksurface.

¢ May be field cut to appropriate size.

¢ For NEV-2, panel connectors slots will accommodate a wire
manager and one adjacent panel mounted component.

Class FA — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

1) Product number.
(No finish specification required.)
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PREMISE Electrical and Communication Accessories

Port Kits
Height Width Description Number Price
Monolithic Panel 5”(127mm) 3 1/4”(83mm) For Info Plate NEC-1 $55.12
Communications Port Kit 3 3/4”(95mm) 3 1/4”(83mm) For Single Gang Outlet NEC-2 55.12
Features To Order, Specify:
. inclutliets outlet plate mounting bracket, face plate, and mounting 1) Product number.
emplate. ) ) (No finish specification required.)
¢ Two types are available to accommodate the following connector
modules:
[ﬂ —One information plate opening, 1.38”(35mm) wide x
2.70”(69mm) high.
—One single gang outlet face plate opening, 2”(51mm) wide x
2 3/4”(70mm) high.
¢ Provides communication access on the panel face of fabric
surface Monolithic to communication cables routed in the top cable
c pathway or bottom raceway.
NE ¢ May be located 2”(51mm) in from the edge of the panel,
18”(457mm), 34”(864mm), and 43”(1092mm) up from the bottom
(to bottom of port) of the base raceway.
¢ Standard in charcoal trim color only.
Specification Tips
* May be installed on the left or right side of the panel face.
* May be installed back-to-back.
¢ Requires field modification of the panel.
¢ Communications information plates are not provided by Haworth
and must be purchased separately.
Information Plate 2 3/4”(70mm) 4”(102mm) For Info Plate NECK-1 $50.96
Communication Port Kits 2 1/8"(54mm) 41/8”(105mm) For Standard Outlet NECK-2 70.72
Features To Order, Specify:
¢ Provides commun!catlo.ns port on stack kit pad face. 1) Product number.
¢ Two types are available: ) )
—NECK-1 provides front and back mounting frames. 2) Trim color (standard trim only).
—NECK-2 provides a backer plate.
Specification Tips
* Requires a field-cut hole 2 1/2”(61mm) high x 3 5/8”(92mm) wide.
¢ Field-cut hole must be a minimum of 3”(76mm) from
the perimeter of the pad to maintain structural stability.
* Communications information plates are not provided by Haworth
and must be purchased separately.
 Verify clearance with any power components that may be mounted
behind pad.
¢ For use with fabric tackable and fabric acoustical tackable pads
only.
Class FA — SIN 711-1; Discount Group Xl
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PREMISE Electrical and Communication Accessories

Cable Management

Height Depth Width Number Price
Cable Hanger 4”(102mm) 2”(51mm) 2”(51mm) NECH-1 $33.28
£ Features To Order, Specify:

NOTE:

Two cable hangers ship with

 Includes package of six cable hangers.

* Provides holding place for communications cables within stack kit.

¢ Snaps on the horizontal cross bar.

¢ Standard in black trim color only.

¢ See the Cable Management section in the Specification Guide for
cable capacity.

1) Product number.
(No finish specification required.)

Specification Tip
¢ Use for 18”(457mm) panel applications when cable routing is

) required.
every powered stack kit.
Single Gang Communication 4.1/8”(105mm) 1/8”(3mm) 2 1/2”(64mm) NECB-2 $34.32
Adaptor Plate Features To Order, Specify:

¢ Includes one communication adaptor plate.

¢ Provides retrofit mounting location for standard single-gang outlet
size communications plate on painted, wood or markerboard pads
and/or base raceway covers.

Standard wall outlet size: 2 1/4”(57mm) high by

3 3/4”(95mm) wide (NEMA WD-6 specification).

Self locates behind communications pad for screw attachment.
Standard in black trim color only.

1) Product number.
(No finish specification required.)

Specification Tips
¢ Field porting required.
* Not recommended for fabric pads.

NECR-1
Right-side up application

Upside down application

HAWORTH

5”(127mm) 2”(51mm) 4”(102mm) NECR-1 $57.20

Features To Order, Specify:
¢ Includes one reel.

Provides bulk storage of copper and fiber cables.

Mounts right-side up on a horizontal cross bar. Can also be
mounted upside down on a horizontal cross bar between two stack
kits.

Standard in charcoal finish color only.

See the Cable Management section in the specification guide for
cable capacity.

1) Product number.
(No finish specification required.)

Class FA — SIN 711-1; Discount Group Xl
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PREMISE Adaptable Upper Storage

Shelves
Trim
Height Depth Width Number A B
Shelf 10”(254mm) 13 1/4”(337mm) 24”(610mm) UNSN-1024-PM $191.02 $200.59
30”(762mm) UNSN-1030-PM 197.86 209.83
36”(914mm) UNSN-1036-PM 204.70 219.07
42"(1067mm) UNSN-1042-PM 211.54 228.31
48”(1219mm) UNSN-1048-PM 218.38 237.55
54”(1372mm) UNSN-1054-PM 225.22 246.79
60”(1524mm) UNSN-1060-PM 232.06 256.03
66”(1676mm) UNSN-1066-PM 238.90 265.27
72”(1829mm) UNSN-1072-PM 245.74 274.51
Features To Order, Specify:
¢ Includes shelf with back stop, end panels and hardware.
UNSN-PM « Accepts separately specified task lights. D) P"_OdUCt number.
« Safety interlock prevents dislodgement from panel connector slots. ~ 2) Trim color for shelf and end panels.
¢ Shelf thickness is 2”(51mm).
¢ Shipped unassembled.
Specification Tips
¢ Specify separate shelf gang clip for unbalanced configurations
with greater than one row of shelves.
¢ To be installed in connector slots on same size panel or on a
combination of panels that equal the shelf width.
¢ Cannot be used with slat pads.
Shelf Dividers 4”(102mm) 13 1/4”(337mm) 1 3/4”(44mm) NADR-8 $177.16 $189.52

Features To Order, Specify:

* Includes box of eight shelf dividers.

¢ To be used to divide space laterally on panel mounted shelves or
up mount shelves, standard or up mount overhead storage units. 2) Trim color.

1) Product number.

NADR-8

Class CA — SIN 711-1; Discount Group |
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PREMISE Adaptable Upper Storage

Flipper Door Trim A Trim B

Height Depth Width Number Trim A TrimB TrimA TrimB
Overhead Storage Unit, 16”(406mm) 147(356mm)  24”(610mm) UNFS-1624-PM $ 515.10 $ 518.16 $ 523.26 $ 526.32
Standard Mount — Painted Door 30”(762mm) UNFS-1630-PM 539.58  543.15  548.76  552.33
) 36”(914mm) UNFS-1636-PM 564.06 568.14  574.26  578.34
42”(1067mm) UNFS-1642-PM 588.54 593.13 599.76 604.35
48”(1219mm) UNFS-1648-PM 613.02 618.12 625.26 630.36
54”(1372mm) UNFS-1654-PM 637.50 643.11 650.76 656.37
60”(1524mm) UNFS-1660-PM 72214 72826  736.42 74254
UNFS-PM 66”(1676mm) UNFS-1666-PM 880.20 886.83 895.50 902.13
72”(1829mm) UNFS-1672-PM 1047.44 1054.58 1063.76  1070.90

Features To Order, Specify:

¢ Includes door front without lock, top shelf, bottom shelf with back

stop, end panels, and hardware. Optional locks available. 1) Product number, including:

* Inside dimensions: @ Locking Option:
—Height: 12 3/4”(324mm) )
—Depth: 13 1/4”(337mm) N Non-locking
¢ Locks are available in black or chrome. ; ;
* For lock options, refer to Lock Program Price List. L Locking, add $16.32 list.
* Accepts separately specified task lights. 2) Trim color for shelf and end panels.
¢ Safety interlock prevents dislodgement from panel component slots. 3) Trim color for door.

Flipper Door - 66”(1676mm) and 72”(1829mm) units have two
doors, one lock per door if locking option is specified.

Flipper door stores on top of unit.

Shipped unassembled.

4) Trim color for lock housing, if applicable.

Specification Tips

¢ To be installed in connector slots on same size panel or on a
combination of panels that equal the width of the storage unit.
Specify separate shelf gang clip for unbalanced configurations
with greater than one row of overhead storage units.

Units cannot be retrofitted with different door style; ie: flipper doors
cannot be changed to cabinet doors.

* Doors cannot be retrofitted with locks.

Overhead storage units cannot be retrofitted to:

—Standard Overhead Storage Unit — Off-Modular

—Up Mount Overhead Storage Unit

—Up Mount Overhead Storage Unit — Off-Modular

¢ Cannot be used with slat pads.

Flipper doors can be field retrofitted with slow close mechanism
from eParts.

Class CA — SIN 711-1; Discount Group |
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PREMISE Adaptable Upper Storage

Flipper Door Trim A Trim B
Height Depth Width Number (1] TrimA TrimB TrimA TrimB
Overhead Storage Unit, 16”(406mm) 147(356mm)  24”(610mm) UNGS-1624-PM $730.26 $733.32 $738.42 $741.48
Up Mount — Painted Door 30”(762mm) UNGS-1630-PM 75474  758.31  763.92  767.49
36”(914mm) UNGS-1636-PM 779.22 783.30 789.42 793.50
42”(1067mm) UNGS-1642-PM 803.70 808.29 81492  819.51
48”(1219mm) UNGS-1648-PM 828.18 833.28  840.42  845.52
Features To Order, Specify:
¢ Includes door front without lock, top shelf, bottom shelf with full ’ .
back, mounting brackets, end panels, and hardware. Optional 1) Product number, including:
locks available. @ Locking Option:
UNGS-PM « Inside dimensions: .
—Height: 12 3/4”(324mm) N Non-locking
» Up-Mount brackets are color-matched to case. i ocking, add $16.32 list.
* Locks are available in black or chrome. 2) Trim color for shelf and end panels.
» For lock options, refer to Lock Program Price List. 3) Trim color for door.
: Accepts separately specified task lights. 4) Trim color for lock housing, if applicable.

Safety interlock prevents dislodgement from panel component
slots.

Flipper door stores on top of unit.

Shipped unassembled.

Specification Tips

¢ Must be used with monolithic panels, 16”(406mm) stack kits,
or 16”(406mm) stack pads.

To be installed in connector slots on same size panel or on a
combination of panels that equal the width of the storage unit.
Specify separate shelf gang clip for unbalanced configurations
with greater than one row of overhead storage units.

Units cannot be retrofitted with different door style; ie: flipper doors
cannot be changed to cabinet doors.

¢ Doors cannot be retrofitted with locks.

Recommended for single row application.

Recommended for use with 48”-53”(1219mm-1346mm) high panel
configurations.

Using up mount overheads limits allowable panel runs to 10 feet
maximum and requires worksurfaces use side-mount brackets,
worksurface support panels or other form of floor support. (Fully
cantilevered worksurfaces are not allowed). Return panels on each
end must equal height of panel run and depth of worksurface.
Overhead storage units cannot be retrofitted to:

—Standard Overhead Storage Unit — Off-Modular

—Standard Overhead Storage Unit

—Up Mount Overhead Storage Unit — Off-Modular

Cannot be used with 10”(254mm) stack pads or kits, panel
mounted tackboards or slat pads.

Flipper doors can be field retrofitted with slow close mechanism
from eParts.

Class CA — SIN 711-1; Discount Group |
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PREMISE Wall Mount Components

Flipper Door Trim A Trim B

Height Depth Width Number (1) Trim A TrimB TrimA TrimB
Overhead Storage Unit, 16”(406mm) 14”(356mm)  24”(610mm) UUFS-1624-PW $ 556.91 $ 559.97 $ 565.07 $ 568.13
Wall Mount — Painted Door 30”(762mm) UUFS-1630-PW 581.39 584.96 590.57 594.14
) 36”(914mm) UUFS-1636-PW 605.87 609.95 616.07 620.15
42”(1067mm) UUFS-1642-PW 630.35 63494 64157  646.16
48”(1219mm) UUFS-1648-PW 654.83  659.93  667.07 67217
54”(1372mm) UUFS-1654-PW 679.31 684.92 692.57 698.18
60”(1524mm) UUFS-1660-PW 763.95  770.07 77823  784.35
UUFS-PW 66”(1676mm) UUFS-1666-PW 922.01 928.64  937.31 943.94
72”(1829mm) UUFS-1672-PW 1089.25 1096.39 110557 1112.71

Features To Order, Specify:

¢ Includes door front without lock, top shelf, bottom shelf with back

stop, end panels, mounting bar, angle adjustment bar and 1) Product number, including:

hardware. Optional locks available. @ Locking Option:
¢ Inside dimensions: )
—Height: 12 3/4”(324mm) N Non-locking
—Depth: 13 1/4”(337mm) L Locki dd $16.32 list
e Locks are available in black or chrome. i ocking, add $16.32 list.
« For lock options, refer to Lock Program Price List. 2) Trim color for shelf and end panels.
* Accepts separately specified task lights. 3) Trim color for door.
: Safety interlock prevents dislodgement from wall. 4) Trim color for lock housing, if applicable.

Flipper Door - 66”(1676mm) and 72”(1829mm) units have two
doors, one lock per door if locking option is specified.

Flipper door stores on top of unit.

Optional non-structural back is available.

Shipped unassembled.

Specification Tips

Units cannot be retrofitted with different door style; ie: flipper doors
cannot be changed to cabinet doors.

Doors cannot be retrofitted with locks.

Must be properly anchored to a structural wall.

Anchors are not provided, must be field supplied.

Flipper doors can be field retrofitted with slow close mechanism
from eParts.

Class CA — SIN 711-1; Discount Group |
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PREMISE Wall Mount Components

Description Number Price
Overhead Storage Unit/ Shelf  One set NUB-1 $39.14
ng Clip Features To Order, Specify:

¢ Provides additional stability in unbalanced panel configurations
with adjacent shelves and overheads.
¢ Required for stack kits that have more than one row of shelves or

1) Product number.
(No finish specification required.)

NUB-1 overhead storage units.
Class BC — SIN 71 1-1; e Standard in black finish.
Discount Group XI
Wall Track Depth Wall Trim
i g Height Width Locations Attachment Number A B
E 30”(762mm) 1”(25mm) 3/4”(19.05mm) 4 holes VNAT-3000 $30.75  $46.13
E u 64”(1626mm) 10 holes VNAT-6400 62.04 77.42
80”(2032mm) 12 holes VNAT-8000 76.75 92.13
[ g
E ) Features To Order, Specify:
v ¢ Includes one tw9-3|ded wall tracl_< and screws. 1) Product number.
[ ¢ One wall track will mount two adjacent components. )
-Side one will accommodate mounting of two components in a 2) Trim color.
L Ll side-by-side shared condition.
VNAT —Side two will accommodate mounting of one component.

For attachment of the following components to structural walls:
—panel-hung storage

—tackstrips, tackboards, markerboards

—worksurface and supports

Class BC — SIN 711-1;
Discount Group XI

NOTE:

Mounting holes begin 1/2”(13mm)
from the top and continue every
6”( Z52mm) on cgm‘er. Wall frack is worksurface

designed fo be fiela-out from fhg ¢ In a component end mount condition, wall track will not add
bottom of the frack. See installation  4gitional width.

instructions for deftail.

Specification Tips
¢ A wall-mounted Premise panel requires 1%s”(35mm) field-installed
shim when used with wall track to support a corner or transitional

Tackboard, Nominal Fabric Grade
Wall Mount Height Width Number A B

167(406mm) 247(610mm) KUAF-1624 $184.23  $193.55
30"(762mm) KUAF-1630 193.55  204.42
36"(914mm) KUAF-1636 20287  215.29
42”(1067mm) KUAF-1642 21219  226.16
KUAF 48”(1219mm) KUAF-1648 22151  237.03
Class CA —SIN 711-1; 60”(1524mm) KUAF-1660 240.15  258.77

Discount Group |

Feature To Order, Specify:

¢ Includes one tackboard and attachment hardware. 1) Product number.

Specification Tip 2) Fabric surface and color.
¢ Designed to be used under wall mounted overhead storage
units.

HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013/N.A. 103
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PREMISE Tack Strips/Tackboards/Marker Boards

Fabric Grade
Height Depth Width Number A B
Tack Strip 5”(127mm) 7/8”(22mm) 24”(610mm) NAT-24 $146.30  $160.93
30”(762mm) NAT-30 154.14 169.92
36”(914mm) NAT-36 161.98 178.91
] 42"(1067mm) NAT-42 169.82 187.90
48”(1219mm) NAT-48 177.66 196.89
60”(1524mm) NAT-60 193.34 214.87
Feature To Order, Specify:
» Tackable strip to be installed on one or more panels of equivalent
width when designated tacking area is desired or mount to wall 1) Product number.
track. 2) Fabric surface and color.
NAT
Class CA SIN 711-1,
Discount Group |
Tackboard . 16”(406mm) 7/8”(22mm) 24”(610mm) NAB-1624 $209.31 $229.27
30”(762mm) NAB-1630 219.03 240.45
36”(914mm) NAB-1636 228.75 251.63
427(1067mm) NAB-1642 238.47 262.81
48”(1219mm) NAB-1648 248.19 273.99
60”(1524mm) NAB-1660 267.63  296.35
Feature To Order, Specify:
¢ Tackboard to be installed on one or more panels of equivalent
width when designated tacking area is desired or mount to wall 1) Product number.
track. 2) Fabric surface and color.
NAB
Class CA SIN 711-1,
Discount Group |
Markerboard Height Depth Width Number Price
23 1/8”(587mm) 3 1/4”(83mm) 30”(762mm) NAM-30 $372.08
36”(914mm) NAM-36 393.61
427(1067mm) NAM-42 415.14
48”(1219mm) NAM-48 436.67
60”(1524mm) NAM-60 479.73
Features To Order, Specify:

* White erasable writing surface with tray for storage of dry erase
markers and eraser.

¢ Non-magnetic.

¢ Tray is standard in charcoal and edge is standard in white finish
colors.

¢ Markerboard cleaner and conditioner available through eParts.

1) Product number.
(No finish specification required.)

NAM

Class FA SIN 711-1,

Discount Group Xl

All Purpose Hooks Trim
Application Number A B
Monolithic Panels NAH-12 $56.16  $67.60
Features To Order, Specify:

¢ Includes package of eight hooks.

¢ Attaches to the top of a monolithic panel or cross bar on a stack 1) Product number.

NAH-12 Kit. 2) Trim color.
Class FA SIN 711-1, o Fi ;
Discount Group X| Fifty pound capacity.

¢ Can be used with standard, grooved, or wood top caps. Standard
and wood top cap hooks are installed under the top cap. Grooved
top cap hooks are installed above the top cap in the outer channel.

104 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH
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Compose Full Panel Frames — 3-Circuit

Full Panel Frames

NOTES:

Powered frames with Power
Distribution Assemblies (PDA)
specified without raceway
covers require separately

specified base raceway covers

or tiles to the floor.
Some building codes may

restrict the use of panel heights

greater than 69”(17563mm).
Consult your local code
authority to assure that the
furniture layout is compliant.

Base price reflects:
N: No fop trim

N: Non-powered base raceway

H or B: Raceway cover with or
without knockouts on side
one,

H or B: Raceway cover with or
without knockouts on side
two,

N: Non-powered beltline

R: Standard acoustical

106 March 2013/ N.A.

Features

Includes non-powered or powered panel frame assembly, with or
without base raceway covers, with connection hardware, leveling
glides and carpet gripper; power distribution assembly/flex
connector(s) when power is specified.

Open Base Option (O) does not include raceway covers, pan, and
carpet grippers; includes painted leg covers (require trim color).
Includes beltline crossbar assembly, power distribution assembly,
flex connector and panel data grommet when power is specified at
beltline.

Aligner/light blocks can be specified separately.

Beltline crossbar acts as light block on optional beltline powered
frames 50”(1270mm) and higher.

Frame thickness is 2”(51mm); overall panel thickness is 3”(76mm).

¢ Base raceway is 8”(203mm) high.

Powered panels are available for countries that utilize 120 volt 60
hertz electrical systems and U.S. configured plugs and outlets.
Black finish on frame.

Shipped assembled with pan, power and glides.

Specification Tips

Requires separately specified top trim.

¢ 3-circuit power available on 24”(610mm)- to 60”(1524mm)-

wide only at base or beltline.
Segmented tile configurations require separately specified
aligner/light blocks when two tiles align horizontally with each
other.
No Raceway Cover Option (N):
—Frames may be non-powered or may have base raceway and/or
beltline power.
—Require a separately specified tile to the floor in place of the
base raceway cover.
Standing height and below height worksurfaces must be specified
as retrofit Kits.

¢ Beltline power kit is unique and not interchangeable with non-

beltline retro fit kit.

¢ Frames will accept stacks (maximum 2) up to a combined height of

90”(2286mm).

¢ Flex connectors provided for base powered panel frame,

accommodate straight in-line, inside 90° conditions.

Flex connectors provided with beltline powered panel frames,
accommodate straight in-line condition only.

Receptacles for powered panels must be specified separately
for each side.

Tiles are specified separately per each side.

Blank receptacles and data covers at base must be specified
separately.

Architectural power option: use when integrating power between
Compose and Patterns.

¢ Do not mix 3-circuit with 4-circuit components.

Refer to Specification Guide for Planning with Structures.

Class BC — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
1) Product number, including:

@ Base Raceway Power Option
N Non-Powered
3-Circuit: 247-60” wide
3 3-Circuit, add $171.20 list
@ Raceway Cover Side One

N No Raceway Cover (tile to floor) -
deduct $11.77 list

H Raceway Cover with knockouts
(not available on 18”-wide) (24"
has one set of knockouts on left
side)

B Raceway Cover without
knockouts

© Raceway Cover Side Two

N No Raceway Cover (tile to floor) -
deduct $11.77 list

H Raceway Cover with knockouts
(not available on 18”-wide) (24"
has one set of knockouts on left
side)

B Raceway Cover without
knockouts

O Beltline Power
N No Beltline Power
3-Circuit: 24”-60” wide
3 3-Circuit, add $361.66 list
@ Acoustical Level
R Standard Acoustical
2) Trim color for pan or leg cover.
3) Trim color for raceway cover side 1.
4) Trim color for raceway cover side 2.
Note: Uphcarge for mixed grade fabric or trim

surfaces, refer to the electronic catalog
for pricing.

HAWORTH
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Compose Full Panel Frames — 3-Circuit

Standa[‘d
Nominal Height Width Number @O0 #r(i:r?nu;t'cal Trim B
Full Panel Frames 18”(457mm) VZFF-3418-NN N $158.36 $161.57
24”(610mm) VZFF-3424-N N 174.41 181.91
30”(762mm) VZFF-3430-N N 190.46 200.11
36”(914mm) VZFF-3436-N N 206.51 218.31
42”(1067mm) VZFF-3442-N N 222.56 236.51
48”(1219mm) VZFF-3448-N N 238.61 254.71
54”(1372mm) VZFF-3454-N N 254.66 272.91
60”(1524mm) VZFF-3460-N N 270.71 291.11
18”(457mm) VZFF-4218-NN N $166.92 $170.13
24”(610mm) VZFF-4224-N 182.97 190.47
30”(762mm) VZFF-4230-N 199.02 208.67
36”(914mm) VZFF-4236-N 215.07 226.87
42”(1067mm) VZFF-4242-N 231.12 245.07
48”(1219mm) VZFF-4248-N 24717 263.27
54”(1372mm) VZFF-4254-N 263.22 281.47
60”(1524mm) VZFF-4260-N 279.27 299.67
18”(457mm) VZFF-5018-NN N $175.48 $178.69
24”7(610mm) VZFF-5024-N 191.53 199.03
30”(762mm) VZFF-5030-N 207.58 217.23
36”(914mm) VZFF-5036-N 223.63 235.43
42”(1067mm) VZFF-5042-N 239.68 253.63
48”(1219mm) VZFF-5048-N 255.73 271.83
54”(1372mm) VZFF-5054-N 271.78 290.03
60”(1524mm) VZFF-5060-N 297.46 317.86
18”(457mm) VZFF-5818-NN N $184.04 $187.25
24”7(610mm) VZFF-5824-N 200.09 207.59
30”(762mm) VZFF-5830-N 216.14 225.79
36”(914mm) VZFF-5836-N 232.19 243.99
42”(1067mm) VZFF-5842-N 248.24 262.19
48”(1219mm) VZFF-5848-N 27212 288.22
54”(1372mm) VZFF-5854-N 288.17 306.42
60”(1524mm) VZFF-5860-N 313.85 334.25
18”(457mm) VZFF-6618-NN N $192.60 $195.81
24”7(610mm) VZFF-6624-N 208.65 216.15
30”(762mm) VZFF-6630-N 224.70 234.35
36”(914mm) VZFF-6636-N 240.75 252.55
42”(1067mm) VZFF-6642-N 256.80 270.75
48”(1219mm) VZFF-6648-N 282.84 298.94
54”(1372mm) VZFF-6654-N 298.89 317.14
60”(1524mm) VZFF-6660-N 324.57 344.97
18”(457mm) VZFF-7418-NN N $208.65 $211.86
24”(610mm) VZFF-7424-N 224.70 232.20
30”(762mm) VZFF-7430-N 240.75 250.40
36”(914mm) VZFF-7436-N 256.80 268.60
427(1067mm) VZFF-7442-N 272.85 286.80
48”(1219mm) VZFF-7448-N 301.05 317.15
54”(1372mm) VZFF-7454-N 317.10 335.35
60”(1524mm) VZFF-7460-N 342.78 363.18

HAWORTH
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RUSH/Start It Up Price List

Compose Full Panel Frames — 4-Circuit (2+2 and 3+1)

Compose Full Panel Frames

2 P

NOTES:
« Powered frames with Power

Distribution Assemblies (PDA)

specified without raceway
covers require separately

specified base raceway covers

or tiles to the floor.

Some building codes may

restrict the use of panel heights

greater than 69”(17563mm).
Consult your local code
authority to assure that the

furniture layout is compliant.

Base price reflects:
N: No fop trim

N: Non-powered base raceway
H or B: Raceway cover with or

without knockouts on side
one,

H or B: Raceway cover with or

without knockouts on side
two,

N: Non-powered beltline

R: Standard acoustical

108 March 2013/ N.A.

Features

Includes non-powered or powered panel frame assembly, with or
without acoustic inserts, with or without base raceway covers, with
connection hardware, leveling glides and carpet gripper and power
distribution assembly/flex connector(s) when power is specified.
Open Base Option (O) does not include raceway covers, pan, and
carpet grippers; includes painted leg covers (require trim color).
Includes beltline crossbar assembly, power distribution assembly,
flex connector and panel data grommet when power is specified at
beltline.

Aligner/light blocks can be specified separately for increased
rigidity for full-height fabric tiles or as a light block for segmented
tiles for all tile surfaces.

Beltline crossbar acts as aligner/light block on optional beltline
powered frames 50”(1270mm) and higher.

Frame thickness is 2”(51mm); overall panel thickness is 3”(76mm).
Base raceway is 8”(203mm) high.

Black finish on frame.

Shipped assembled with pan, power and glides.

Specification Tips

Requires separately specified top trim.

¢ 4-circuit power available on 24”(610mm)- to 60”(1524mm)-

wide only at base or beltline.
Segmented tile configurations require separately specified
aligner/light blocks when two tiles align horizontally with each
other.
No Raceway Cover Option (N):
—Frames may be non-powered or may have base raceway and/or
beltline power.
—Require a separately specified tile to the floor in place of the
base raceway cover.
For standing height and below worksurface power, order power
and data retrofit kits sold separately.

¢ Beltline power kit is unique and not interchangeable with non-

beltline retrofit kits.

¢ Frames will accept stacks (maximum 2) up to a combined height of

90”(2286mm).

¢ Flex connector provided for base powered panel frame,

accommodate straight in-line, inside 90° conditions.

Receptacles for powered panels must be specified separately
for each side.

Tiles are specified separately per each side.

Refer to Specification Guide for Planning with Structures.

Blank receptacles and data covers at base must be specified
separately.

Architectural power option: use when integrating power between
Compose and Patterns or Compose and Enclose.

Do not mix 3-circuit and 6-circuit with 4-circuit components. Do not
mix 2+2 and 3+1 components. Components have unique polarity
key and color coding (3-circuit=black, 6-circuit=ivory, 2+2=blue and
3+1=green).

Class BC — SIN 711-1; Discount Group Xl

Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
1) Product number, including:

@ Base Raceway Power Option
N Non-Powered
4-Circuit 2+2
2 4-Circuit 2+2, add $189.39 list
4-Circuit 3+1
4 4-Circuit 3+1, add $189.39 list

@ Raceway Cover Side One

N No Raceway Cover (tile to floor) -
deduct $11.77 (list)

H Raceway Cover with knockouts
(not available on 18”(457mm)-
wide) (24”(610mm) has one set
of knockouts on left side)

B Raceway Cover without
knockouts

© Raceway Cover Side Two

N No Raceway Cover (tile to floor) -
deduct $11.77 (list)

H Raceway Cover with knockouts
(not available on 18”(457mm)-
wide) (24”(610mm) has one set
of knockouts on left side)

B Raceway Cover without
knockouts

O Beltline Power
N No Beltline Power

@ Acoustical Level
R Standard Acoustical
2) Trim color for pan or leg cover.
3) Trim color for raceway cover side 1.*
4) Trim color for raceway cover side 2.*

HAWORTH



RUSHY/Start It Up Price List

Compose Full Panel Frames — 4-Circuit (2+2 and 3+1)

Standa[‘d
Nominal Height Width Number @O0 #r(i:r?nu;t'cal Trim B
Full Panel Frames 34”(864mm) 18”(457mm) VZFF-3418-N N N $158.36 $161.57
24”(610mm) VZFF-3424-N N 174.41 181.91
30”(762mm) VZFF-3430-N N 190.46 200.11
36”(914mm) VZFF-3436-N N 206.51 218.31
42”(1067mm) VZFF-3442-N N 222.56 236.51
48”(1219mm) VZFF-3448-N N 238.61 254.71
54”(1372mm) VZFF-3454-N N 254.66 272.91
60”(1524mm) VZFF-3460-N N 270.71 291.11
427(1067mm) 18”(457mm) VZFF-4218-N N N $166.92 $170.13
24”(610mm) VZFF-4224-N 182.97 190.47
30”(762mm) VZFF-4230-N 199.02 208.67
36”(914mm) VZFF-4236-N 215.07 226.87
42”(1067mm) VZFF-4242-N 231.12 245.07
48”(1219mm) VZFF-4248-N 24717 263.27
54”(1372mm) VZFF-4254-N 263.22 281.47
60”(1524mm) VZFF-4260-N 279.27 299.67
50”(1270mm) 18”(457mm) VZFF-5018-N N N $175.48 $178.69
24”7(610mm) VZFF-5024-N 191.53 199.03
30”(762mm) VZFF-5030-N 207.58 217.23
36”(914mm) VZFF-5036-N 223.63 235.43
42”(1067mm) VZFF-5042-N 239.68 253.63
48”(1219mm) VZFF-5048-N 255.73 271.83
54”(1372mm) VZFF-5054-N 271.78 290.03
60”(1524mm) VZFF-5060-N 297.46 317.86
58”(1473mm) 18”(457mm) VZFF-5818-N N N $184.04 $187.25
24”7(610mm) VZFF-5824-N 200.09 207.59
30”(762mm) VZFF-5830-N 216.14 225.79
36”(914mm) VZFF-5836-N 232.19 243.99
42”(1067mm) VZFF-5842-N 248.24 262.19
48”(1219mm) VZFF-5848-N 27212 288.22
54”(1372mm) VZFF-5854-N 288.17 306.42
60”(1524mm) VZFF-5860-N 313.85 334.25
66”(1676mm) 18”(457mm) VZFF-6618-N N N $192.60 $195.81
24”7(610mm) VZFF-6624-N 208.65 216.15
30”(762mm) VZFF-6630-N 224.70 234.35
36”(914mm) VZFF-6636-N 240.75 252.55
42”(1067mm) VZFF-6642-N 256.80 270.75
48”(1219mm) VZFF-6648-N 282.84 298.94
54”(1372mm) VZFF-6654-N 298.89 317.14
60”(1524mm) VZFF-6660-N 324.57 344.97
74”(1880mm) 18”(457mm) VZFF-7418-N N N $208.65 $211.86
24”(610mm) VZFF-7424-N 224.70 232.20
30”(762mm) VZFF-7430-N 240.75 250.40
36”(914mm) VZFF-7436-N 256.80 268.60
427(1067mm) VZFF-7442-N 272.85 286.80
48”(1219mm) VZFF-7448-N 301.05 317.15
54”(1372mm) VZFF-7454-N 317.10 335.35
60”(1524mm) VZFF-7460-N 342.78 363.18

HAWORTH

Class BC — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada
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RUSH/Start It Up Price List

Compose Individual Tiles

High Acoustical Inserts Features To Order, Specify:

¢ Converts fabric _acot_JsticaI tiles f_rom_ st_andard to high acoustical. 1) Product number.

¢ Includes acoustical insert(s) to fit within panel or stack frame. (No finish specification required.)
¢ 87-16”(203-406mm) heights include one insert.

Specification Tips

¢ 8”(203mm) tiles may not be installed in raceway position in lieu of
base raceway cover.

* High acoustical inserts cannot be installed at power locations.

¢ 8”(203mm) and 16”(406mm) high inserts convert one section of
panel frame.

VZFI-A * 34-747(864-1880mm) high inserts convert entire panel frame.

¢ For NRC/STC ratings, refer to Specification Guide.

Nominal Height Quantity-Height Nominal Width Number Price
8”(203mm) One 8”(203mm) 18”(457mm) VZFI-0818-A $20.33
247(610mm) VZFI-0824-A 25.30

30”(762mm) VZFI-0830-A 29.56

367(914mm) VZFI-0836-A 33.11

427(1067mm) VZFI-0842-A 37.37

48”(1219mm) VZFI-0848-A 41.63

54”(1372mm) VZFI-0854-A 45.89

60”(1524mm) VZFI-0860-A 50.15

16”(406mm) One 16”(406mm) 18”(457mm) VZFI-1618-A $23.54
247(610mm) VZFI-1624-A 28.51

30”(762mm) VZFI-1630-A 32.77

36”(914mm) VZFI-1636-A 36.32

427(1067mm) VZFI-1642-A 40.58

48”(1219mm) VZFI-1648-A 44.84

54”(1372mm) VZFI-1654-A 49.10

60”(1524mm) VZFI-1660-A 53.36

34”(864mm) One 8”(203mm), One 16”(406mm) 18”(457mm) VZFI-3418-A $29.96
247(610mm) VZFI-3424-A 34.93

30”(762mm) VZFI-3430-A 39.19

36”(914mm) VZFI-3436-A 42.74

427(1067mm) VZFI-3442-A 47.00

48”(1219mm) VZFI-3448-A 51.26

54”(1372mm) VZFI-3454-A 55.52

60”(1524mm) VZFI-3460-A 59.78

42”(1067mm) One 16”(406mm) 18”(457mm) VZFI-4218-A $31.03
24”(610mm) VZFI-4224-A 36.70

30”(762mm) VZFI-4230-A 41.56

367(914mm) VZFI-4236-A 45.61

427(1067mm) VZFI-4242-A 50.47

487(1219mm) VZFI-4248-A 55.33

54”(1372mm) VZFI-4254-A 60.19

60”(1524mm) VZFI-4260-A 65.05

50”(1270mm) One 8”(203mm), Two 16”(406mm) 18”(457mm) VZFI-5018-A $32.10
247(610mm) VZFI-5024-A 39.94

30”(762mm) VZFI-5030-A 46.66

36”(914mm) VZFI-5036-A 52.26

42”(1067mm) VZFI-5042-A 58.98

487(1219mm) VZFI-5048-A 65.70

547(1372mm) VZFI-5054-A 72.42

60”(1524mm) VZFI-5060-A 79.14

Class BC — SIN 711-1; Discount Group Xl
110 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada HAWORTH



RUSHY/Start It Up Price List

Compose Individual Tiles

Nominal Height Quantity-Height Nominal Width Number Price
High Acoustical Inserts 58”(1473mm) Three 16”(406mm) 18”(457mm) VZFI-5818-A $ 33.17
247(610mm) VZFI-5824-A 42.62
30”(762mm) VZFI-5830-A 50.72
36”(914mm) VZFI-5836-A 57.47
42”(1067mm) VZFI-5842-A 65.57
48”(1219mm) VZFI-5848-A 73.67
54”(1372mm) VZFI-5854-A 81.77
60”(1524mm) VZFI-5860-A 89.87
66”(1676mm) One 8”(203mm), Three 16”(406mm) 18”(457mm) VZFI-6618-A $ 35.31
247(610mm) VZFI-6624-A 47.42
30”(762mm) VZFI-6630-A 57.80
367(914mm) VZFI-6636-A 66.45
42”(1067mm) VZFI-6642-A 76.83
48”(1219mm) VZFI-6648-A 87.21
54”(1372mm) VZFI-6654-A 97.59
60”(1524mm) VZFI-6660-A 107.97
74”(1880mm) Four 16”(406mm) 18”(457mm) VZFI-7418-A $ 40.66
24”(610mm) VZFI-7424-A 56.41
30”(762mm) VZFI-7430-A 69.91
36”(914mm) VZFI-7436-A 81.16
427(1067mm) VZFI-7442-A 94.66
48”(1219mm) VZFI-7448-A 108.16
54”7(1372mm) VZFI-7454-A 121.66
60”(1524mm) VZFI-7460-A 135.16

Class BC — SIN 711-1; Discount Group X
HAWORTH Canadian Conversion Factor: Refer to haworth.com/Canada March 2013/N.A. 111
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Compose Individual Tiles

Fabric Tile — Standard Core

VZTI-FNN
VZTI-FNC

112 March 2013/ N.A.

Features

* Fabric Tiles are tackable with standard core.

¢ Includes one tile and attachment clips.

¢ Actual height is nominal height less .130”(3.3mm).
¢ Actual width is nominal width less .400”(10.2mm).
¢ External and wall mount fabric tiles also available.

Specification Tips

based upon tile configuration.

Refer to Specification Guide for Planning with Tiles and

Aligner/Light Blocks.

of base raceway cover.

Vertical panel frame face dimensions:

Aligner/Light Blocks are required and separately specified

8”(203mm) tiles may not be installed in raceway position in place

—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame/with raceway cover = frame height minus 10”

To Order, Specify:
1) Product number.
2) Fabric color.

Nominal Nominal Fabric Grade
Height Width Number A B
8”(203mm) 18”(457mm) VZTI-0818-FNN $ 42.98 $ 49.78
247(610mm) VZTI-0824-FNN 47.98 54.90
30”(762mm) VZTI-0830-FNN 52.98 60.02
36”(914mm) VZTI-0836-FNN 57.98 65.14
427(1067mm) VZTI-0842-FNN 62.98 70.26
48”(1219mm) VZTI-0848-FNN 67.98 75.38
54”(1372mm) VZTI-0854-FNN 72.98 80.50
60”(1524mm) VZTI-0860-FNN 77.98 85.62
16”(406mm) 18”(457mm) VZTI-1618-FNN $ 66.36 $ 75.06
24”(610mm) VZTI-1624-FNN 72.48 82.08
30”(762mm) VZTI-1630-FNN 78.60 89.10
36”(914mm) VZTI-1636-FNN 84.72 96.12
42”(1067mm) VZTI-1642-FNN 90.84 103.14
48”(1219mm) VZTI-1648-FNN 96.96 110.16
54”(1372mm) VZTI-1654-FNN 103.08 117.18
60”(1524mm) VZTI-1660-FNN 109.20 124.20
24”(610mm) 18”(457mm) VZTI-2418-FNN $103.09 $115.53
24”(610mm) VZTI-2424-FNN 112.55 126.41
30”(762mm) VZTI-2430-FNN 122.01 137.29
36”(914mm) VZTI-2436-FNN 131.47 148.17
42”(1067mm) VZTI-2442-FNN 140.93 159.05
48”(1219mm) VZTI-2448-FNN 150.39 169.93
54”(1372mm) VZTI-2454-FNN 159.85 180.81
60”(1524mm) VZTI-2460-FNN 169.31 191.69
327(813mm) 18”(457mm) VZTI-3218-FNN $134.44 $149.39
24”(610mm) VZTI-3224-FNN 147.42 163.19
30”(762mm) VZTI-3230-FNN 160.40 176.99
36”(914mm) VZTI-3236-FNN 173.38 190.79
42”(1067mm) VZTI-3242-FNN 186.36 204.59
48”(1219mm) VZTI-3248-FNN 199.34 218.39
54”(1372mm) VZTI-3254-FNN 212.32 232.19
60”(1524mm) VZTI-3260-FNN 225.30 245.99
40”(1016mm) 18”(457mm) VZTI-4018-FNN $144.83 $156.18
247(610mm) VZTI-4024-FNN 158.19 170.86
30”(762mm) VZTI-4030-FNN 171.55 185.54
36”(914mm) VZTI-4036-FNN 184.91 200.22
427(1067mm) VZTI-4042-FNN 198.27 214.90
48”(1219mm) VZTI-4048-FNN 211.63 229.58
54”(1372mm) VZTI-4054-FNN 224.99 244.26
60”(1524mm) VZTI-4060-FNN 238.35 258.94
Canadianccl?cfr?vsgionslggcz;:: I]-l‘elf?alf(t;g Lﬁrgw%rr?#.rc):g(r:'n/Canada HAWORTH
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Compose Individual Tiles

Nominal Nominal Fabric Grade
Height Width Number A
Fabric Tile — Standard Core 48”(1219mm) 18”(457mm) VZTI-4818-FNN $148.72 $164.42
24”(610mm) VZTI-4824-FNN 162.62 180.12
30”(762mm) VZTI-4830-FNN 176.52 195.82
36”(914mm) VZTI-4836-FNC 190.42 211.52
42”(1067mm) VZTI-4842-FNC 204.32 227.22
48”(1219mm) VZTI-4848-FNC 218.22 242.92
54”(1372mm) VZTI-4854-FNC 232.12 258.62
60”(1524mm) VZTI-4860-FNC 246.02 274.32
56”(1422mm) 18”(457mm) VZTI-5618-FNN $159.85 $179.65
24”(610mm) VZTI-5624-FNN 173.75 191.09
30”(762mm) VZTI-5630-FNN 187.65 202.53
36”(914mm) VZTI-5636-FNC 201.55 213.97
42”(1067mm) VZTI-5642-FNC 215.45 225.41
48”(1219mm) VZTI-5648-FNC 229.35 236.85
54”(1372mm) VZTI-5654-FNC 243.25 248.29
60”(1524mm) VZTI-5660-FNC 257.15 259.73
64”(1626mm) 18”(457mm) VZTI-6418-FNN $168.21 $190.31
247(610mm) VZTI-6424-FNN 182.69 203.51
30”(762mm) VZTI-6430-FNN 197.17 216.71
36”(914mm) VZTI-6436-FNC 211.65 229.91
42”(1067mm) VZTI-6442-FNC 226.13 243.11
487(1219mm) VZTI-6448-FNC 240.61 256.31
54”(1372mm) VZTI-6454-FNC 255.09 269.51
60”(1524mm) VZTI-6460-FNC 269.57 282.71
72”(1829mm) 18”(457mm) VZTI-7218-FNN $175.45 $197.66
247(610mm) VZTI-7224-FNN 191.59 211.76
30”(762mm) VZTI-7230-FNN 207.73 225.86
36”(914mm) VZTI-7236-FNN 223.87 239.96
427(1067mm) VZTI-7242-FNN 240.01 254.06
487(1219mm) VZTI-7248-FNN 256.15 268.16
54”(1372mm) VZTI-7254-FNN 272.29 282.26
60”(1524mm) VZTI-7260-FNN 288.43 296.36

HAWORTH

Class BC — SIN 711-1; Discount Group X
Canadian Conversion Factor: Refer to haworth.com/Canada
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Compose Individual Tiles

Fabric Tile — Standard Core,

Technology Access / Single

VZTI-FRN

VZTI-FLN

114 March 2013/ N.A.

Features

¢ Fabric Tiles are tackable with standard core.

¢ Includes one tile, one utility bezel and attachment clips.
¢ Actual height is nominal height less .130”(3.3mm).

¢ Actual width is nominal width less .400”(10.2mm).

* Receptacle and data blank plates must be specified

separately.

Specification Tips

Aligner/Light Blocks are required and separately specified
based upon tile configuration.
Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.
8”(203mm) tiles may not be installed in raceway position in place
of base raceway cover.
Vertical panel frame face dimensions:
—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame/with raceway cover = frame height minus 10”
Technology tiles must be placed at appropriate beltline or standing
height, or below worksurface power access locations and require
vertical power harness, specified separately.
Power can only be routed horizontally at raceway and beltline
locations.
18”(457mm)-wide technology tiles not available.
8”(203mm)-high technology tiles not available.
When metallic trim color is specified on panel frames, specify the
following paint colors to complement the bezel color:
—Silver (TR-LE) = Smoke (TR-E)
—Champagne (TR-MC) = Smoke (TR-E)
—Gunmetal (TR-MG) = Graphite (TR-J)
Receptacle and data blank plates must be specified
separately.

To Order, Specify:

1) Product number, including:

@ Technology Port Option:
L One Ported Tile - Left
R One Ported Tile - Right

2) Fabric color.

3) Non-metallic trim color for bezel.

Nominal Nominal Fabric Grade
Height Width Number @ A
16”(406mm) 247(610mm) VZTI-1624-F N $128.13 $137.73
30”(762mm) VZTI-1630-F N 134.25 144.75
36”(914mm) VZTI-1636-F N 140.37 151.77
42”(1067mm) VZTI-1642-F N 146.49 158.79
48”(1219mm) VZTI-1648-F N 152.61 165.81
54”(1372mm) VZTI-1654-F N 158.73 172.83
60”(1524mm) VZTI-1660-F N 164.85 179.85
32”(813mm) 247(610mm) VZTI-3224-F N $203.07 $218.84
30”(762mm) VZTI-3230-F N 216.05 232.64
36”(914mm) VZTI-3236-F N 229.03 246.44
42”(1067mm) VZTI-3242-F N 242.01 260.24
48”(1219mm) VZTI-3248-F N 254.99 274.04
54”(1372mm) VZTI-3254-F N 267.97 287.84
60”(1524mm) VZTI-3260-F N 280.95 301.64

Class BC — SIN 711-1; Discount Group Xl
Canadian Conversion Factor: Refer to haworth.com/Canada
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RUSHY/Start It Up Price List

Compose Individual Tiles

Fabric Tile — Standard Core,
Technology Access / Double

VZTI-F2N

HAWORTH

Features
* Fabric Tiles are tackable with standard core.

¢ Includes one tile, two utility bezels and attachment clips.

¢ Actual height is nominal height less .130”(3.3mm).

¢ Actual width is nominal width less .400”(10.2mm).

* Receptacle and data blank plates must be specified
separately.

Specification Tips

based upon tile configuration.
Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.

of base raceway cover.
Vertical panel frame face dimensions:

Aligner/Light Blocks are required and separately specified

8”(203mm) tiles may not be installed in raceway position in place

—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame/with raceway cover = frame height minus 10”

Technology tiles must be placed at appropriate beltline or standing

height, or below worksurface power access locations and require

vertical power harness, specified separately.

locations.
18”(457mm)-wide technology tiles not available.
8”(203mm)-high technology tiles not available.

following paint colors to complement the bezel color:
—Silver (TR-LE) = Smoke (TR-E)
—Champagne (TR-MC) = Smoke (TR-E)
—Gunmetal (TR-MG) = Graphite (TR-J)
Receptacle and data blank plates must be specified
separately.

Power can only be routed horizontally at raceway and beltline

When metallic trim color is specified on panel frames, specify the

To Order, Specify:
1) Product number.
2) Fabric color.

3) Non-metallic trim color for bezels.

Nominal Nominal Fabric Grade
Height Width Number A
16”(406mm) 307(762mm) VZTI-1630-F2N $212.16 $222.66
36”(914mm) VZTI-1636-F2N 218.28 229.68
42”(1067mm) VZTI-1642-F2N 224.40 236.70
48”(1219mm) VZTI-1648-F2N 230.52 243.72
54”(1372mm) VZTI-1654-F2N 236.64 250.74
60”(1524mm) VZTI-1660-F2N 242.76 257.76
327(813mm) 30”(762mm) VZTI-3230-F2N $293.96 $310.55
36”(914mm) VZTI-3236-F2N 306.94 324.35
42”(1067mm) VZTI-3242-F2N 319.92 338.15
48”(1219mm) VZTI-3248-F2N 332.90 351.95
54”(1372mm) VZTI-3254-F2N 345.88 365.75
607(1524mm) VZTI-3260-F2N 358.86 379.55

Class BC — SIN 711-1; Discount Group X
Canadian Conversion Factor: Refer to haworth.com/Canada
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RUSH/Start It Up Price List

Compose Individual Tiles

Laminate Tile Feature
¢ Includes one laminate tile with 1mm edgeband and
attachment brackets.

Specification Tips
Aligner/Light Blocks are required and separately specified
based upon tile configuration.
Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.
8”(203mm) tiles may not be installed in raceway position in place
of base raceway cover.
No power access available if tile is in raceway position.
Concealed Base Feed cannot be used with laminate tile to floor
applications.
Only internal Power Base base feed can be used if tile is in
raceway position.
Vertical panel frame face dimensions:
—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame with raceway cover = frame height minus 10”

VZTI-DNN

Class BC — GSA: Open Market
116 March 2013/ N.A. Canadian Conversion Factor: Refer to haworth.com/Canada

To Order, Specify:
1) Product number.

2) Laminate surface color.

3) Edgeband trim color.

HAWORTH



RUSHY/Start It Up Price List

Compose Individual Tiles

Laminate
Nominal Height Nominal Width Number A
Laminate Tile 8”(203mm) 18”(457mm) VZTI-0818-DNN $ 101.59
24”(610mm) VZTI-0824-DNN 111.77
30”(762mm) VZTI-0830-DNN 121.95
36”(914mm) VZTI-0836-DNN 132.13
42”(1067mm) VZTI-0842-DNN 142.31
48”(1219mm) VZTI-0848-DNN 152.49
54”(1372mm) VZTI-0854-DNN 162.67
60”(1524mm) VZTI-0860-DNN 172.85
16”(406mm) 18”(457mm) VZTI-1618-DNN $ 157.63
24”(610mm) VZTI-1624-DNN 169.31
30”(762mm) VZTI-1630-DNN 180.99
36”(914mm) VZTI-1636-DNN 192.67
VZTI-DNN 42"(1067mm) VZTI-1642-DNN 204.35
48”(1219mm) VZTI-1648-DNN 216.03
54”(1372mm) VZTI-1654-DNN 227.71
60”(1524mm) VZTI-1660-DNN 239.39
247(610mm) 18”(457mm) VZTI-2418-DNN $ 225.93
24”(610mm) VZTI-2424-DNN 249.15
30”(762mm) VZTI-2430-DNN 272.37
36”(914mm) VZTI-2436-DNN 295.59
42”(1067mm) VZTI-2442-DNN 318.81
48”(1219mm) VZTI-2448-DNN 342.03
54”(1372mm) VZTI-2454-DNN 365.25
60”(1524mm) VZTI-2460-DNN 388.47
32”(813mm) 18”(457mm) VZTI-3218-DNN $ 270.76
24”(610mm) VZTI-3224-DNN 298.74
30”(762mm) VZTI-3230-DNN 326.72
36”(914mm) VZTI-3236-DNN 354.70
42”(1067mm) VZTI-3242-DNN 382.68
48”(1219mm) VZTI-3248-DNN 410.66
54”(1372mm) VZTI-3254-DNN 438.64
60”(1524mm) VZTI-3260-DNN 466.62
40”(1016mm) 18”(457mm) VZTI-4018-DNN $ 282.54
24”(610mm) VZTI-4024-DNN 341.22
30”(762mm) VZTI-4030-DNN 399.90
36”(914mm) VZTI-4036-DNN 458.58
42”(1067mm) VZTI-4042-DNN 517.26
48”(1219mm) VZTI-4048-DNN 575.94
54”(1372mm) VZTI-4054-DNN 634.62
60”(1524mm) VZTI-4060-DNN 693.30
48”(1219mm) 18”(457mm) VZTI-4818-DNN $ 285.29
24”(610mm) VZTI-4824-DNN 344.49
30”(762mm) VZTI-4830-DNN 403.69
36”(914mm) VZTI-4836-DNN 462.89
42”(1067mm) VZTI-4842-DNN 522.09
48”(1219mm) VZTI-4848-DNN 581.29
54”(1372mm) VZTI-4854-DNN 640.49
60”(1524mm) VZTI-4860-DNN 699.69
56”(1422mm) 18”(457mm) VZTI-5618-DNN $ 353.31
24”(610mm) VZTI-5624-DNN 408.19
30”(762mm) VZTI-5630-DNN 463.07
36”(914mm) VZTI-5636-DNN 517.95
42”(1067mm) VZTI-5642-DNN 572.83
48”(1219mm) VZTI-5648-DNN 627.71
54”(1372mm) VZTI-5654-DNN 682.59
60”(1524mm) VZTI-5660-DNN 737.47
64”(1626mm) 18”(457mm) VZTI-6418-DNN $ 779.26
24”(610mm) VZTI-6424-DNN 850.50
30”(762mm) VZTI-6430-DNN 921.74
36”(914mm) VZTI-6436-DNN 992.98
42”(1067mm) VZTI-6442-DNN 1064.22
48”(1219mm) VZTI-6448-DNN 1135.46
54”(1372mm) VZTI-6454-DNN 1206.70
60”(1524mm) VZTI-6460-DNN 1277.94
727(1829mm) 18”(457mm) VZTI-7218-DNN $ 792.62
24”(610mm) VZTI-7224-DNN 863.86
30”(762mm) VZTI-7230-DNN 935.10
36”(914mm) VZTI-7236-DNN 1006.34
42”(1067mm) VZTI-7242-DNN 1077.58
48”(1219mm) VZTI-7248-DNN 1148.82
54”(1372mm) VZTI-7254-DNN 1220.06
60”(1524mm) VZTI-7260-DNN 1291.30
HAWORTH Canadian Con\(/:«;?ssiirl\3 Ic::actgf ééfoeeetg r':/;l?f\r/‘c()?tth.com/Canada March 2013/N.A. 117



RUSH/Start It Up Price List

Compose Individual Tiles

Laminate
Nominal Height Nominal Width Number @ A
Laminate Tile, Technology 16”(406mm) 24”(610mm) VZTI-1624-D° N $224.96
Access / S|ng|e 30”(762mm) VZTI-1630-D N 236.64
36”(914mm) VZTI-1636-D N 248.32
42”(1067mm) VZTI-1642-D N 260.00
48”(1219mm) VZTI-1648-D N 271.68
54”(1372mm) VZTI-1654-D N 283.36
60”(1524mm) VZTI-1660-D N 295.04
32”(813mm) 24”(610mm) VZTI-3224-D N $354.39
‘ 30”(762mm) VZTI-3230-D N 382.37
36”(914mm) VZTI-3236-D N 410.35
VZTI-DRN 42"(1067mm) VZTI-3242-D N 438.33
48”(1219mm) VZTI-3248-D N 466.31
54”(1372mm) VZTI-3254-D N 494.29
60”(1524mm) VZTI-3260-D N 522.27
Features To Order, Specify:
/ * Includes one laminate tile with 1mm edgeband, one utility bezel 1) Product number, including:
and attachment brackets.
‘ 2 . E:Eaerpat{ae‘::/e and data blank plates must be specified @ Technology Port Option:
. L One Ported Tile - Left
Specification Tips R One Ported Tile - Right
VZTI-DLN * Aligner/Light Blocks are required and separately specified 2) Laminate surface color.
. ?i?e?:rdt: gggc:tilfligaﬁi%:fg:izaetlf‘::.Planning with Tiles and 3) Edgeband .trlm' color.
Aligner/Light Blocks. 4) Non-metallic trim color for bezel.

8”(203mm) tiles may not be installed in raceway position in place
of base raceway cover.
No power access available if tile is in raceway position.
Concealed Base Feed cannot be used with laminate tile to floor
applications.
Only internal Power Base base feed can be used if tile is in
raceway position.
Vertical panel frame face dimensions:

—Panel frame/non-raceway cover = frame height minus 2”

—Panel frame with raceway cover = frame height minus 10”
Technology tiles must be placed at appropriate beltline or standing
height, or below worksurface power access locations and require
vertical power harness, specified separately.
Power can only be routed horizontally at raceway and beltline
locations.
18”(457mm)-wide technology tiles not available.
8”(203mm)-high technology tiles not available.
¢ When metallic trim color is specified on panel frames, specify the
following paint colors to complement the bezel color:

—Silver (TR-LE) = Smoke (TR-E)

—Champagne (TR-MC) = Smoke (TR-E)

—Gunmetal (TR-MG) = Graphite (TR-J)
Receptacle and data blank plates must be specified
separately.

Class BC — GSA: Open Market
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Compose Individual Tiles

Laminate
Nominal Height Nominal Width Number A
Laminate Tile, Technology 16”(406mm) 30”(762mm) VZTI-1630-D2N $314.55
Access / Double 36”(914mm) VZTI-1636-D2N 326.23
427(1067mm) VZTI-1642-D2N 337.91
48”(1219mm) VZTI-1648-D2N 349.59
54”(1372mm) VZTI-1654-D2N 361.27
60”(1524mm) VZTI-1660-D2N 372.95
32”(813mm) 30”(762mm) VZTI-3230-D2N $460.28
36”(914mm) VZTI-3236-D2N 488.26
42”(1067mm) VZTI-3242-D2N 516.24
48”(1219mm) VZTI-3248-D2N 544.22
VZTI-D2N 54”(1372mm) VZTI-3254-D2N 572.20
60”(1524mm) VZTI-3260-D2N 600.18
Features To Order, Specify:
¢ Includes one laminate tile with 1mm edgeband, two utility bezels 1) Product number.
and attachment brackets. )
* Receptacle and data blank plates must be specified 2) Laminate surface color.
separately. 3) Edgeband trim color.
Specification Tips 4) Non-metallic trim color for bezels.
¢ Aligner/Light Blocks are required and separately specified
based upon tile configuration.
* Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.
¢ 87(203mm) tiles may not be installed in raceway position in place
of base raceway cover.
* No power access available if tile is in raceway position.
* Concealed Base Feed cannot be used with laminate tile to floor
applications.
¢ Only internal Power Base base feed can be used if tile is in
raceway position.
¢ Vertical panel frame face dimensions:
—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame with raceway cover = frame height minus 10”
¢ Technology tiles must be placed at appropriate beltline or standing
height, or below worksurface power access locations and require
vertical power harness, specified separately.
¢ Power can only be routed horizontally at raceway and beltline
locations.
* 18”(457mm)-wide technology tiles not available.
¢ 8”(203mm)-high technology tiles not available.
¢ When metallic trim color is specified on panel frames, specify the
following paint colors to complement the bezel color:
—Silver (TR-LE) = Smoke (TR-E)
—Champagne (TR-MC) = Smoke (TR-E)
—Gunmetal (TR-MG) = Graphite (TR-J)
* Receptacle and data blank plates must be specified
separately.
Class BC — GSA: Open Market
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RUSH/Start It Up Price List

Compose Individual Tiles

Trim
Nominal Height Nominal Width Number A
Steel Tile 8”(203mm) 18”(457mm) VZTI-0818-PNN $ 58.05
247(610mm) VZTI-0824-PNN 64.43
30”(762mm) VZTI-0830-PNN 70.81
36”(914mm) VZTI-0836-PNN 77.19
42”(1067mm) VZTI-0842-PNN 83.57
48”(1219mm) VZTI-0848-PNN 89.95
547(1372mm) VZTI-0854-PNN 96.33
60”(1524mm) VZTI-0860-PNN 102.71
16”(406mm) 18”(457mm) VZTI-1618-PNN $ 86.97
247(610mm) VZTI-1624-PNN 96.33
VZTI-PNN 30"(762mm) VZTI-1630-PNN 105.69
36”(914mm) VZTI-1636-PNN 115.05
427(1067mm) VZTI-1642-PNN 124.41
487(1219mm) VZTI-1648-PNN 133.77
54”(1372mm) VZTI-1654-PNN 143.13
60”(1524mm) VZTI-1660-PNN 152.49
24”(610mm) 18”(457mm) VZTI-2418-PNN $138.15
247(610mm) VZTI-2424-PNN 152.17
30”(762mm) VZTI-2430-PNN 166.19
36”(914mm) VZTI-2436-PNN 180.21
427(1067mm) VZTI-2442-PNN 194.23
487(1219mm) VZTI-2448-PNN 208.25
54”(1372mm) VZTI-2454-PNN 222.27
60”(1524mm) VZTI-2460-PNN 236.29
32”(813mm) 18”(457mm) VZTI-3218-PNN $164.84
24”(610mm) VZTI-3224-PNN 181.84
30”(762mm) VZTI-3230-PNN 198.84
36”(914mm) VZTI-3236-PNN 215.84
427(1067mm) VZTI-3242-PNN 232.84
48”(1219mm) VZTI-3248-PNN 249.84
54”(1372mm) VZTI-3254-PNN 266.84
60”(1524mm) VZTI-3260-PNN 283.84
Feature To Order, Specify:
¢ Includes one painted steel tile and attachment brackets. 1) Product number.
Specification Tips 2) Trim color.
¢ Aligner/Light Blocks are required and separately specified
based upon tile configuration.
» Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.
¢ 87(203mm) tiles may not be installed in raceway position in place
of base raceway cover.
¢ No power access available if tile is in raceway position.
¢ Concealed base feed cannot be used with steel tile to floor
applications.
¢ Only International Power Base base feed can be used if tile is in
raceway position.
 Vertical panel frame face dimensions:
—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame with raceway cover = frame height minus 10”
Class BC — SIN 711-1; Discount Group Xl
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Compose Individual Tiles

Trim
Nominal Height Nominal Width Number A B
Slat Tile 8”(203mm) 18”(457mm) VZTI-0818-JNN $194.40  $197.75
247(610mm) VZTI-0824-JNN 213.74 218.21
30”(762mm) VZTI-0830-JNN 233.08 238.67
36”(914mm) VZTI-0836-JNN 252.42 259.13
42”(1067mm) VZTI-0842-JNN 271.76 279.59
48”(1219mm) VZTI-0848-JNN 291.10 300.05
54”(1372mm) VZTI-0854-JNN 310.44 320.51
60”(1524mm) VZTI-0860-JNN 329.78 340.97
16”(406mm) 18”(457mm) VZTI-1618-JNN $285.32 $291.77
VZTIINN 247(610mm) VZTI-1624-JNN 315.17 324.18
30”(762mm) VZTI-1630-JNN 345.04 356.61
36”(914mm) VZTI-1636-JNN 374.90 389.03
427(1067mm) VZTI-1642-JNN 404.76 421.45
48”(1219mm) VZTI-1648-JNN 434.63 453.88
54”(1372mm) VZTI-1654-JNN 464.49 486.30
60”(1524mm) VZTI-1660-JNN 494.35 518.72
Features To Order, Specify:

¢ Includes one slat tile with attachment brackets.

¢ JumpStuff slat tile tools may be used. 1) Product number.

2) Trim color.

Specification Tips
Aligner/Light Blocks are required and separately specified
based upon tile configuration.
Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.
8”(203mm) tiles may not be installed in raceway position in place
of base raceway cover.
Concealed base feed cannot be used with slat tile to floor
applications.
Vertical panel frame face dimensions:
—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame/with raceway cover = frame height minus 10”
External and wall mount slat tiles are also available.

Class BC — SIN 711-1; Discount Group X
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RUSH/Start It Up Price List

Compose Individual Tiles

Trim
Nominal Height Nominal Width Number @ A B
Slat Tile, Technology 16”(406mm) 24”(610mm) VZTI-1624-J N $370.82  $379.83
Access / Single 30”(762mm) VZTI-1630-J N 400.69 412.26
36”(914mm) VZTI-1636-J N 430.55 444.68
42”(1067mm) VZTI-1642-J N 460.41 477.10
48”(1219mm) VZTI-1648-J N 490.28 509.53
54”(1372mm) VZTI-1654-J N 520.14 541.95
60”(1524mm) VZTI-1660-J N 550.00 574.37
Features To Order, Specify:

¢ Includes one slat tile, one utility bezel and attachment brackets.

¢ JumpStuff slat tile tools may be used. 1) Product number, including:

* Receptacle and data blank plates must be specified @ Technology Port Option:
VZTI-JRN separately. L One Ported Tile - Left
Specification Tips R One Ported Tile - Right
* Aligner/Light Blocks are required and separately specified 2) Trim color.
based upon tile configuration. 3) Non-metallic trim color for bezel.

Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.

8”(203mm) tiles may not be installed in raceway position in place
of base raceway cover.

Concealed base feed cannot be used with slat tile to floor
applications.

Vertical panel frame face dimensions:

—Panel frame/non-raceway cover = frame height minus 2”
VZTI-JLN —Panel frame/with raceway cover = frame height minus 10”
External mounted slat tiles are also available.

Technology tiles must be placed at appropriate beltline or standing
height, or below worksurface power access locations and require
vertical power harness, specified separately.

Power can only be routed horizontally at raceway and beltline
locations.

18”(457mm)-wide technology tiles not available.

8”(203mm)-high technology tiles not available.

¢ When metallic trim color is specified on slat tile, specify the
following paint colors to complement the bezel color:

—Silver (TR-LE) = Smoke (TR-E)

—Champagne (TR-MC) = Smoke (TR-E)

—Gunmetal (TR-MG) = Graphite (TR-J)

Receptacle and data blank plates must be specified
separately.

Class BC — SIN 711-1; Discount Group Xl
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Compose Individual Tiles

Trim
Nominal Height Nominal Width Number A B
Slat Tile, Technology 16”(406mm) 30”(762mm) VZTI-1630-J2N $478.60 $490.17
Access / Double 36"(914mm) VZTI-1636-J2N 508.46 522.59
42”(1067mm) VZTI-1642-J2N 538.32 555.01
48”(1219mm) VZTI-1648-J2N 568.19 587.44
54”(1372mm) VZTI-1654-J2N 598.05 619.86
607(1524mm) VZTI-1660-J2N 627.91 652.28
Features To Order, Specify:
¢ Includes one sla_:lt tile, two utility bezels and attachment brackets. 1) Product number.
¢ JumpStuff slat tile tools may be used. .
« Receptacle and data blank plates must be specified 2) Trim color.
separately. 3) Non-metallic trim color for bezels.

VZTI-J2N

HAWORTH

Specification Tips
Aligner/Light Blocks are required and separately specified
based upon tile configuration.
Refer to Specification Guide for Planning with Tiles and
Aligner/Light Blocks.
8”(203mm) tiles may not be installed in raceway position in place
of base raceway cover.
Concealed base feed cannot be used with slat tile to floor
applications.
Vertical panel frame face dimensions:
—Panel frame/non-raceway cover = frame height minus 2”
—Panel frame/with raceway cover = frame height minus 10”
External mounted slat tiles are also available.
Technology tiles must be placed at appropriate beltline or standing
height, or below worksurface power access locations and require
vertical power harness, specified separately.
Power can only be routed horizontally at raceway and beltline
locations.
18”(457mm)-wide technology tiles not available.
8”(203mm)-high technology tiles not available.
When metallic trim color is specified on slat tile, specify the
following paint colors to complement the bezel color:
—Silver (TR-LE) = Smoke (TR-E)
—Champagne (TR-MC) = Smoke (TR-E)
—Gunmetal (TR-MG) = Graphite (TR-J)
Receptacle and data blank plates must be specified
separately.

Class BC — SIN 711-1; Discount Group X
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Compose Individual Tiles

Nominal Nominal Glass A Glass A
Height Width Number Trim A Trim B
Glass Tile Glass Tile

16”(406mm) 18”(457mm) VZTI-1618-YNN $229.06 $235.51
24”(610mm) VZTI-1624-YNN 250.96 259.97
30”(762mm) VZTI-1630-YNN 272.86 284.43
36”(914mm) VZTI-1636-YNN 294.76 308.89
42”(1067mm) VZTI-1642-YNN 316.66 333.35
48”(1219mm) VZTI-1648-YNN 338.56 357.81
54”(1372mm) VZTI-1654-YNN 360.46 382.27
60”(1524mm) VZTI-1660-YNN 382.36 406.73

Features To Order, Specify:

¢ Includes one Glass Tile and attachment clips. Glass Tile

¢ Actual height is nominal height less .130”(3.3mm).

e Actual width is nominal width less .400”(10.2mm). 1) Product number.

Specification Tips 2) Trim color

o l:I:\IignerlLight Blgcks are required and separately specified 8) Glass option.

based upon tile configuration.

o Refer to Specification Guide for Planning with Tiles and
VZTI-YNN Aligner/Light Blocks.
Class BC — GSA: Open Market Tiles may not be installed in raceway position.
Tiles designed to be used in pairs - separately specify second
Tile.
When Tile is used in top position, separately specify Glass
Tile/Open Frame Hardware Kit.

Open Frame Tile Nominal Nominal
‘ Height Width Number Trim A Trim B
Open Frame Tile
16”(406mm) 18”(457mm) VZTI-1618-ONN $181.55 $188.00
24”7(610mm) VZTI-1624-ONN 195.83 204.84
30”(762mm) VZTI-1630-ONN 210.11 221.68
36”(914mm) VZTI-1636-ONN 224.39 238.52
42”(1067mm) VZTI-1642-ONN 238.67 255.36
48”(1219mm) VZTI-1648-ONN 274.10 293.35
54”(1372mm) VZTI-1654-ONN 288.38 310.19
60”(1524mm) VZTI-1660-ONN 302.66 327.03
Features To Order, Specify:
¢ Includes one O i ips. :
¢ Actual height isprfgmﬁr:a;TﬁeTgﬁt?Qgsﬁggbgé;%g:)?s Open Frame Tile
* Actual width is nominal width less .400”(10.2mm). 1) Product number.
2) Trim color.
~ Specification Tips
VZTI-ONN o L-\:sg::ZLié;::“Belzzl:lsﬁaLer ;Egtrx‘ired and separately specified
glgggﬁ?&g}; )7(? B * Refer to gpecification guide for Planning with Tiles and

Aligner/Light Blocks.

¢ Tiles may not be installed in raceway position.

* Tiles designed to be used in pairs - separately specify second
Tile.
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RUSHY/Start It Up Price List

Compose Individual Tiles

Nominal Height Nominal Width Number Price
Markerboard Tile 8”(203mm) 18”(457mm) VZTI-0818-MNN $142.18
24”(610mm) VZTI-0824-MNN 157.00
30”(762mm) VZTI-0830-MNN 171.82
36”(914mm) VZTI-0836-MNN 186.64
42”(1067mm) VZTI-0842-MNN 201.46
48”(1219mm) VZTI-0848-MNN 216.28
54”(1372mm) VZTI-0854-MNN 231.10
60”(1524mm) VZTI-0860-MNN 245.92
16”(406mm) 18”(457mm) VZTI-1618-MNN $209.40
24”(610mm) VZTI-1624-MNN 231.00
30”(762mm) VZTI-1630-MNN 252.60
36”(914mm) VZTI-1636-MNN 274.20
42”(1067mm) VZTI-1642-MNN 295.80
48”(1219mm) VZTI-1648-MNN 317.40
54”(1372mm) VZTI-1654-MNN 339.00
60”(1524mm) VZTI-1660-MNN 360.60
24”(610mm) 18”(457mm) VZTI-2418-MNN $327.21
24”7(610mm) VZTI-2424-MNN 359.99
30”(762mm) VZTI-2430-MNN 392.77
36”(914mm) VZTI-2436-MNN 425.55
42”(1067mm) VZTI-2442-MNN 458.33
48”(1219mm) VZTI-2448-MNN 491.11
54”(1372mm) VZT|-2454-MNN 523.89
60”(1524mm) VZTI-2460-MNN 556.67
32”(813mm) 18”(457mm) VZTI-3218-MNN $372.83
24”(610mm) VZTI-3224-MNN 410.83
30”(762mm) VZTI-3230-MNN 448.83
36”(914mm) VZTI-3236-MNN 486.83
42”(1067mm) VZTI-3