[bookmark: _GoBack]                                               ADVERTISMENT FOR BIDS – EXCAVATOR

Chad Gray made a motion, seconded by Darrell Robinson to advertise for One (1) or more New or Used Excavator with bids returnable at 10:00 A.M.  December 7, 2015 in the Board Room of the Grenada County Courthouse 59 Green Street Suite # 1 Grenada MS 38901, with the following specifications or equivalent.

BID SPECIFACTIONS FOR ONE OR MORE NEW OR USED HYDRAULIC EXCAVATOR FOR THE PURCHASE OF GRENADA COUNTY

NEW EXCAVATOR REQUIRMENTS:
BASIC SPECIFICATIONS:
Engine flywheel horsepower according to SAE J1349 shall be at least 160 hp.
Operating weight with long undercarriage shall be at least 49,000 pounds
Lift capacity at 20 feet over the front at ground level shall be not less than 15,900 pounds with 31 inch track shoes, long undercarriage, and a 9 foot 6 inch stick.
Lift capacity at 20 feet over the side at ground level shall not be less than 9,850 pounds with 31 inch track shoes, long undercarriage, and a 9 foot 6 inch stick.
Excavator shall a ground clearance of at least 1 foot 6 inches.
Maximum digging depth shall be 22 feet 0 inches with a 9 foot 6 inch stick.
ENGINE
Engine shall meet US Tier 4 final.
Engine shall have two selectable power mode capability; Standard and Economy
One touch low idle.
Automatic (programmable) idling shut down function
Engine displacement shall be at least 269 cubic inches.
Starting system shall have maintenance free battery.
Minimum 85 amp alternator.
Electric fuel lifting pump. (transfer pump)
POWERTRAIN/TRANSMISSION
Excavator shall have a travel sped of at least 3.5 MPH
Maximum drawbar pull of at least 46,000 lbf.



HYDRAULIC SYSTEM
Main implement system shall have a flow of 113 gal/min
Maximum pressure for the implement circuit shall be at least 5000 psi
The excavator shall have a hydraulic activation lever, which deactivates the hydraulic function and prevents start-up when lever is in on position.
Automatic two speed travel.
Fine swing control.
UNDERCARRIAGE
Minimum 31 inch triple grouser track shoes
Each track will be driven by one independent, automatic shifting, two speed motor via integral planetary final drives.
Tie down points on base frame.
OPERATORS STATION:
Sound suppressed ROPS cab with viscous mount, be equipped with heater and air conditioner.
Openable skylight.
Openable front upper windshield with assist device.
High back seat with air suspension, seat heater and head rest.
Fully adjustable seat, console and arm rest and seat belt.
The hydraulic implement system shall use pilot-operated controls for low-effort, smooth modulation.
LCD monitor with distortion-free rearview camera picture.
Two 12 volt power supply with sockets.
Washable floor mat.
Roll-down sun screen.
24 volt AM/FM radio with auxiliary input.
Third pedal for straight travel.




BOOM AND STICK;
Bucket digging force (ISO) shall not be less than 30,000 lbf.
Stick digging force (ISO) shall not be less than 23,500 lbf.
Stick length shall be a minimum of 9 feet 6 inches long.
Boom shall be a minimum 18 feet 5 inches long.
Bucket shall be Heavy Duty 48 inches wide with sidecutters and teeth with minimum capacity of 1.50 cubic yards.
Shall be equipped with a manual bucket thumb.
SWING SYSTEM;
Swing speed shall be at least 11 rpm
Excavator shall have a rated swing torque of at least 45,500 lbf-ft.
SAFETY AND SECURITY;
Rear view camera, and mirrors.
Service platform with anti-skid plate.
Ground-level accessible secondary engine shutoff switch.
Signaling/warning horn
Travel alarm.
Sampling ports for oil sampling.
Electrical disconnect switch.
Excavator will have a system to assist with fleet management and track hours, location, security, and product health. 







USED HYDRAULIC EXCAVATOR REQUIRMENTS;

2006 year model or newer
Less than 5000 hours on excavator
Operating weight of at least 45000 pounds.
Digging depth of at least 22 feet
Reach of at least 32 feet at ground level.
Engine flywheel (net) horsepower of at least 135 hp.
Engine shall be a 6-cylinder turbocharged.
Main system implement flow of at least 100 gpm.
Track shoes shall be triple grouser at least 30 inches wide.
Bucket to be 42 inches or wider and have a manual bucket thumb.
Hydraulic implement control shall be piloted-operated.
Operator cab shall have a working air conditioner and heater all glass in cab not cracked or broken.
State any warranty if available.











Bidder’s Instructions for the purchase of   One or More New Equal Size Class Excavator for use in Grenada County.

The conditions and specifications listed are not intended to prohibit qualified vendors from submitting a bid on an equal or larger in size class model.  The specifications related to operating weight and net flywheel horsepower describe a minimum acceptable size class to meet Grenada County requirements. A bidder shall include an attachment “Exceptions to Bid Conditions & Specifications” sheet listing any variations or exception to the conditions or technical (non size class) or operation feature specifications for the machine model offered.  Bidders will be responsible for establishing equality and offering only its manufacturer’s model that is equal to or larger in size class.  Each non-size class exception must be listed on separate page titled Exceptions and will be evaluated and accepted or declined individually. Grenada County may refer to a manufacturer’s internet site to confirm that the model being bid is the correct model that meets our minimum Horsepower and Operating weight requirements 

Purchases will be made from the best bidder.  In determining the best bid, Grenada County may take into consideration documented auction resale value, local parts\service support, warranty, prior experience with make and dealer and any other relevant information when making this determination.

The Bidder shall satisfy Grenada County that he maintains a store within 100 miles of the working location of the machine and staffed with factory trained service technicians and parts support.  Successful Bidder must have provisions for storing and securing parts including from the manufacturer within a reasonable length of time. 

Each bidder will state the manufacturer’s standard comprehensive warranty.  Additionally, each bidder will include a five-year or 5000 hour extended powertrain and hydraulic warranty in purchase price. Bidders are required to provide a copy of Standard and Extended Warranty Statements showing coverage required.  Warranty may be a consideration in determining the best bid. 

An integrated communication tool providing flow of vital machine data and locations shall be provided. This system shall give automatic updates on machine parameters such as machine hours, machine condition, location, fault codes and alarms.


Prices shall include all delivery charges fully prepaid to Grenada County.
Bidder must guarantee maximum delivery date in days. Delivery date may be one consideration in determining the final best bid.


	Bidders must specify delivery date and warranty.
The Board reserves the right to reject any and all bids.  The envelope should be marked "SEALED BID FOR EXCAVATOR" and contain all required bid information.

The Board reserves the right to determine which the lowest and best bid is and to accept or reject any part of the required minimum bid specifications.  It is not the intent that these specifications limit the bidding to any make or manufacturer but rather to select such equipment to fulfill a specific task.
Bids are to be for a 60 month lease purchase each, specifying interest rate AND cash price each.
Bid may be withdrawn upon written notice received from the bidder prior to the time and date
designated for the opening.
Bidder shall comply with 31-7-19 of the Mississippi code of 1972, as amended. 
Bids must be signed.
          This the 2nd day of November 2015
                  _/s/ Chad Bridges_____
                  Chad Bridges, President

Publish: 11/13/15                                                                                                                            
                                   11/20/15	                                                                                                                                                                                                  

