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Natural Walnut  Walnut Finishes
Add 20% to list The following stain is available, add 30% to list

Natural Clear – W-NA Java – W-JA

Natural Cherry Cherry Finishes
Add 20% to list The following stains are available, add 30% to list

Natural Clear – C-NA Honey Oak – C-HO Richmond Cherry – C-RC

Natural Red Oak  Red Oak Finishes
Standard  The following stains are available, add 10% to list

Natural Clear – O-NA Castle Oak – O-CO Honey Oak – O-HO English Oak – O-EN Victorian Cherry – O-VI

  Mahogany – O-MA Richmond Cherry – O-RC Java – O-JA Wenge – O-WE

WOOdS & FINISHES:
Natural Maple  Maple Finishes
Standard  The following stains are available, add 10% to list

Natural Clear – M-NA Honey Oak – M-HO Castle Oak – M-CO Richmond Cherry – M-RC Mahogany – M-MA

  Victorian Cherry – M-VI Java – M-JA Wenge – M-WE English Oak – M-EN

PAINT: 
Thermal Paint Colours

Sparkle Silver – S11 

Beige – H23

Antique White – W11

Ruby – R7

White – PS-111-W374

Navy – B17

Blue – B11

Teal – HG266

Green – G58

Charcoal – A230

Grey – A16

Black – N49

Black Sandtex – N31 
Textured Finish

Pr o d u C T Ma T e r i a l s  & f i n i s h e s
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

Bt-100-39

Bt-100-32

Bt-101

Bt-102

Bt-102x

Book return truck

Book return truck small

depressible Book truck with lid

Wood truck with 3 flat shelves

oversize Wood truck with 3 flat 
shelves

251/4”     231/2”     313/4”

251/4”     231/2”     263/4”

251/4”     231/2”     363/4”

321/4”     151/2”     37”

38”     17”        39”

90 lbs.  12 cu.ft.

80 lbs.  11 cu.ft.

120 lbs. 16 cu.ft.

65 lbs.  11 cu.ft.

70 lbs.  12 cu.ft.

$ 3,369 

$ 3,369 

$ 3,869 

$ 1,194 

$ 1,231 

fits into linx and gemini desk system Book return units, 
lx-208 and gs-208. unit constructed from 3/4 plywood, 
assembled together by means of tongue and groove 
assembly. descending platform will be of veneer. platform will 
be mounted to a coiled tension spring that will descend as 
books are dropped off and ascend as they are removed. 
4 diameter swivel casters are mounted to the underside of the 
truck.

used for after hour drop offs. unit constructed from 3/4” 
plywood, assembled together by means of tongue and groove 
assembly. descending platform will be of veneer. platform will 
be mounted to a coiled tension spring that will descend as 
books are dropped off and ascend as they are removed. 
locking lid 25-1/2” wide x 23-1/2” long x 8” high constructed 
from 3/4” plywood. top surface laminated. assembled by 
means of tongue and groove assembly. Book return slot is 14” 
wide x 3” high, banded on all four edges. unit comes 
complete with lock. 4” diameter swivel casters are mounted to 
the underside of the truck.

constructed from 3/4” 3 ply plywood. end panels banded on 
all sides with 1/2” solid, edges to be radiused 3/8”. Bottom 
constructed as end panels, 1/4” solid external banding on long 
sides only, edges eased. shelves constructed from 3/4” 
3 ply plywood. clearance between shelves will be 12-1/8”. end 
panels, shelves and bottom are fastened together by means of 
3” long pan head bolts passing through end panels and into 
metal fasteners imbedded in the underside of the bottom and 
shelves. two, 3/4” thick x 4” wide reinforcing rails are 
mounted to the underside of the bottom. 4” diameter casters 
are mounted to the reinforcing rails.

constructed from 3/4” solid maple or solid oak. end panel 
edges to be radiused 3/8”. Bottom constructed as end panels, 
bottom edges to be eased. clearance between shelves will be 
12-3/4”. end panels, shelves and bottom are fastened together 
by means of 3” long pan head bolts passing through end 
panels and into metal fasteners imbedded in the underside of 
the bottom and shelves. two, 3/4” thick x 4” wide reinforcing 
rails are mounted to the underside of the bottom. 4” diameter 
casters are mounted to the reinforcing rails.

bo o k Tr u C k s
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

Bt-103

Bt-103x

Bt-104

Bt-104x

Wood display truck, double 
sided

oversize display truck, double 
faced

Wood display truck, single sided

oversize Wood display truck, 
single faced

321/4”     151/2”     37”

38”     17”        39”

321/4”     151/2”      37”

38”     17”        39”

65 lbs.  11 cu.ft.

70 lbs.  12 cu.ft.

65 lbs.  11 cu.ft

70 lbs.  12 cu.ft

$ 1,338 

$ 1,743 

$ 1,758 

$ 1,789 

display book truck has 4 sloping display shelves. constructed 
from 3/4” 3 ply plywood. end panels banded on all sides with 
1/2” solid, edges to be radiused 3/8”. Bottom constructed as 
end panels, 1/4” solid external banding on long sides only, 
edges eased. shelves constructed from 3/4” 3 ply plywood. 
clearance between shelves will be 11-1/2”. end panels, shelves 
and bottom are fastened together by means of 3” long 
pan head bolts passing through end panels and into metal 
fasteners imbedded in the underside of the bottom and 
shelves. two, 3/4” thick x 4” wide reinforcing rails are 
mounted to the underside of the bottom. 4” diameter casters 
are mounted to the reinforcing rails.

display book truck has 4 sloping display shelves. constructed 
from 3/4” solid maple or solid oak. end panel edges to be 
radiused 3/8”. Bottom constructed as end panels, edges eased. 
clearance between shelves will be 13”. end panels, shelves 
and bottom are fastened together by means of 3” long pan 
head bolts passing through end panels and into metal 
fasteners imbedded in the underside of the bottom and 
shelves. two, 3/4” thick x 4” wide reinforcing rails are 
mounted to the underside of the bottom. 4” diameter casters 
are mounted to the reinforcing rails.

display book truck has 2 single sided sloping display shelves. 
constructed from 3/4” 3 ply plywood. end panels banded on 
all sides with 1/2” solid, edges to be radiused 3/8”. Bottom 
constructed as end panels, 1/4” solid external banding on long 
sides only, edges eased. shelves constructed from 3/4” 
3 ply plywood. clearance between shelves will be 11-1/2”. end 
panels, shelves and bottom are fastened together by means of 
3” long pan head bolts passing through end panels and into 
metal fasteners imbedded in the underside of the bottom and 
shelves. two, 3/4” thick x 4” wide reinforcing rails are 
mounted to the underside of the bottom. 4” diameter casters 
are mounted to the reinforcing rails.

display book truck has 2 single sided sloping display shelves. 
constructed from 3/4” solid maple or solid oak. end panel 
edges to be radiused 3/8”. Bottom constructed as end panel 
edges eased. clearance between shelves will be 13”. end 
panels, shelves and bottom are fastened together by means of 
3” long pan head bolts passing through end panels and into 
metal fasteners imbedded in the underside of the bottom and 
shelves. two, 3/4” thick x 4” wide reinforcing rails are 
mounted to the underside of the bottom. 4” diameter casters 
are mounted to the reinforcing rails.

bo o k Tr u C k s
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

Bt-277

Bt-312

Bt-312-a

Bt-313

steel display truck, single sided

steel truck with 3 flat shelves

steel display truck, double sided

steel display Book Buddy truck, 
double sided

32”     161/2”     43”

32”     161/2”     43”

32”     161/2”     43”

32”     161/2”     43”

65 lbs.  11 cu.ft.

65 lbs.  11 cu.f.

65 lbs.  11 cu.ft

65 lbs.  11 cu.ft

$ 831 

$ 831 

$ 900 

$ 988 

Metal frames constructed from 1” x 1” 16 gauge tubing. 
tubing spot welded to panels and shelves. panels and shelves 
constructed from 18 gauge sheet metal. 2 sloping shelves 
14-3/4” deep x 6” high with 12” clearence between each shelf. 
Book truck fitted with inserts to accept 4” diameter polyflex 
casters. Book truck finished in a baked enamel finish: anitque 
White – W11 as a standard color. other colors available upon 
request (upcharge).

Metal frames constructed from 1” x 1” 16 gauge tubing. 
tubing spot welded to panels and shelves. panels and shelves 
constructed from 18 gauge sheet metal. 3 flat shelves 
complete with 12” clearence between each shelf. Book truck 
fitted with inserts to accept 4” diameter polyflex casters. Book 
truck finished in a baked enamel finish: anitque White – W11 
as a standard color. 
other colors available upon request (upcharge).

Metal frames constructed from 1” x 1” 16 gauge tubing. 
tubing spot welded to panels and shelves. panels and shelves 
constructed from 18 gauge sheet metal. 4 sloping shelves back 
to back each at a 90 degree angle - 6-1/2”deep x 6-1/4” high 
with 12” clearence between each shelf. Book truck fitted with 
inserts to accept 4” diameter polyflex casters. Book truck 
finished in a baked enamel finish: anitque White – W11 as a 
standard color. 
other colors available upon request (upcharge).

Metal frames constructed from 1” x 1” 16 gauge tubing. 
tubing spot welded to panels and shelves. panels and shelves 
constructed from 18 gauge sheet metal. top flat shelf: 16” 
deep x 3-1/4” high back lip. Bottom picture book 
compartment is 24-3/4” high with 4 fixed dividers 6” apart. 
Book truck fitted with inserts to accept 4” diameter polyflex 
casters. Book truck finished in a baked enamel finish: 
anitque White – W11 as a standard color. 
other colors available upon request (upcharge).

bo o k Tr u C k s
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

Bt-316

Bt-316-a

Bt-st1

Bt-st2

steel Book Buddy truck with 3 
flat shelves

steel display Book Buddy truck, 
double sided

steer 1 Book truck

steer 2 Book truck

32”     161/2”     43”

32”     161/2”     43”

32”     161/2”     43”

43”     161/2”     43”

65 lbs.  11 cu.ft.

65 lbs.  11 cu.f.

$ 1,206 
 

$ 1,206 

$ 1,394 
 

$ 1,900 

Metal frames constructed from 1” x 1” 16 gauge tubing. 
tubing spot welded to panels and shelves. panels and shelves 
constructed from 18 gauge sheet metal. 3 flat shelves 
complete with 12” clearence between each shelf. Book truck 
fitted with inserts to accept 4” diameter polyflex casters. Book 
truck finished in a baked enamel finish: anitque White – W11 
as a standard color. 
other colors available upon request (upcharge).

Metal frames constructed from 1” x 1” 16 gauge tubing. 
tubing spot welded to panels and shelves. panels and shelves 
constructed from 18 gauge sheet metal. 4 sloping shelves back 
to back each at a 90 degree angle - 6-1/2”deep x 6-1/4” high 
with 12” clearence between each shelf. Book truck fitted with 
inserts to accept 4” diameter polyflex casters. Book truck 
finished in a baked enamel finish: anitque White – W11 as a 
standard color. 
other colors available upon request (upcharge).

Metal frames constructed from 1” x 1” 16 gauge tubing. 
tubing spot welded to panels and shelves. panels and shelves 
constructed from 18 gauge sheet metal. 3 flat shelves 
complete with 12” clearence between each shelf. sides are 
fitted with wood veneer panels. Book truck fitted with inserts 
to accept 4” diameter polyflex casters. Book truck finished in a 
baked enamel finish.

Metal frames constructed from 1” x 1” 16 gauge tubing. 
constructed from 3/4” 3 ply plywood. end panels banded on 
all sides with 1/2” solid, edges to be radiused 3/8”. Bottom 
constructed as end panels, 1/4” solid external banding on long 
sides only, edges eased. shelves constructed from 3/4” 
3 ply plywood. clearance between shelves will be 12-1/8”. end 
panels, shelves and bottom are fastened together by means of 
3” long pan head bolts passing through end panels and into 
metal fasteners imbedded in the underside of the bottom and 
shelves. two, 3/4” thick x 4” wide reinforcing rails are 
mounted to the underside of the bottom. 4” diameter casters 
are mounted to the reinforcing rails.

bo o k Tr u C k s
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

Bt-st3-o

Bt-st4-o

Bt-st5-o

Bt-lc

Bt-5c

Bt-rB

steer 3 Book truck

steer 4 Book truck

steer 5 Book truck

locking casters (set of 2)

5” diameter casters (set of 4)
*upcharge from 4” casters

rubber Bumpers (set of 4)

43”     161/2”     43”

42”     161/2”     42”

19”     21”        44”

65 lbs.  11 cu.ft.

1.5 lbs.

1.6 lbs.

4 lbs.

$ 2,106 

$ 1,406

 
$ 2,481 
 

$ 56 

$ 56 

$ 281

Metal frames constructed from 1” x 1” 16 gauge tubing. 
display book truck has 4 sloping display shelves. constructed 
from 3/4” 3 ply plywood. end panels banded on all sides with 
1/2” solid, edges to be radiused 3/8”. Bottom constructed as 
end panels, 1/4” solid external banding on long sides only, 
edges eased. shelves constructed from 3/4” 3 ply plywood. 
clearance between shelves will be 11-1/2”. end panels, shelves 
and bottom are fastened together by means of 3” long pan 
head bolts passing through end panels and into metal 
fasteners imbedded in the underside of the bottom and shelves. 
two, 3/4” thick x 4” wide reinforcing rails are mounted to the 
underside of the bottom. 4” diameter casters are mounted to 
the reinforcing rails.

Metal frame, Wood shelves. shelf depth: 15.5”. 2 fixed shelves: 
13” space apart. frame: 1” x 1” powder coat paint. 
Book capacity: approx. 210

Metal frame, Wood Bookcase. Wood Bookcase: 9”d x 17”w x 
36”h. 2 shelves: 1 fixed, and 1 adjustable. frame: 1” diameter, 
powder coat paint. Book capacity: approx. 55

2 locking caster - 2 swivel

5” diameter casters upcharge from 4” casters

24” long reinforced steel rubber bumpers mounted to 
each corner of the book truck - beige color only. 
note: Bumpers available only on wood book trucks as an 
option.

bo o k Tr u C k s
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

dp-s-109

dp-s-110

dp-s-111

dp-s-909

dp-s-105

dp-s-106

single picture Book Box

double picture Book Box

Base for picture Book Box

Mobile picture Book Box, 
trapazoidal

Mobile picture Book Browser 
with storage

single sided picture Book 
Browser with storage

301/4”     10”        151/2”

601/4”     10”        301/4”

35”     10”       6”

58”     21”       35”

27”     29”        29”

351/4”     133/4”     321/2”

30 lbs.  4 cu.ft.

30 lbs.  8 cu.ft.

10 lbs.  2 cu.ft

125 lbs. 32 cu.ft

125 lbs. 18 cu.ft.

60 lbs.  10 cu.ft.

$ 738 

$ 1,088 

$ 494 

$ 2,794 
 

$ 2,644 

$ 2,531 

 constructed from 3/4” 3 ply high density particleboard, grade 
“a” veneer faces. top, shelf and bottom routed out 1/4” to 
receive six 1/4” black painted hardboard dividers. 

 constructed from 3/4” 3 ply high density particleboard, grade 
“a” veneer faces. top, shelf and bottom routed out 1/4” to 
receive twelve 1/4” black painted hardboard dividers. 

a solid hardwood apron base 3/4” x 3-3/8” fitted together 
with metal corner brackets. the base is recessed from the table 
edge 1-1/2” on four sides. legs are 1-3/4” x 1-3/4” glued-up 
solid stock, all edges eased. the leg is then fitted with a 
hanger bolt to pass through the corner bracket.

double sided double tiered unit made from 3/4” 3 ply veneer 
high density particleboard. assembled by means of tongue and 
groove assembly. front edges banded with 1/4” solid 
hardwood.  Backs constructed from 1/4” thick printed 
hardboard. 

constructed from 3/4” thick high density particleboard, 
veneered grade “a”. sloped trough divides top of unit into 
four, 14” wide x 12” deep compartments. display trough is 
13-1/2” high. front opening of unit is 25” wide x 14” high. the 
top underside and the bottom will be routed to receive eight, 
1/2” thick veneered dividers. each compartment is 4-7/8” wide. 
4” casters will be mounted to the underside.

constructed from 3/4” 3 ply high density particleboard, grade 
“a” veneer faces. two, 3/4” thick plywood dividers divide top 
into 3 compartments. the end compartments are 13” wide x 
12-3/8” deep x 8” high and the middle compartment is 
7-3/4” wide. top edges of dividers banded with 1/4” external 
hardwood. front face of unit is 8-7/8” high. underside of 
cabinet routed to receive seven, 1/2” thick x 23” high wood 
veneer dividers.

di s P l a y s  & Me d i a  -  P i C T u r e  bo o k
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

dp-s-108

dp-s-108d

dp-s-132

gn-395-a

gn-395-c

single sided picture Book 
Browser

double sided picture Book 
Browser

Kinder Box

aV Browser: adult

aV Browser: children’s

431/2”     16”       33”

431/2”     22”       33”

28”     28”       27”

393/4”        181/2”      54”

393/4”        181/2”      333/4”

130 lbs. 13 cu.ft

220 lbs. 24 cu.ft

75 lbs.            16 cu.ft

250 lbs. 22 cu.ft

150 lbs. 13 cu.ft

$ 2,113 

$ 2,550 

$ 1,594 

$ 4,050 

$ 3,681 

constructed from 3/4” thick high density particleboard core 
with grade ‘a’ face veneers. single faced unit has 3 
compartments 13-1/2” wide x 11-7/8” deep. the dividers are 
fixed. solid apron base 3/4” x 3-3/8” fitted with metal corner 
brackets. legs are 1-3/4” x 1-3/4” solid hardwood, fitted with 
an adjustable glide.

constructed from 3/4” thick high density particleboard core 
with grade ‘a’ face veneers. double faced has 6 compartment 
13-1/2” wide x 11-7/8” deep. the dividers are fixed. solid 
apron base 3/4” x 3-3/8” fitted with metal corner brackets. 
legs are 1-3/4” x 1-3/4” solid hardwood, fitted with an 
adjustable glide.

constructed from 3/4” thick 3 ply particleboard core with 
grade “a” face veneers. top edges banded with 1/4” solid 
external hardwood. 3/4” thick veneer faced dividers divide unit 
into four compartments, each 13” wide x 13” deep x 10” high. 
solid base 3/4” thick x 3-3/8” high mounted to underside of 
unit. legs are 1-3/4” x 1-3/4” solid hardwood, fitted with an 
adjustable glide.

Multi media display bins, constructed of 3/4” thick 3 ply  
articleboard with grade a veneer faces. each bin is divided into 
10 expandable compartments each 3-3/8” wide complete with 
nine (9) removeable black 1/4” thick masonite dividers. Bottom 
of bins are lined with black ribbed rubber. the top bin is fixed, 
whereas the middle and bottom bins pull out, using 16” full 
extensions slides. in the children’s model the bottom bin pulls 
out. end panels are contructed of 1” thick 3 ply particleboard 
with grade a face veneers. all edges banded with 1/4” thick 
solid external hardwood.  

capacitY: adult: 90 videos or 330 compact discs or 390 audio 
cassettes. children’s: 60 videos or 220 compact discs or 260 
audio cassettes.

di s P l a y s  & Me d i a  -  br o w s e r s
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

gn-505-5

gn-505-6

pedestal display tower: 
5-tier

pedestal display tower: 
6-tier

26”     26”       663/4”

26”     26”       663/4”

220 lbs. 36 cu.ft

220 lbs. 36 cu.ft

$ 5,694 

$ 5,825 

top: constructed in a 3 part assembly. the top and bottom 
are constructed from 3/4” 3 ply particleboard, complete with 
veneer faces and 1/4” solid external banding. the facia top is 
constructed from 3/4” thick x 23” wide x 23” long x 4” high 
3 ply particleboard with all faces laminated with black plastic 
laminate. the top, mid section and bottom of the top are then 
assembled together to form one complete top. underside of 
top equipped with metal inserts to allow towers to rotate. 
Base: constructed in a 3 part assembly. the top is constructed 
from 3/4” thick 3 ply particleboard, complete with veneer 
faces and 1/4” solid external banding. the mid section of the 
bottom is constructed from 3/4” thick x 23” wide x 23” long x 
10” high 3 ply particleboard, assembled together by means of 
tongue and groove assembly. outside edges of the mid section 
to be edged with 1/4” solid external banding. the kick base is 
21-1/2” wide x 21-1/2” long x 4” high. all faces of kick to be 
laminated with black plastic laminate. Bottom equipped with 
metal inserts to allow towers to rotate. 

toWer coluMn: constructed from 3/4” thick x 5” wide x 5” 
long 3 ply particleboard, splined and mitered together. all 
faces to be veneered. the tower column will be fastened to the 
top and base of the unit. 

toWers: individual rotating towers are available in 5 and 6 
shelf tiers. top, bottom and shelves are constructed from 
1/2” thick x 10-1/2” x 10-1/2” high density flakeboard, faces 
veneered. shelves will be divided into 4 sections by means of 
3/8” thick x 3-1/2” solid wood dividers. each tower will receive 
four 3/16” thick x 4-1/2” wide acrylic face dividers. acrylic 
dividers will be pre-drilled and fastened into the front edges of 
each shelf. top and bottom of towers equipped with ball 
bearing plates. 

capacities:  
5-tier: 500 paperbacks 
6-tier: 600 paperbacks

di s P l a y s  & Me d i a  -  Pe d e s T a l  di s P l a y
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MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

gn-502-4

gn-502-5

gn-502-6

gn-502-HB

gn-502-tf

display tower: 4 tier 
(2 towers required for 
self supporting)

display tower: 5 tier 
(2 towers required for 
self supporting)

display tower: 6 tier 
(2 towers required for 
self supporting)

display tower: Hanging Bag
(2 towers required for 
self supporting)

display tower: tackable fabric
(2 towers required for 
self supporting)

243/4”     101/2”     485/8”

243/4”     101/2”     625/8”

243/4”     101/2”     625/8”

243/4”     13/4”      625/8”

243/4”     13/4”      625/8”

40 lbs.            6 cu.ft

43 lbs.            6 cu.ft

43 lbs.            6 cu.ft

30 lbs.            2 cu.ft

40 lbs.            2 cu.ft

$ 1,263 

$ 1,281 

$ 1,306 

$ 844 

 

$ 1,319 

toWer fraMes: constructed from 1-1/3” x 1-3/4” glued-up 
solid stock. overall dimensions, 24-3/4” wide x 1-3/4” thick. 
4 tier unit is 48”h and all other units are 62”h. Vertical and 
horizontal posts are pre-drilled and fitted together by means 
of wood dowels and glue. each post will receive a threaded 
diameter cushioned glide. each tower post will be pre-drilled 
in order to receive additional towers. additional towers will be 
fastened by means of bolt and washer assembly. 

rotating toWers: individual rotating towers are available in 
4, 5, and 6 shelf tiers - easily accommodates videos or paper-
backs. top, bottom and shelves are constructed from 1/2” thick 
x 10-1/2” x 10-1/2” high density flakeboard, faces veneered. 
shelves will be divided into 4 sections by means of 3/8” thick x 
3-1/2” solid wood dividers. each tower will receive four 3/16” 
thick x 4-1/2” wide acrylic face dividers. acrylic dividers will be 
pre-drilled and fastened into the front edges of each shelf. top 
and bottom of tower frame and rotating tower will be fitted 
with metal inserts complete with ball bearing swivel plates that 
will enable the towers to rotate freely and quietly. 

note: starter unit Must Be ordered WitH 2 toWers to 
Be self supporting. 

capacities: 
4-tier: 100 paperbacks or 64 videos. shelf opening 9”. 
5-tier: 125 paperbacks or 80 video. shelf opening 8-15/16”. 
6-tier: 150 adult size paperbacks. shelf opening 7-3/8”. 

three 3/8” diameter steel rod inserts complete with wood 
mounting plates.

1-1/2” thick panel complete with tackable core material on two 
faces and wrapped in fabric - see fabric cards for selection.
top and bottom rails contructed from 3/4” x 3/4” solid 
hardwood. Bottom rail to be predrilled and fitted with dowel 
inserts. top and bottom rails grooved out in order to recieve 

di s P l a y s  & Me d i a  -  d i s P l a y  To w e r s



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

gn-502-sW

gn-502-sW-pl

gn-502-sH

gn-502-sWs-8

gn-502-sWs-16

gn-502-sWs-32

display tower: slot Wall 
(2 towers required for 
self supporting)

display tower: slot Wall, 
plastic laminate 
(2 towers required for 
self supporting)

sign Holder for display tower

slat Wall display: 8” shelf

slat Wall display: 16” shelf

slat Wall display: 32” shelf

243/4”     13/4”      625/8”

243/4”     13/4”      625/8”

20”          3/4”           41/2” 

8”            31/2”         51/2”

16”          31/2”         51/2”

32”          31/2”         51/2”

90 lbs.            2 cu.ft

90 lbs.            2 cu.ft

1 lbs.            0.1 cu.ft

1 lbs.            0.1 cu.ft

1.5 lbs            0.2 cu.ft

2.5 lbs            0.3 cu.ft

$ 1,769 

$ 1,319 

$ 194 

$ 81 

$ 119 

$ 188 

slat Wall tower: constructed from 3/4” M.d.f board. front 
and back face to be veneered grade a. also available in plastic 
laminate.

1/8” thick plexiglass divider sheilds.

di s P l a y s  & Me d i a  -  d i s P l a y  To w e r s



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

gn-155

gn-155-xl

gn-506

gn-506-V

gn-506-WB

display case, glass shelves 
and panels

fluorescent light for display case

information Kiosk, cork panels

information Kiosk, 
Velcro option (cost per panel)

information Kisok, 
White Board option 
(cost per panel)

36”     24”       80”

24”     24”       73”

24”     24”       73”

24”     24”       73”

280 lbs. 42 cu.ft

150 lbs. 24 cu.ft

150 lbs. 24 cu.ft

150 lbs. 24 cu.ft

$ 7,156 

$ 900 

$ 4,306 

$ 219 

$ 331 

case construction: Wood framing constructed from 1-3/4” 
x 1-3/4” solid. framing to be routed to receive 1/4” thick glass 
on all sides. Wood framing shall incorporate glass by means of 
a tongue and groove assembly. unit is equipped with sliding 
glass doors, 3 adjustable glass shelves and a lock. Base 
constructed from 3/4” veneer paneling, assembled with wood 
frame by means of tongue and groove assembly. 4” high kick 
comes complete with black ribbed rubber.

fluorescent light complete with diffuser.

top: constructed in a 3 part assembly. the top and bottom 
are constructed from 3/4” 3 ply particleboard, complete with 
veneer faces and 1/4” solid external banding. the facia top is 
constructed from 3/4” thick x 22-1/2” wide x 22-1/2” long x 
4-1/2” high 3 ply particleboard with all faces laminated with 
black plastic laminate. 
 
KiosK: Kiosk constructed with desired panel selection. cork 
board faced panels are standard. Black velcro board or white 
board panels are available as options. panels assembled 
together at the 4 corners by means of 1/4” thick x 7/8” x 7/8” 
solid vertical corner supports. paneling mounted to 
sub-bottom. Bottom equipped with rotating plate. 

Base: constructed in a 2 part assembly. the bottom is 
constructed from 3/4” thick x 24” wide x 24” long x 14” high 3 
ply particleboard, assembled together by means of tongue and 
groove assembly. all faces to be veneered. outside edges of 
the mid section to be edged with 1/4” solid external banding. 
one face panel of base to be equipped with cupboard hinges 
and lock. the kick base is 21” wide x 21” long x 4” high. all 
faces of kick to be laminated with black ribbed rubber. Bottom 
mounted with ball bearing rotating plates.

di s P l a y s  & Me d i a  -  d i s P l a y  Ca s e  & k i o s k s



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

gn-904

gn-122

gn-122-a

gn-162

teaching Board, Mobile

lectern for table top

lectern: open Base, adjustable 
up to 48” Height

lectern: closed Base, Height 
adjustable shelf

491/4”     24”       721/2”

201/4”     12”        13”

231/2”    15”       38”

23”    161/2”     45”

125 lbs. 20 cu.ft

15 lbs.             3 cu.ft

75 lbs.             9 cu.ft

75 lbs.             10 cu.ft

$ 5,656 

$ 713 

$ 1,850 

$ 2,544 

unit accommodates a white board, chart paper holder, pull 
down projector screen and two flip-up display shelves on one 
side and cork board on the other side. the frame is 
constructed from 1-1/4” thick x 3-3/4” wide solid hardwood. 
unit mounted to a mobile base consisting of a 48” wide x 
5-1/4” deep x 1” thick stretcher and two 24” long x 3-1/4” 
wide x 2” thick solid  hardwood legs. four 4” diameter lockable 
casters will be fastened to the underside of the legs.

top constructed from 3/4” 3 ply particleboard, faces 
veneered. edges banded with 1/4” solid external band. front 
edge to receive a 1/2” thick x 1-1/2” high solid retaining lip. 
Base contructed from 3/4” 3 ply particleboard, all faces 
veneered. edges banded with 1/4” solid external band.

top constructed from 3/4” 3 ply particleboard, faces veneered. 
edges banded with 1/4” solid external band. front edge to 
receive a 1/4” thick x 1-1/4” high solid retaining lip. top will 
be mounted to a 2” x 2” solid wood post. Wood post will be 
enclosed in a 1/2” thick x 3” x 3” wood sleeve, top of sleeve to 
be banded with 1/4” solid external band. top will be 
adjustable from a range of 38” high to 48” high. a solid wood 
key will allow lectern to be fixed at  desired position. Wood 
sleeve will be fixed to a 1” thick x 6-1/2” x 6-1/2” veneer core 
plate mounted to a 23-1/2” wide x 15” deep x 3” high base. 
Base constructed from 3/4” 3 ply particleboard, all faces 
veneered.

top constructed from 3/4” 3 ply particleboard, faces veneered. 
edges banded with 1/4” solid external band. front edge to 
receive a 1/2” thick x 2” high solid retaining lip. top will 
overhang case by 3/4” on either side. case constructed from 
3/4” 3 ply particleboard, all faces veneered. assembled by 
means of tongue and groove. front edges banded with 1/4” 
solid external band. shelf will be 3/4” thick and adjustable 
from top to bottom. Base 23” wide x 15” deep x 6” high. 
constructed from 3/4” solid material, mitered together at the 
corners and recessed 3/4” on either side. 

Te a C h i n g bo a r d & le C T e r n s



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

gn-120-s

gn-120-d

gn-905-5

gn-905-10

gn-154

revolving dictionary stand, 
single faced

revolving dictionary stand, 
double faced

Map case: 5 drawer large

Map case: 10 drawer large

Map case

21”     12”       9”

21”     17”       9”

51”     41”       221/4”

51”     41”       393/8”

391/2”     27”       363/8”

14 lbs.             2 cu.ft

16 lbs.             2 cu.ft

310 lbs.           33 cu.ft

560 lbs.           61 cu.ft

215 lbs.           24 cu.ft

$ 706 

$ 1,025 

$ 4,106 

$ 7,419 

$ 6,113 

top constructed from 3/4” thick 3 ply particleboard, 
faces veneered. edges banded with 1/4” solid external 
banding. top to receive a 3/8” thick x 1/2” high solid retaining 
lip. top is sloped at a 12 degree angle. Base, 17” wide x 10” 
deep x 5-1/2” high, constructed of 3/4” particleboard, all faces 
veneered. a ball bearing swivel plate is mounted to the 
underside of the base and fixed to a 3/4” thick x 12” wide x 8” 
deep wood plate.

top: constructed from 1” thick 3 ply particleboard core. top 
surface with a high pressure laminate sheet, surrounding 
edges shall receive a 1/4” x 1-1/4” solid internal edge band. 

caBinet construction: sub top, bottom and side panels 
constructed from 3/4” veneer plywood. front edges banded 
1/4” external solid, all edges eased. 4” high base comes 
complete with black ribbed rubber. 

draWers: 5 drawers (10 drawers for model g-905-10) 47” 
wide x 37” deep x 2” high constructed from 1/2” mahogany 
veneer core. drawer front constructed from 3/4” thick x 2” 
high solid. drawers operate on 32” long full extension blum 
slides. 

caBinet construction: top, bottom and side panels con-
structed from 3/4” veneer plywood, front edges banded 1/4” 
external solid. top surface to be a high pressure laminate. 

draWers: six drawers 37” wide x 25” deep x 2-13/16” high 
constructed from 1/2” mahogany veneer core, drawer front 
constructed from 3/4” x 4” high solid. drawers operate on 24” 
long full extension Blum slides.  

Wood Base: a solid apron base 3/4” x 3-3/8”
 
leg asseMBlY: legs are 1-3/4” x 1-3/4” glued-up solid stock, 
all edges eased. 

glides: each leg shall be fitted with a threaded t-nut to 
accept a 1-5/8” diameter cushioned glide complete with a 
1-1/2” x 3/8” threaded stem.

di C T i o n a r y  sT a n d & Ma P Ca s e s



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

pW-g2d

pW-g3d

pW-g2x3

pW-ags-3d

pW-rJ11

pW-cat6

pW-cat6-2

grommet: 2” diameter

grommet: 3” diameter

grommet: square 2” x 3”

grommet: 3” diameter access 
sleeve

telecom plate: rJ11 phone

telecom plate: rJ45 data

telecom plate: two rJ45 data

2”     2”       3/4”

3”     3”       3/4”

3”     2”       3/4”

3”     3”       3/4”

0.1 lbs        

0.1 lbs

0.1 lbs

0.1 lbs

$ 106 

$ 106 

$ 106 

$ 106 

$ 50 

$ 69 

$ 94 

Black plastic grommet complete with snap on cover. 

note: specify location when ordering.

Black plastic grommet complete with snap on cover. 

note: specify location when ordering.

Black aBs plastic, square grommet. inside dimensions 
1-5/8” x 3”. unit complete with snap on cap. 

note: specify location when ordering.

access panel grommet sleeve, used as electrical conduit for 
wire passage though panels. 

note: specify location when ordering.

this rJ11 cat3 connector is a 6-pin design for voice 
communication only. 

this rJ45 cat6 connector is an 8-pin design used to 
accommodate computers up to 100 mH.

two rJ45 cat6 data. 

el e C T r i C a l  -  gr o M M e T s  & Te l e C o M Pl a T e s



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

pW-oWMt-30

pW-BMJc-29
pW-BMJc-32
pW-BMJc-35
pW-BMJc-41
pW-BMJc-47

pW-tMJc-29
pW-tMJc-32
pW-tMJc-35
pW-tMJc-41
pW-tMJc-47

pW-VWM

pW-slWM

pW-WlWM

Wire Management: 
open channel

Back Mount J-channel: 
   29” long
   32” long
   35” long
   41” long
   47” long

top Mount J-channel: 
   29” long
   32” long
   35” long
   41” long
   47” long

Wire Management: 
Vertical

Wire Management: 
steel leg

Wire Management: 
Wood leg

30”     11/4”       21/2”

29” 41/2” 3”
32” 41/2” 3”
35” 41/2” 3”
41” 41/2” 3”
47” 41/2” 3”

29” 41/2” 3”
32” 41/2” 3”
35” 41/2” 3”
41” 41/2” 3”
47” 41/2” 3”

2” 2” 

21/2” 21/2” 

23/8” 23/8” 

1 lbs               0.3 cu.ft

4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft

4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft
4 lbs               0.4 cu.ft

2 lbs               0.2 cu.ft

5 lbs               0.5 cu.ft

5 lbs               0.5 cu.ft

$ 106 

$ 131 
$ 138 
$ 144 
$ 150 
$ 156 

$ 131 
$ 138 
$ 144 
$ 150 
$ 156 

$ 156 

$ 388 

$ 400 

Black plastic channel may be screwed or double sided taped to 
any flat surface.  

unit mounts to back panels. constructed from 16 gauge steel 
with electrostatically applied powder paint in black. 
special length units are available.

unit mounts to underside of table tops and other work 
surfaces. constructed from 16 gauge steel, with 
electrostatically applied powder paint in black. 
special length units are available.

Wood vertical wire manager can be located above or below 
the worksurface. Mounted on inside corner of study carrels or 
circulation desk modules. available up to 39” high. 
specify size required when ordering.

steel leg wire manager constructed from 2-1/2” diameter, 
16 gauge steel with electrostatically applied powder paint. top 
and bottom of leg to receive cut outs to allow cord to feed 
through top of leg and exit through the bottom. leg comes 
complete with leveller. available up to 39” high. 
specify size required when ordering.

Wood leg wire manager constructed from 2-3/8” x 2-3/8” solid 
hardwood. leg mounted to a 1/4” thick steel plate. top and 
bottom of leg to receive cut outs to allow cord to feed through 
top of leg and exit through the bottom. leg comes complete 
with leveller. available up to 39” high. 
specify size required when ordering.

el e C T r i C a l  -  wi r e  Ma n a g e M e n T



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

pW-spc-4
pW-spc-6

pW-pcd3-13
pW-pcd3-16

pW-pcd4-20

p-pds-B

pW-100J

pW-100f

pW-100H

power Bar: 
   4 outlet
   6 outlet

corner power column: 3 outlet, 
   13” tall
   16” tall

corner power column: 4 outlet,   
   20” tall

power sphere: 2 outlets, 2 data 
   Black

Junior flip up power station: 
   cordset

flip up power station: 
   cordset

flip up power station: 
   Hard Wired

2”     1”       12”
2”     1”       15”

41/4”     17/8”       13”
41/4”     17/8”       16”

41/4”     17/8”       20”

33/8”     33/8”      13/4”

53/4”    53/8” 

9     53/8” 

9     53/8” 

1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft

3 lbs               0.3 cu.ft
3 lbs               0.3 cu.ft

4 lbs               0.5 cu.ft

5 lbs               0.2 cu.ft

5 lbs               0.2 cu.ft

5 lbs               0.2 cu.ft

$ 156 
$ 156 

$ 475 
$ 475 

$ 538 

$ 269 

$ 550 

$ 669 

$ 669 

slimline power column 4 or 6 receptacle. power columns are 
rated 15 amp, 125 Volts a.c. and feature a resettable 15 amp 
circuit breaker. units have a 3’ cord, a switch and indicator 
light. ul listed and csa approved. 
note: units cannot be interconnected.

unit constructed of heavy gauge galvanneal steel with 
electrostatically applied black powder paint. assembly comes 
complete with 3 or 4 grounded receptacles, a 72” cordset with 
15 amp plug and a blank data plate. see telecom section for 
connector options - ordered separately. 
note: units cannot be interconnected.                                

unit retrofits into a 3” diameter grommet hole. 15 amp plug 
configuration. provides two simplex outlets and two data 
communication adapters rJ45 cat6. 72” power cord with 
15 amp plug provides direct plug in power. unit is ul listed 
and csa approved. note: unit cannot be interconnected.

Junior flip up unit constructed from heavy guage steel. an 
easy lift hinge allows cover to be flush with work surface when 
not in use. unit complete with 2 power receptacles 
15 aMp/125 Volt  and 2 data cat6 connectors. other power 
and data configurations are available. standard finish is black 
textured. a 72” power cord is provided.

recessed power station unit constructed from heavy guage 
steel. an easy lift hinge allows cover to be flush with work 
surface when not in use. unit complete with 2 power 
receptacles 15 aMp/125 Volt  and 2 data cat6 connectors. 
other power and data configurations are available.standard 
finish is black textured. unit may be interconnected through 
a 15 amp simplex receptacle located on the underside of the 
unit. a 15 amp 125 Volt circuit breaker insures overload 
protection. a 72” power cord is provided.

recessed power station unit constructed as above - no 
interconnected 15 amp simplex receptacle, replaced by 72” of 
14 a.W.g. 3 conductors for hardwiring to main power source.

el e C T r i C a l 



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

p20-WM-29
p20-WM-32
p20-WM-35
p20-WM-41
p20-WM-47

p20-1tWM-19-83
p20-1tWM-29-83
p20-1tWM-32-83
p20-1tWM-35-83
p20-1tWM-41-83
p20-1tWM-47-83

p20-1tWM-19-84
p20-1tWM-29-84
p20-1tWM-32-84
p20-1tWM-35-84
p20-1tWM-41-84
p20-1tWM-47-84

p20-2tWM-29-83
p20-2tWM-32-83
p20-2tWM-35-83
p20-2tWM-41-83
p20-2tWM-47-83

p20-2tWM-29-84
p20-2tWM-32-84
p20-2tWM-35-84
p20-2tWM-41-84
p20-2tWM-47-84

pa-20 system: Wire Manager  
   29” long 
   32” long 
   35” long 
   41” long 
   47” long 

pa-20 system: 
1 triplex Wire Manager,
8 Wire - 3 circuit
   19” long
   29” long
   32” long
   35” long
   41” long
   47” long
8 Wire - 4 circuit
   19” long
   29” long
   32” long
   35” long
   41” long
   47” long

pa-20 system: 
2 triplex Wire Manager 
8 Wire - 3 circuit
   29” long
   32” long
   35” long
   41” long
   47” long
8 Wire - 4 circuit
   29” long
   32” long
   35” long
   41” long
   47” long

29”     4”       51/2”
32”     4”       51/2”
35”     4”       51/2”
41”     4”       51/2”
47”     4”       51/2”

19”     4”       51/2”
29”     4”       51/2”
32”     4”       51/2”
35”     4”       51/2”
41”     4”       51/2”
47”     4”       51/2”

19”     4”       51/2”
29”     4”       51/2”
32”     4”       51/2”
35”     4”       51/2”
41”     4”       51/2”
47”     4”       51/2”

29”     4”       51/2”
32”     4”       51/2”
35”     4”       51/2”
41”     4”       51/2”
47”     4”       51/2”

29”     4”       51/2”
32”     4”       51/2”
35”     4”       51/2”
41”     4”       51/2”
47”     4”       51/2”

5 lbs               0.4 cu.ft
5 lbs               0.4 cu.ft
5 lbs               0.4 cu.ft
5 lbs               0.4 cu.ft
5 lbs               0.4 cu.ft

8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft

8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft

8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft

8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft
8 lbs               0.4 cu.ft

$ 288 
$ 300 
$ 313 
$ 331 
$ 344 

$ 600 
$ 631 
$ 644 
$ 756 
$ 769 
$ 775 

$ 600 
$ 631 
$ 644 
$ 756 
$ 769 
$ 775 

$ 756 
$ 769 
$ 881 
$ 894 
$ 900 

$ 756 
$ 769 
$ 881 
$ 894 
$ 900 

unit is designed to fuction as a wire raceway when receptacles 
are not required. removeable isolation compartment provides 
protection from eMi to voice and data lines. comes complete 
with a blank data plate. see telecommunications section for 
connector options. Mounting holes are provided for future 
installation of power modules. constructed from 18 gauge 
steel with electrostatically applied powder paint. Back mount 
design.

the powered wire management system is available in an 
8 wire 3 circuit or an 8 wire 4 circuit system. the raceway 
housing is constructed from 18 gauge galvanneal steel with 
electrostatically applied black powder paint. the assembly 
comes complete with 1 triplex power modules either 3 or 4 
circuits and 3 simplex receptacles. the receptacles can be 
configured to activate any of the system’s circuits. each simplex 
receptacle may be removed and interchanged in various 
positions utilizing its own circuit without having to change 
wiring. an authorized simplex removal tool pW-2000 (sold 
seperately) prevents unauthorized access. the system is rated 
at 20 amps with each receptacle at 15 amps. interconnecting 
cable is included. removeable isolation compartment provides 
protection from eMi to voice and data lines. comes complete 
with a blank data plate. see telecom section for connector 
options - ordered separately. Back mount design.

notes about pa-20 systems: 

*the 8/3 and 8/4 systems are not interchangeable. 

*any electrical component specified as a 20 amp will not 
function in a regular 15 amp plug configuration. 

*electrical components or assemblies without a cordset and 
plug must be hardwired to the building’s power supply by a 
qualified electrician. 

*pa-20 systems are ul and csa approved.

el e C T r i C a l  -  Pa-20 sy s T e M s 



PALMIERI

MISSISSIPPI STATE CONTRACT 2015 SPECIFICATION GUIDE & PRICE LIST

MODEL
NUMBER        PRODUCT          WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME  PRICE        DESCRIPTION

General

p20-pcd3-13-83
p20-pcd3-16-83
p20-pcd3-13-84
p20-pcd3-16-84

p20-scpf-18-83
p20-scpf-26-83
p20-scpf-36-83
p20-scpf-18-84
p20-scpf-26-84
p20-scpf-36-84

p20-Mcpf-18-83
p20-Mcpf-26-83
p20-Mcpf-36-83
p20-Mcpf-18-84
p20-Mcpf-26-84
p20-Mcpf-36-84

pW-2000

pW-ic-24-83
pW-ic-36-83
pW-ic-48-83
pW-ic-60-83
pW-ic-24-84
pW-ic-36-84
pW-ic-48-84
pW-ic-60-84

pa-20 system: 
power data column, 3 outlet, 
   13” tall, 8 Wire - 3 circuit
   16” tall, 8 Wire - 3 circuit
   13” tall, 8 Wire - 4 circuit
   16” tall, 8 Wire - 4 circuit

pa-20 system: 
single circuit power feed, 
   18” tall, 8 Wire - 3 circuit
   26” tall, 8 Wire - 3 circuit
   36” tall, 8 Wire - 3 circuit
   18” tall, 8 Wire - 4 circuit
   26” tall, 8 Wire - 4 circuit
   36” tall, 8 Wire - 4 circuit

pa-20 system: 
Multi circuit power feed, 
   18” tall, 8 Wire - 3 circuit
   26” tall, 8 Wire - 3 circuit
   36” tall, 8 Wire - 3 circuit
   18” tall, 8 Wire - 4 circuit
   26” tall, 8 Wire - 4 circuit
   36” tall, 8 Wire - 4 circuit

authorized simplex remover

pa-20 system: 
interconnecting cable, 
   24” long, 8 Wire - 3 circuit
   36” long, 8 Wire - 3 circuit
   48” long, 8 Wire - 3 circuit
   60” long, 8 Wire - 3 circuit
   24” long, 8 Wire - 4 circuit
   36” long, 8 Wire - 4 circuit
   48” long, 8 Wire - 4 circuit
   60” long, 8 Wire - 4 circuit

41/4”     17/8”       13”
41/4”     17/8”       16”
41/4”     17/8”       13”
41/4”     17/8”       16”

2”      1”         18”
2”      1”         26”
2”      1”         36”
2”      1”         18”
2”      1”         26”
2”      1”         36”

2”      1”         18”
2”      1”         26”
2”      1”         36”
2”      1”         18”
2”      1”         26”
2”      1”         36”

24”  
36”  
48”  
60”  
24”  
36”  
48”  
60”  

2.5 lbs            0.2 cu.ft
2.5 lbs            0.2 cu.ft 
2.5 lbs            0.2 cu.ft 
2.5 lbs            0.2 cu.ft

8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft

8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft
8 lbs               0.2 cu.ft

1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft
1 lbs               0.1 cu.ft

$ 650 
$ 650 
$ 650 
$ 650 

$ 506 
$ 544 
$ 613 
$ 506 
$ 544 
$ 613 

$ 588 
$ 613 
$ 631 
$ 588 
$ 613 
$ 631 

$ 19 

$ 94 
$ 100 
$ 106 
$ 113 
$ 94 
$ 100 
$ 106 
$ 113 

unit constructed of heavy gauge galvanneal steel with 
electrostatically applied black powder paint. assembly comes 
complete with 3 grounded receptacles, 15 amp circuit breaker, 
dual connector, connecting cable and a blank data plate. see 
telecom section for connector options - ordered separately. 
note: units cannot be interconnected.

the single or multi circuit power feed provides electrical power 
to the initial power module from an external power source. 
assembly constructed from heavy gauge galvanneal steel with 
electrostatically applied black powder paint. unit supplied with 
a quick connect metal flex cable at one end and a 24” long 
cord with molded plug at the other end. for multi circuit has a   
36” liquid tight flexible non metallic conduit, instead of the 24” 
long cord. 
 
single circuit note: the cordset has a 20 amp plug 
configuration and cannot be used in a standard 15 amp 
receptacle.

Multi circuit note: this unit must be hardwired to the building 
power source by a qualified and certified electrician.

the authorized simplex remover is a special tool that allows 
restricted modification of the powered wire management 
systems to authorized personnel only.

interconnecting cables are used to link power outlet starter 
and add-on modules in a daisy chain configuration. 
for 8 wire - 3 or 4 circuit connections.

notes about pa-20 systems: 

*the 8/3 and 8/4 systems are not interchangeable. 

*any electrical component specified as a 20 amp will not 
function in a regular 15 amp plug configuration. 

*electrical components or assemblies without a cordset and 
plug must be hardwired to the building’s power supply by a 
qualified electrician. 

*pa-20 systems are ul and csa approved.

el e C T r i C a l  -  Pa-20 sy s T e M s 
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WarranTy, terMs & CondiTions

palmieri furniture limited (“palmieri”) warrants that its products and collections are free from defects in materials and 
workmanship for the life of the product, except as set forth below. palmieri limited lifetime Warranty is valid from the 
date of delivery. 

Exceptions to the Limited Lifetime Warranty: Seating: two (2) years

goods sold hereunder are covered by a limited lifetime Warranty, free against defects in material and workmanship 
provided the goods and services are subjected to normal use and service.  the applicable warranty period commences 
from shipping date to purchaser of any item of the goods, whichever occurs first, or any other warranty period 
otherwise stipulated in writing by palmieri under this sale. for components not supplied by palmieri, the original 
manufacturer’s warranty shall apply to the extent assignable by palmieri. the obligation under this warranty is limited 
to the repair or replacement, at palmieri’s option, of defective parts f.o.B. point of shipment provided that prompt 
notice of any defect is given by purchaser to palmieri in writing within the applicable warranty period and that upon 
the purchaser’s return of the defective parts to palmieri or, if designated by palmieri, to the location where the works 
are made, properly packed and with transportation charges prepaid by purchaser, an inspection thereof shall reveal 
to palmieri’s satisfaction that purchaser’s claim is valid under the terms of this warranty. purchaser shall assume all 
responsibility and expense for dismantling, removal, re-installation and freight in connection with the foregoing. the 
same obligations and conditions extend to replacement parts furnished by palmieri hereunder.

palmieri does not assume liability for installation, labour or consequential damages. palmieri makes no warranty 
other than the one set forth herein. all other warranties, legal, expressed or implied, including but not limited to any 
expressed or implied warranty of merchantability, of fitness for the intended use thereof or against infringement are 
hereby expressly excluded.  the applicable warranty ceases to be effective if the goods are altered or repaired other 
than by persons authorized or approved by palmieri to perform such work. repairs or replacement deliveries do not 
interrupt or prolong the term of the warranty.  the warranty ceases to be effective if purchaser fails to handle and use 
the goods sold hereunder in a safe and reasonable manner and in accordance with any written instructions from the 
manufacturers.

Warranty Does Not Apply To Product Failure Or Loss Resulting From:

abuse, misuse or accident, alteration or modification of product by customer or third party, normal wear and tear, 
improper installation, handling or incorrect use.  the substitution of part components or hardware not approved or 
authorized by palmieri, acts of god, unauthorized repairs, improper storage, and environmental conditions such as 
irregular temperature control either inside or outside the environment.

Warranty Provides Exclusive Remedies:

if a product fails under ordinary use as a result of a defect in material or workmanship, palmieri will: (a) repair, or (B) 
replace the furniture. the replacement or repair of the furniture or seating will be at the discretion of palmieri. if the 
defect or workmanship cannot be remedied on site, repairs can be made at the factory. (c) if the product repair or 
replacement is not commercially practicable or cannot be remade in a timely manner palmieri will refund the purchase 
price of the affected product.  a product “Defect” means: an inadequacy in the materials or workmanship of the 
product that (a) existed at the time when you received the product from palmieri or palmieri authorized reseller and 
(B) causes a failure of the product to perform under ordinary use in accordance with the materials and documentation 
accompanying the product.  “Ordinary Use” means: use of the product (a) in accordance with all applicable local, state 
or federal laws, codes and regulations and (B) in accordance with manufacturer recommendations and or instructions 
in the materials and documentation accompanying the product or through shop drawings.  a “Palmieri Authorized 
Reseller” means: any dealer that is legally permitted to conduct business in the jurisdiction where the product is sold 
and is duly authorized by palmieri to sell the product.  

Warranty work must be approved by authorized personnel of palmieri furniture limited in richmond Hill, ontario, 
canada.  

A copy of the original purchase order must accompany all claims. 

Warranty Does Not Cover:

Matching of colours, stains, textures, grains and any other variations in materials.  select and custom surfaces and 
materials are only warranted for their application on the specified product and are not covered by our warranty, except 
as warranted by the original supplier, for quality, colorfastness, shade variations or abrasion and textiles purchased for 
palmieri product.

This limited warranty is the sole remedy for product defect and no other express or implied warranty is 
provided.   Warranty is not transferable and valid only for the original purchaser acquiring a product from 
Palmieri or a Palmieri authorized reseller for the purchaser’s own use and not for resale, remarketing or 
distribution.  Limited Lifetime Warranty (25 years)

GENERAL

the following terms and conditions of Quote and sale shall apply to any sale of goods and services by palmieri 
furniture limited (hereinafter called “palmieri”). purchaser shall be deemed to have full knowledge of the terms 
and conditions herein and such terms and conditions shall be binding if either the goods and services referred 
to herein are delivered to and accepted by purchaser, or if purchaser does not within five (5) days from the date 
hereof deliver to palmieri written objection to said terms and conditions or any part thereof.

in the event of any conflict or inconsistency between the terms and conditions of sale herein and the terms and 
conditions contained in purchaser’s order or in any other form issued by purchaser, whether or not any such 
form has been acknowledged or accepted by palmieri, palmieri’s terms and conditions herein shall prevail. no 
waiver, alteration or modification of these terms and conditions shall be binding upon palmieri unless made in 
writing and signed by a duly authorized representative of palmieri.

1. QUOTATIONS / PRODUCT QUOTED

unless otherwise stated, Palmieri’s quotations shall be null and void unless accepted by Purchaser within 
thirty (30) days from the date of quotation.  Quotes may be subject to change before order placement, due 
to increased material costs and or other factors that could impact the final cost of production and our final 
understanding of the product required.  if the items quoted do not reflect the intended product requirements of 
the customer, palmieri will not be held responsible for increased costs for those product changes.  We reserve 
the right to edit or re-quote any portion of a previously submitted quotation subject to our final understanding 
of the product required by the client.

2. PALMIERI DRAWINGS

palmieri provides drawings for custom & standard product we produce to our clients upon request.  We 
consider these drawings to be private and confidential and are provided for the sole purpose and use of 
our clients to understand the product we are providing.  the use of these confidential materials is limited to 
the transaction between the parties and at no point are these confidential materials to be sent to any of our 
competitors or parties quoting for the same purpose. 

A minimum $85.00 NET Engineering Administrative Fee will apply for Custom Product Drawings
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(Note: The first set of Custom product drawings will be free of charge)  

A minimum $120.00 NET Engineering Administrative Fee will apply for all Standard Product Drawings

3. TERMS OF PAYMENT

for authorized customers; orders at a $75,000.00 threshold will require a mandatory 25% deposit.  orders 
over and above $100,000.00 requires a mandatory (25%) deposit at time of order, a mandatory (25%) deposit 
prior to product shipment and the balance to be paid within thirty (30) days of date of shipment.  payment not 
be made to palmieri when due, palmieri reserves the right to charge purchaser with interest on such overdue 
payments.  interest of 2% per month (24% per annum) is charged on all overdue accounts, unless otherwise 
specified.  the charging of such interest shall not be construed as obligating palmieri to grant any extension of 
time in the terms of payment.  all goods remain the property of palmieri, until balance is paid in full to palmieri.

4. TITLE

title to the goods or any part thereof shall not pass from palmieri to purchaser until all payments due hereunder 
have been duly made, except as otherwise expressly stipulated herein. the goods shall be and remain personal 
or moveable property, notwithstanding their mode of attachment to realty or other property. if default is made 
in any of the payments herein, purchaser agrees that palmieri may retain all payments which have been made 
on account of the purchase price as liquidated damages, and palmieri shall be free to enter the premises where 
the goods may be located and remove them as palmieri’s property, without prejudice to palmieri’s right to 
recover any further expenses or damages palmieri may suffer by reason of such nonpayment.

5. TAXES

prices do not include goods & services tax, provincial or Municipal sales, use, value-added or similar tax.  all 
applicable taxes are extra.  our Harmonized sales tax (Hst) registration number is r104055066.

6. THE AGREEMENT

an acceptance and official confirmation of purchasers’ order by signing palmieri’s order confirmation the 
purchaser therefore is accepting terms and conditions as expressed herein palmieri’s terms and conditions of 
Quote and sale by palmieri and shall constitute the complete agreement, subject to the terms and conditions of 
sale herein set forth, and shall supersede all previous quotations, orders or agreements. 

7. LEAD TIME / DELIVERY / DELAYS

lead time is determined only when final material/finish selection and drawing approvals are received by palmieri 
from the client.  the accuracy of palmieri’s lead times, is created to the best of our ability with the information 
provided to us.  confirmed lead time is conveyed to the client by means of order confirmation. they do not 
preclude the client from checking the accuracy of your requirement and our order confirmation. any noted 
discrepancies are to be reported immediately to palmieri customer service department for correction and re-
issue of revised order confirmation.  By signing and dating the order confirmation the client accepts the terms 
and conditions of quote and sale.

lead time on our order confirmation do not account for delays that could potentially occur for special materials 
specified by the client that are outside of our standard finishes and materials program that are out of our control 

and will affect the lead time on the order.  palmieri will notify the client immediately when these delays occur 
and adjust the lead time accordingly.

delivery schedules are approximate and are based on prevailing market conditions applicable respectively at 
the time of palmieri’s quotation and palmieri’s acceptance of clients’ order, if certain portions of an order are 
completed by the quoted lead time while other portions have experienced delays outside of our control.  the 
client may choose to part ship the order at their discretion and expense. otherwise the entire order will ship 
with the delayed portion at a later date. palmieri may extend delivery schedules or may, at its option, cancel 
purchaser’s order in full or in part without liability other than to return any deposit or prepayment which is 
unearned by reason of the cancellation.

8. CHANGES AND CANCELLATION

orders accepted by palmieri are not subject to changes or cancellation by purchaser without the written consent 
of palmieri.  in such cases where palmieri authorizes changes or cancellation, palmieri reserves the right to 
charge the purchaser with reasonable costs based upon expenses already incurred and commitments made by 
palmieri, including, without limitation, any labour done, material purchased and also including supplier’s usual 
overhead and reasonable profit and cancellation charges from palmieri’s suppliers.  palmieri will communicate 
to the purchaser additional costs incurred by way of revised order confirmation.  revised order confirmation 
will include applicable costs incurred and modification to lead times (if applicable).   the purchaser must provide 
palmieri written confirmation of additional costs, before any changes can be processed on the order.

A minimum charge of $100.00 NET Change Order Request fee will apply 

A minimum charge of $150.00 NET Cancel Order Request fee will apply.

9. SHIPPING LOCATION / SHIPPING QUOTES / COST OF TRANSPORTATION

unless otherwise stated, all prices are f.o.B. our factory in richmond Hill, ontario, canada. 

customary methods of transportation shall be selected by palmieri and such transportation will be at purchaser’s 
expense.  shipping quotations are made at time of furniture quotation and are outside the control of palmieri. 
Shipping quotes are valid for ten (10) business days from the time of quote.  We do our best to maintain 
shipping costs as quoted, however all shipping weights and cubic feet shown are approximate only, various 
construction materials and packaging methods may add to the weights given.  all quoted prices, unless 
otherwise stated on the quotation, are based on the current exchange rates, tariffs, fuel surcharges and costs 
of manufacture and are subject to change by palmieri with or without notice until purchaser’s acceptance.  
palmieri does not assume responsibility or liability for shipping costs, product during transit, or variances from 
the shipping weights or cubic feet shown in our specification guides.  special methods of transportation will be 
used upon purchaser’s request and at purchaser’s additional expense, provided reasonable notice of purchaser’s 
transportation requirements are given by purchaser to palmieri prior to shipment.  palmieri will notify the client 
prior to shipping product if shipping costs as quoted change, at which point the client must approve the 
adjusted shipping costs.

10. RECEIVING PRODUCT / REPORTING DAMAGE / STORAGE OF PRODUCT

upon receipt of palmieri product, the receiver of the goods must immediately inspect the product to ensure it is 
free of shipping damage. if the product is deemed in good order, the receiver of the product must ensure 
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to sign off on the accompanying carriers Bill of lading in good condition.  except for obligations stated under 
“Warranty” herein, palmieri’s responsibility for the product ceases once the product has been received and 
signed off in good order and is the full responsibility of the receiver and subsequently the owner.  

in the event shipping damage is discovered during receipt of shipment, it is the responsibility of the receiver to 
ensure all noted damage is recorded on the carrier’s Bill of lading prior to sign off.  all noted shipping damage 
claims must be reported to palmieri within 24 hours of receipt of the product onsite, failure to do so will result 
in the claim being deemed null and void.  all shipping damage claims are to be reported directly to palmieri’s 
shipping Manager.  please call our toll free number at 1-800-413-4440 ext. 33 or submit the claim by fax 
directly to 1-905-731-9878.  palmieri will not accept any shipping damage claims submitted after 24 hours and 
it shall be conclusively presumed that the goods were delivered in good condition.

storage of product, palmieri will not be held responsible for any potential damages or shortages for product 
shipped and received by purchaser and is subsequently placed into storage and not inspected within 24 hours 
of receipt.

 11.    INSTALLATION / SHORTAGES / BACK CHARGES

unless otherwise expressly stipulated, the goods shall be installed by and at the risk and expense of purchaser. 

in the event that palmieri is requested to supervise such installation, palmieri’s responsibility shall be limited to 
exercising that degree of skill customary in the trade in supervising installations of the same type. purchaser 
shall remain responsible for all other aspects of the work including compliance with the local regulations. it is 
the responsibility of the purchaser to ensure hardware and parts are received in good order.  packing slip and 
hardware list to be provided by palmieri with every order at time of shipping.  purchaser has the responsibility 
to notify palmieri immediately without delay of issues that arise; subsequently palmieri will take action to provide 
prompt resolution. 

shortages must be reported to palmieri within 24 hours of receipt of the goods and failure to do so may be at 
the expense of the purchaser.  

if deemed missing hardware and parts short shipped from the factory, palmieri will arrange to ship freight 
prepaid to destination.  palmieri will only be responsible for replacement costs of missing hardware and parts, 
any labour costs incurred will be the responsibility of the purchaser and will not be approved by palmieri.  

Back charges will only be approved if we deemed a defect in the material or workmanship is found during 
the installation period resulting in a return trip to the job-site to complete installation.  it shall remain the sole 
discretion of palmieri to approve (a) repair or (B) replace the furniture and any labour costs incurred by the 
purchaser.

12.    FORCE MAJEURE 

palmieri shall not be responsible or liable for any loss or damage incurred by purchaser herein resulting from 
causes beyond the reasonable control of palmieri including, but without limitation, abuse, misuse or accident, 
alteration or modification of product by customer or third party, normal wear and tear, improper installation, 
handling or incorrect use, unauthorized repairs, the substitution of part components or hardware not approved 
or authorized by palmieri, improper storage, and environmental conditions such as irregular temperature control 

either inside or outside the environment, acts of god, fire, flood, delays in transportation, or the failure of 
palmieri’s suppliers to meet their delivery promises. the acceptance of delivery of the goods by purchaser shall 
constitute a waiver of all claims for loss or damage due to any delay whatsoever.

13.    RETURNED GOODS

no goods may be returned to palmieri for a credit or exchanged without palmieri’s prior written consent.  

palmieri reserves the right to accept all returns and subject to a handling/restocking charge or to decline all 
returns. even after palmieri has authorized the return of goods for credit, palmieri reserves the right to adjust 
the amount of any credit given to purchaser on return of the goods based on the conditions of the goods on 
arrival in palmieri’s warehouse. credit for returned goods will be issued to purchaser only where such goods are 
returned by purchaser and not by any subsequent owner of the goods. goods will be considered for return only 
if they are in their original condition and packaging.  palmieri goods return authorization form to be issued and 
must accompany all shipments returning back to the factory.  Return freight must be prepaid by Purchaser.  
A minimum 20% re-stocking fee will apply.  
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