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Solid Veneer Skin

Standard Includes

» Need help? * Height: 6"-120"
Product details, + Width: 6"-120"
page 30 - Skin: wood veneer

Required Selections

Surface Wood veneer
Materials = Wood veneer

 Customiz stain

Required to Specify

1 Style number

2 Height

3 Width

4 Wood veneer color number for skin

5 Wood grain direction for skins (see below
under Required Selections)

6 Top mount type (see below under
Required Selections)

7 Bottom mount type (see below under
Required Selections)

8 Cable management cut-out type and
location, if selected (see below under
Required Selections)

»See Surface Materials, page 194.

Required to Specify

Specify with wood veneer and indicate
wood color number.
Specify with Customiz stain.

Wood grain direction for skins
* Horizontal application
+ Vertical application

Specify with horizontal application.
Specify with vertical application.

Top Mount « Ceiling
Type * Intermediate

Specify with ceiling top mount.
Specify with intermediate top mount.

Bottom Mount = Floor

Specify with floor bottom mount.

Type - Intermediate Specify with intermediate bottom mount.
Cable Cut-out count
Management - No holes Specify with no holes.

> One hole Specify with one hole.

* Two holes Specify with two holes.

= Three holes
« Four holes

- Five holes

« Six holes

- Seven holes
* Eight holes
» Nine holes

Specify with three holes.
Specify with four holes.
Specify with five holes.
Specify with six holes.
Specify with seven holes.
Specify with eight holes.
Specify with nine holes.

Cut-out position, if cut-out(s) selected

+ No holes

= Cut-out 1 location
= Cut-out 2 location
« Cut-out 3 location
= Cut-out 4 location
- Cut-out 5 location
= Cut-out 6 location
= Cut-out 7 location
= Cut-out 8 location
« Cut-out 9 location

>Required Selections, continued on next page

i28

August 2015

Specify with no holes.

Specify X and Y dimensions for cut-out 1.
Specify X and Y dimensions for cut-out 2.
Specify X and Y dimensions for cut-out 3.
Specify X and Y dimensions for cut-out 4.
Specify X and Y dimensions for cut-out 5.
Specify X and Y dimensions for cut-out 6.
Specify X and Y dimensions for cut-out 7.
Specify X and Y dimensions for cut-out 8.
Specify X and Y dimensions for cut-out 9.
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»Required Selections, continued from previous page

Cable

Management,

continued

Required Selections

Cut-out type, if cut-out(s) selected
* Hardwire single

* Hardwire double
- Hardwire triple

+ Hardwire fourplex
= Modular double

= Communication only — modular

+ Communication only — no box

Specification Information

- Style
- Number

Solid Veneer Skin

Required to Specify

Specify with hardwire single cut-out type
for each applicable location.

Specify with hardwire double cut-out type
for each applicable location.

Specify with hardwire triple cut-out type
for each applicable location.

Specify with hardwire fourplex cut-out
type for each applicable location.

Specify with modular double cut-out type
for each applicable location.

Specify with communication only —
modular cut-out type for each applicable
location.

Specify with communication only — no box
cut-out type for each applicable location.

FESSV
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Solid Veneer Skin Set

Standard Includes Required to Specify
» Need help? = Two to five skins per skin set 1 Style number
Product details, - Height of each skin: 12"-118" 2 Overall skin set height
page 30 * Width of each skin: 12"-118" 3 Overall skin set width
+ Skin: wood veneer 4 Wood veneer color for skin set
5 Wood grain direction for skin sets (see

below under Required Selections)

Skin count

Skin height for each skin in set

Skin width for each skin in set

Top mount type for each skin (see below

under Required Selections)

10Bottom mount type for each skin (see
below under Required Selections)

11 Cut-out count (see below under
Required Selections)

12Cut-out placement for each skin, if
selected (see below under Required
Selections)

13Cut-out type for each cut-out, if selected
(see below under Required Selections)

» See Surface Materials, page 194.

Required Selections Required to Specify

©0o~ND

Surface Wood veneer
Materials = Wood veneer Specify with wood veneer and indicate
wood color number.
« Customiz stain Specify with Customiz stain.
Wood grain direction for skin sets
* Horizontal application (left to right) Specify with horizontal application.
* Vertical application (top to bottom) Specify with vertical application.
Skin Count - 2 Skins Specify with 2 skins.
» 3 Skins Specify with 3 skins.
* 4 Skins Specify with 4 skins.
5 Skins Specify with 5 skins.
Top Mount * Ceiling Specify with ceiling top mount.
Type - Intermediate Specify with intermediate top mount.
Bottom Mount = Floor Specify with floor bottom mount.
Type * Intermediate Specify with intermediate bottom mount.
Cable Cut-out count
Management * No holes Specify with no holes.
* One hole Specify with one hole.
« Two holes Specify with two holes.
Cut-out count placement, if cut-out(s) selected
- Skin 1 Specify skin 1.
« Skin 2 Specify skin 2.
- Skin 3 Specify skin 3.
« Skin 4 Specify skin 4.
+ Skin5 Specify skin 5.
Cut-out position for each skin, if selected
* Cut-out 1 location Specify X and Y dimensions for cut-out 1.
« Cut-out 2 location Specify X and Y dimensions for cut-out 2.

»Required Selections, continued on next page
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»Required Selections, continued from previous page

Required Selections

Cable Cut-out type for each skin, if selected
Management « Hardwire single
continued

* Hardwire double
< Hardwire triple

* Hardwire fourplex
* Modular double

+ Communication only — modular

= Communication only — no box

Specification Information

Solid Veneer Skin Set

Required to Specify

Specify with hardwire single cut-out type
for each applicable location.

Specify with hardwire double cut-out type
for each applicable location.

Specify with hardwire triple cut-out type
for each applicable location.

Specify with hardwire fourplex cut-out
type for each applicable location.

Specify with modular double cut-out type
for each applicable location.

Specify with communication only —
modular cut-out type for each applicable
location.

Specify with communication only — no box
cut-out type for each applicable location.

«Style
- Number

FESSVS
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Ceramic Skin

132

» Need help?
Product details,
page 30

Top Mount
Type

Standard Includes

« Height: 24"—120"

- Width: 24"-120"

= Skin with ceramic markerboard surface
* Trim: 4145 Milk Gloss paint only

Required Selections

- Ceiling
* Intermediate

Required to Specify

1 Style number

2 Height

3 Width

4 Top mount type (see below under
Required Selections)

5 Bottom mount type (see below under
Required Selections)

Required to Specify

Specify with ceiling top mount.
Specify with intermediate top mount.

Bottom Mount
Type

= Floor
« Intermediate

‘Specification Information

Specify with floor bottom mount.
Specify with intermediate bottom mount.

- Style
- Number
FESC

August 2015
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Slatwall Skin and Hardware Slatwall Skin and Hardware

Slatwall Skin
Standard Includes Required to Specify
» Need help? = Width: 24"-60" 1 Style number
Product details, « Slatwall skin: paint 2 Height (see below under Required
page 33 = Top mount: intermediate only Selections)
+ Bottom mount: intermediate only 3 Width

4 Paint color number for skin
»See Surface Materials, page 194.

Required Selections Required to Specify
Height - 6" Specify 6"H.
-~ j2r Specify 12"H.
< 18" Specify 18"H.
. 24" Specify 24"H.

Specification Information

)
<
o

- Number

FESW

Double Slatwall Skin Hardware

Standard Includes Required to Specify
» Need help? * Hardware package for mounting back-to-back 1 Style number
Product details, slatwall skins to internal framing components 2 Height (see below under Required
page 33 = Width: 24"-60" Selections)
3 Width
Required Selections Required to Specify
Height - 6" Specify 6"H.
DR Py Specify 12"H.
s 18" Specify 18"H.
. 24" Specify 24"H.

Specification Information
- Style
- Number

FESHSD

V.L.A. Specification Guide > Slatwall Skin and Hardware, continued 133
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Slatwall Skin and Hardware, continued

Single Slatwall Skin Hardware

134

Standard Includes Required to Specify

» Need help? « Hardware package for mounting slatwall skin to 1 Style number
Product details, internal framing components 2 Height (see below under Required
page 33 « Width: 24"-60" Selections)
3 Width
Required Selections Required to Specify

Height - B Specify 6"H.

12" Specify 12"H.

- 18" Specify 18"H.

- 24" Specify 24"H.

Specification Information
- Style
- Number

FESHSS
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Single Reversible Swing Door Frame

A

Tip: Electrification option
is only available when
cylindrical or mortise latch
prep is selected.
Electrification is not avail-
able when push/pull han-
dles are selected.

138

Standard Includes

Required to Specify

»Need help? « Door frame: paint or 8043 Clear Anodized Aluminum 1 Style number
Product details, - Height: 82.44100"-123.71627" 2 Height
page 34 * Width: 28"-44.445" 3 Width
* Hinges: 8031 Satin Stainless or 9201 Polished Chrome 4 Paint or anodized aluminum or paint
* Strike plate color number for frame
5 Satin stainless or polished chrome for
hinges
6 Top mount type (see below under
Required Selections)
7 Handedness (see below under
Required Selections)
8 Door type (see below under
Required Selections)
9 Roller latch (see below under
Required Selections)
10 Door hardware (see below under
Required Selections)
11 Strike plate (see below under
Required Selections)
12 Electrification (see below under
Required Selections)
> See Surface Materials, page 194.
Required Selections Required to Specify
Top Mount - Ceiling Specify with ceiling mount.
Type * Intermediate Specify with intermediate mount.
Handedness - Right hand Specify with right hand.
- Left hand Specify with left hand.
Door Type » Solid Specify with solid.
+ Polished edge Specify with polished edge.
Latch Prep + Cylindrical Specify with cylindrical.
« Mortise Specify with mortise.

« Push/pull handles

Specify with push/pull handles.

Roller Latch
{only if push/
pull handles)

- No roller latch
= Roller latch

Specify with no roller latch.
Specify with roller latch.

Door Hardware
(only if
cylindrical or
mortise)

* Satin chrome
» Polished chrome

Specify with satin chrome.
Specify with polished chrome.

Strike Plate
(if latch prep
is mortise)

- Type 1
* Type 2
* No strike plate

Specify with type 1.
Specify with type 2.
Specify with no strike plate.

Electrification

-Style
- Number

Spéeification’ lnfqrmation

* No electric hinge
- For use with electric hinge

Specify no electrification.
Specify with electrification.

FEDFSWSR
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Single Reversible Solid Swing Door Leaf

AN

Tip: Electrification option

is only available when
cylindrical or mortise latch
prep is selected.
Electrification is not available
when push/pull handles are
selected.

V.LA. Specification Guide

> Need help?
Product details,
page 34

Standard Includes

« Door leaf: paint or veneer
* Height: 82.44100"-123.71627"
= Width: 28"-44.445"

Required Selections

Single Reversible Solid
Swing Door Leaf

Required to Specify

1 Style number
2 Height
3 Width
4 Paint or veneer color number for door
leaf
5 Acoustic seal (see below under
Required Selections)
6 Top mount type (see below under
Required Selections)
7 Latch prep (see below under Required
Selections)
8 Roller latch (see below under Required
Selections)
9 Door closer (see below under Required
Selections)
10 Door hardware (see below under
Required Selections)
11 Electrification (see below under
Required Selections)
P See Surface Materials, page 194.

Required to Specify

Acoustic Seal « No seal Specify with no seal.

- Drop seal Specify with drop seal.
Top Mount - Ceiling Specify with ceiling mount.
Type * Intermediate Specify with intermediate mount.
Latch Prep « Cylindrical Specify with cylindrical.

< Mortise Specify with mortise.

= Push/pull handles

Specify with push/pull handles.

Roller Latch
{only if push/
pull handles)

+ No roller latch (surface mounted door closer)
= Roller latch (no door closer)

Specify with no roller latch.
Specify with roller latch.

Door Closer
{only if mortise
or cylindrical)

- No door closer
* Surface mounted door closer

Specify with no door closer.
Specify with surface mounted door closer.

Door Hardware

< Satin chrome

Specify with satin chrome.

{only if » Polished chrome Specify with polished chrome.
cylindrical or

mortise}

Electrification - No eleciric hinge

= For use with electric hinge

Specification Information

- Style
- Number

Specify no electrification.
Specify with electrification.
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Single Reversible Polished Edge Swing Door Leaf

Standard Includes Required to Specify
/ P Need help? « Door leaf: polished edge glass 1 Style number
Product details, - Height: 82.44100"-123.71627" 2 Height
/ page 34 - Width: 28"-44 445" 3 Width

4 Glass number for door leaf
5 Glass orientation (see below under
Required Selections)
6 Top mount type (see below under
Required Selections)
7 Handedness (see below under
Required Selections)
8 Latch prep (see below under Required
Selections)
9 Frame prep (see below under Required
Selections)
10 Door closer (see below under
Required Selections)
11 Door hardware (see below under
Required Selections)
> See Surface Materials, page 194.

\s

Required Selections Required to Specify
Tip: Glass orientation Glass - Polished to inside Specify with polished to inside.
applies only when 6542 Orientation « Polished to outside Specify with polished to outside.
Satin or 6588 Bamboo glass = e =
finishes specified. Top Mount = Ceiling Specify with ceiling mount.
Type « Intermediate Specify with intermediate mount.
Handedness * Right hand Specify with right hand.
- Left hand Specify with left hand.
Latch Prep = Cylindrical Specify with cylindrical.
- Mortise Specify with mortise.
* Push/pull handles Specify with push/pull handles.
Frame Prep * No roller latch (surface mounted door closer) Specify with no roller latch.
{only if push/ * Roller latch (no door closer) Specify with roller latch.
pull handles)
Door Closer * No door closer Specify with no door closer.
(only if mortise - Surface mounted door closer Specify with surface mounted door closer.
or cylindrical}
Door Hardware - Satin chrome Specify with satin chrome.
(only if mortise - Polished chrome Specify with polished chrome.
or cylindrical}
Specification Information
- Style
- Number
FEDLSWPSR
140 V.LA. Specification Guide

August 2015




Single Surface Mounted Slider Door Frame

Standard Includes Required to Specify

> Need help? * Door frame: paint or 8043 Clear Anodized Aluminum 1 Style number
Product details, - Height: 80.984"-120" 2 Height
page 40 - Width: 38"-48" 3 Width
= Door type: polished edge 4 Paint or anodized aluminum color
« Tubular door pull number for frame
5 Top mount type (see below under
Required Selections)
6 Handedness (see below under Required
Selections)
7 Lock (see below under Required
Selections)
8 Keying (see below under Required
Selections)
9 Lever (see below under Required
Selections)
10 Cylinder orientation (see below under
Required Selections)
P See Surface Materials, page 194.
Required Selections Required to Specify
Top Mount = Ceiling Specify with ceiling mount.
Type * Intermediate Specify with intermediate mount.
Handedness = Right hand Specify with right hand.
- Left hand Specify with left hand.
Lock * No lock Specify with no lock.
- Lever lock Specify with lever lock.
Keying - No cylinder Specify with no cylinder.
« Core, keyed random Specify with core.
Lever > No lever Specify with no lever.
« Lever one Specify with lever one.
Cylinder - Key inside Specify with key inside.
Orientation * Key outside Specify with key outside.

Specification Information
- Style
- Number

FEDFSLSM
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Single Surface Mounted Polished Edge Slider Door Leaf

/

V.I.A. Specification Guide

P Need help?
Product details,
page 40

Glass Surface

Standard Includes

« Door leaf: /2" thick polished edge glass

* Bottom trim: paint or 8043 Clear Anodized Aluminum
- Height: 80.984"-120"

- Width: 38"—48"

Required Selections
= Polished to inside

Single Surface Mounted
Polished Edge Slider
Door Leaf

Required to Specify

Style number

Height

Width

Glass color number for door leaf

Paint or anodized aluminum color

number for bottom trim

6 Glass surface orientation (see below for
Required Selections)

7 Top mount type (see below for Required
Selections)

8 Handedness (see below for Required
Selections)

9 Lock (see below for Required
Selections)

10 Acoustic seal (see below for Required
Selections)

> See Surface Materials, page 194.

O p W -

Required to Specify
Specify with polished to inside.

Orientation » Polished to outside Specify with polished to outside.
Top Mount « Ceiling Specify with ceiling mount.
Type « Intermediate Specify with intermediate mount.
Handedness * Right hand Specify with right hand.

- Left hand Specify with left hand,
Lock = No lock Specify with no lock.

« Lever lock Specify with lever lock.
Acoustic = No seal Specify with no seal.
Seal * Drop seal Specify with drop seal.

Specification Information

FEDLSLPSM
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