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Panel options

A broad range of panel types makes it easy

to customize individual workstations by

placing features precisely where they’re needed.

P A N E L  T Y P E S

Leverage offers four types of panels:

 increments

S E G M E N T E D  P A N E L
Permits use of all Leverage Element types
anywhere on the panel.

S T A N D A R D  P A N E L
Reduces panel cost if a wide variety of element
types are not required.

Permits use of a wider variety of functional,
glazed and architectural Elements.
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P A N E L  R A I L S
Panel Rails can be field installed or removed
to convert panel types.

panels. Supports a full range of Element applications.
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F R A M E  S T Y L E S

Each panel type is available in six panel frame

styles:

E L E VA T E D  P A N E L  F R A M E

P A N E L  F R A M E

P A N E L  F R A M E

y

Levelers have an

Panel Frame base

Levelers have an
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1 .  O F F - M O D U L A R I T Y

F E A T U R E S

B E N E F I T S

-
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2 . S T A C K A B L E

F E A T U R E S

B E N E F I T S

3 .  

F E A T U R E S

B E N E F I T S

4 .  

F E A T U R E S

B E N E F I T S
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Leverage offers a high-capacity modular 

electrics system that can be applied to any panel. 

It’s easy to specify, install and reconfigure.

Because the electrics system adapts to any 

panel configuration, product life cycle is 

increased and costs are reduced.

distribution blocks and power boxes 

efficiently deliver and distribute 

power/communications from the floor 

or ceiling to the workstation

mount to 

the Panel Rail at 15-inch-height increments 

to provide electrical outlets at varied 

heights within the workstation

are available

installation and reconfiguration

Modular electrics
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3 .  L A Y - I N  C A B L E  T R O U G H
A 3-inch Lay-In Cable Trough accommodates up to 40
category 5, 5E or 6 data and communications cables (at
60 percent fill rate).

4 .  P O W E R  B A S E  F E E D
The Power Base Feed can be positioned at either
end of the panel to deliver power from the floor to
the workstation.

5 .  C O M M U N I C A T I O N S  B A S E  F E E D
Data and communications can be delivered to the work-
station via the Communications Base Feed, positioned at
either end of the panel.

6 .  P O W E R  D I S T R I B U T I O N
The Distribution Block and Power Box distribute power
in up to three directions. Power Harnesses, available in
six standard lengths, also facilitate power routing.

1 .  P O W E R  B O X E S
Power Boxes mount to the Panel Rail at 15-inch
increments, allowing the user to position electrical
outlets at the desired height.

2 .  P O W E R  P O L E
Available in both corner and off-module options, the
Power Pole delivers power and communications from
the ceiling to the workstation. Two channels house and
separate electrical wires and communications cables.



At a glance 

Panels and Lyft

Screens

Elements

Worksurfaces and
Countertops

Mounted Storage

Freestanding Storage

standard panel
h 30"– 66"
w 24"– 60"

semi-segmented panel
h 66"
w 24"– 60"

segmented panel
h 30"– 66"
w 24"– 60"

panel rail
w 24"– 60"

panel add-on
h 15"– 30"
w 24"– 60"

segmented panel
30-inch rail
h 30"– 66"
w 24"– 60"

lyft add-on screen –
translucent
h 15"
w 24"– 60"

acoustic/metal element
h 6"– 45"
w 24"– 60"

acoustic/metal element
floor-flush
h 20"– 41"
w 24"– 48"

fabric element
h 6"– 45"
w 24"– 60"

desk edge screen –
glass
h 13"
w 23"– 96"

wood element
h 6", 15"
w 24"– 48"

desk edge screen –
full-height glass
h 13"
w 27"– 72"

acoustic/metal
power/comm.
element
h 9"– 36"
w 24"– 60"

rectangular worksurface
d 24", 30"
w 24"– 96"

peninsula corner
worksurface
d 24", 30"

source laminate
rectangular
worksurface
d 24", 30"
w 24"– 96"

source laminate
curved corner
worksurface
d 19"– 30"
w 36"– 60"

source laminate
rectangular
countertop
d 15"
w 24"– 57"

overhead cabinet
d 14"
w 24"– 60"

overhead upmount
d 14"
w 24"– 60"

pedestal
h 20.8", 24", 27.2"
d 18", 22", 28"
w 15"

stretch pedestal
h 27.2"
d 18"
w 30", 36", 42"

mobile pedestal
w/ seat
h 24.4", 26"
d 22"
w 15"

front open locker
h 49.6", 65.6"
d 24"
w 24"

mobile pedestal
h 30.2"
d 18", 22", 28"
w 15"

side open locker
h 49.6", 65.6"
d 24", 30"
w 24"

edp worksurface
d(a) 19", 24"
d(b) 24", 30"
w 30"– 72"

transition worksurface
d(a) 24", (b) 30"
w 48"– 72"

concave worksurface
d(a&b) 24", 30"
w 24"– 72"

convex worksurface
d(a&b) 24", 30"
w 24"– 72"

concave transition
worksurface
d(a) 24", (b) 30"
w(a) 16", (b) 30"– 96"

source laminate
standard corner
worksurface
d 19"– 30"
w 36"– 60"

source laminate
transition worksurface
d(a) 19", 24"
d(b) 24", 30"
w 30"– 72"

baseboard element
h 5"
w 24"– 48"

desk top mounted
screen
h 13"
w 20"– 36"

hang-on whiteboard
h 24"– 30"
w 24"– 48"

accessory rail
w 24"– 60"

shelves
w 24"– 60"

suspension shelf
w 24"– 48"

radius corner w/ return
(w/ flush end gable)
d(a&b) 24", 30"
w(a) 48"
w(b) 60"– 72"

radius corner w/
return (w/ monoleg)
d(a&b) 24", 30"
w(a) 48"
w(b) 60"– 72"

extended 120º
pentagon worksurface
d(a&b) 24", 30"
w(a)  36"– 48"
w(b) 48"– 72"

120º outside
corner worksurface
d 24", 30"

rectangular/convex
countertop
d 15"
w 24"– 57"

standard 120º
pentagon worksurface
d(a&b) 19"– 30"
w 36"– 60"

panel add-on – glass

h 15", 24", 30"
w 24"– 96"

panel add-on
screen – glass
h 15", 24", 30"
w 24"– 96"

door panel
h 81"
w 36"

privacy screen
h 51"– 81"
w 36", 42"

lyft thin panel –
standard
h 42"– 66"
w 24"– 60"

lyft thin panel –
monolithic
h 42"– 66"
w 24"– 48"

lyft floor screen –
screenweave
h 42"– 66"
w 24"– 48"

fabric power/
communications
element
h 9"– 36"
w 24"– 60"

wood power/
communications
element
h 15"
w 24"– 48"

accessory element
h 6", 15"
w 24"– 60"

whiteboard element
h 12"–36"
w 24"– 60"

glass elements
h 12"–30"
w 24"– 60"

architectural
glass elements
h 15"–30"
w 24"– 60"

architectural elements
h 6"– 45"
w 24"– 60"

rectangular
worksurface
d 20"–36"
w 24"– 96"

guest rectangular
worksurface
d 24"–36"
w 54"– 84"

wedge worksurface
d 24", 30"
w 42"– 96"

extended wedge
worksurface
d 24", 30"
w 60"– 96"

wing worksurface
d 24", 30"
w 60"– 96"

convex transition
worksurface
d(a) 24", (b) 30"
w 30"– 72"

standard corner
worksurface
d(a&b) 19"– 30"
w 36"– 60"

curved corner
worksurface
d(a&b) 19"– 30"
w 36"– 60"

split radius corner
worksurface
d 24"– 30"
w 42", 48"

radius corner
worksurface w/ return
d(a&b) 24", 30"
w(a) 36"– 48"
w(b) 48"– 96"

radius corner w/ return
& keyboard support
d(a) 24", 30" (b) 24"
w(a) 48", (b) 54"– 96"

fan worksurface
d(a) 24"–36" (b) 36"–48"
d(c) 20", 24"
w  54"– 84"

tapered worksurface
d(a) 30"–42" (b) 20", 24"
d(c) 20", 24"
w  54"– 84"

extended corner
w/ transition return
d(a&b) 24", 30"
w(a) 42"– 48"
w(b) 54"– 96"

table rail
h 9"
w 24"– 72"

table screen
h 19"
w 24"– 72"

extended corner w/ transi-
tion return (w/ monoleg)
d(a) 24", 30", (b) 30"
w(a) 42"– 48"
w(b) 54"– 72"

bullet worksurface
w/ monoleg 
h 30", 36"
w 48"– 72"

curvilinear bullet top
w/ monoleg
d(a) 24", 30"
d(b) 30", 36"
w(a) 24", 30"
w(b) 60"– 72"

transaction worksurface
w/ monoleg
d(a) 24", 30"
d(b) 27", 33"
w(a) 24", 30"
w(b) 60"– 72"

d-top end worksurface
w/ monoleg 
d 24", 30"
w 51", 63"

outside corner
worksurface
d 24", 30"

rectangular worksurface
w/ monoleg 
d 24", 30"
w 48"– 72"


